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AMENDING (?) THE PATENT LAWS. 

Senator Wadleigh's bill providing for amendments in the 
United States Patent Laws has been read twice and is now 
under the consideration of the Senate Committee on Pat- 
ents. An abstract of the provisions is given elsewhere in 
this issue, and the bill in its entirety is published in the cur- 
rent number (No. 102) of the Scientific American Sup- 
plement, in order that our readers may be enabled to give 
it thorough and critical examination. Its effect is upon fu- 
ture patentees, and not upon those already in possession of 
patents. 

Our objections to this measure are founded, first, upon 
certain broad general principles which courts have held to 
be, and which plainly are, the true basis of our patent sys- 
tem; and second, upon certain specific reasons noted hereaf- 
ter. The object of our patent laws is to benefit the commu- 
nity. They induce people to invent, so that the inventions 
produced may, by ultimately becoming public property, add 
to the knowledge, welfare, and comfort of the nation. The 
inducement offered is the securing to the inventor of an ex- 
clusive privilege in and to his production for seventeen years. 
While this privilege is a species of indefensible monopoly 
per se, it is nevertheless just and expedient in view of the 
ends accomplished, and this more especially as the period 
over which the inventor enjoys it is wholly inconsiderable 
in view of the advantages which it confers upon the public 
forever afterward. Now, if this privilege is to be reduced 
in value, through becoming hampered with unwise restric- 
tions as to how the inventor shall enjoy it, then, the stim- 
ulus to invention being lessened, it follows that new and use- 
ful ideas will be more rarely produced, and thus the commu 
nity will be the loser. 

Our more specific objections to the bill are that is framed 
in the interest of a combination of railroad companies. 
About a hundred and thirty of these corporations some time 
ago organized an association for mutual protection and 
combined action in patent matters, and this is now devot- 
ing its energies to pushing through Congress the Wadleigh 
bill. As it is at present, the railway companies are ready 
enough to use good patented inventions, but about the only 
good reason which they recognize for paying an inventor 
royalty or damages is a certificate from their counsel to the 
effect that they cannot avoid doing so. It is almost need- 
less to add that in the maintenance of protracted suits, etc., 
wealthy associations already have great advantages over the 
individual inventor; and if the latter is still further to be 
hampered, it may soon come to be said that his right is a 
deception and resides not in him, but virtually in any power- 
ful combination which chooses to pirate it; and this is pre- 
cisely the state of affairs which the railway companies are 
seeking to bring about. 

The bill being before the Committee on Patents in the 
Senate, that body is hearing argument concerning it. In- 
ventors should oppose it with all their influence, and we 
counsel them to go, or send representatives, or even lay pro- 
tests or letters before the Committee, setting forth the dis- 
advantages. Nor should the active opposition be restricted 
only to inventors. We have shown how the measure is 
likely to affect the whole country. It is therefore to the 
interest of every one who has the progress of the nation, in 
invention, discovery and science, at heart to lend his aid to 
prevent its becoming law. 

■ ■« i • i » 

CTJBIOSITLES OF SUICIDE. 

The latest report of the Criminal Administration of France 
contains a very curious series of statistics relative to the sui- 
cides committed in that country in the year 1874. It appears 
that during that period 5,617 persons killed themselves, and 
that this total is greater than had ever before .been reported. 
Of these unfortunates 79 per cent were men and 21 per cent 
women. Of 105 suicides the ages could not be determined, 
but of the remaining 5,512, 29 were under sixteen years of 
age, 193 between sixteen and twenty-one, 1,477 between 
twenty-one and forty, 2,214 between forty and sixty, and 
1,590 over the last mentioned age. Leaving out those who 
committed the fatal act while laboring under mental disord- 
ers, in all 1,622, it is interesting to compare the condition of 
the suicides with the cause which impelled them to make 
away with themselves. How prolific a source of suicide un- 
happiness in the marriage relation is, is indicated by the fact 
that 48 per cent of the total were married people, and that 
out of 5,136 suicides, regarding which authentic particulars 
were obtained, 701 killed themselves because of family trou 
bles. It will also be noted that the greater number of sui- 
cides were people past the prime of life, indicating that dis- 
satisfaction with a wasted or unsuccessful existence de- 
termined their putting an end to it. This is further sub- 
stantiated by the fact that out of the 5,136, 652 are known to 
have killed themselves because of reverses in fortune. 

Seven hundred and ninety-eight people died to avoid phy- 
sical suffering, and 489 because of various unclassified trou- 
bles. The fact that out of the 815 who were brought to self- 
destruction by dissipation, 572 owed their misery to drunk- 
enness, is in itself a powerful temperance lecture. It is not 
easy to understand why spring and summer were the seasons 
in which most suicides occurred. The percentages are 23 
for winter, 19 for autumn, 31 for spring, and 27 for summer. 
This would seem to negative the statement which has been 
made that most cases of self-murder occur during gloomy 
weather, which aids in depressing the spirits,, for certainly 
there are more dark days in winter than in summer and fall. 
Again, it might be supposed that the privations incident to 
winter would lend an especial impulse toward the crime. As 



to the mode of death chosen, more than seven tenths perf erred 
either strangulation (2,472) or drowning(l,514), showing that, 
while the suicides were willing to throw away their lives, 
they probably shrank from any mode of so doing which in- 
volved mutilation of their bodies. 

« m » 

A COMMON AILMENT.- MALAHIAL POISONING. 
We give in our this week's Supplement — number 102 — a 
full report of a very interesting clinical lecture, lately de- 
livered by Professor Alfred L. Loomis, M.D., before the 
class of the University Medical College, this city, on Mala- 
rial Poisoning. According to Professor Loomis the effects 
of malarial poison are manifested in a surprising variety of 
forms and symptoms; so numerous and various, in fact,that 
they cannot be tabulated. They embrace enlargement of 
the spleen, neuralgias of different forms, that may or may 
not be periodical; dyspeptic troubles which cannot be re- 
lieved by dyspeptic remedies; headaches that are often 
treated as cerebral diseases; confusions of mind; staggering 
gaits; loss of power in portions of the body: impairment of 
mental faculties; inability to do work of any kind; not sick 
enough to go to bed, but too ill and habitually too tired to 
perform anything that requires the least exertion ; shortness 
of breath; rapid, weak, irregular pulse; sleepless nights, 
etc. The first step toward cure is removal from the malarial 
locality; then only may the proper medicines be expected to 
prove beneficial. The infection appears to be far more wide- 
ly spread than is commonly supposed; and all who have ail 
ments that fall within the category here mentioned, will do 
well to read the excellent lecture. 



NOTES OF PATENT DECISIONS OF THE C0UETS. 

Eppinger brought suit against Richey et at, to restrain 
the infringement of his letters patent of June 17, 1873, for 
bunch or plug tobacco. The defendants answered, admit- 
ting the infringement but denying novelty and patentability 
of the claimed invention. In order that our readers may 
understand the case, it is necessary for them to bear in mind 
that licorice or some other moist and sweet substance is 
used in the manufacture of plug or bunch chewing tobacco, 
in order to impart moisture and sweetness to the manufac- 
tured article. The preservation of these two qualities is 
greatly desired by the consumer. When tobacco is thus 
prepared there is danger that the moist tobacco, if exposed 
to the air, will ferment, or will mould and "dry-rot." It is, 
therefore, important to make the plug or bunch as compact 
as possible, in order to preserve moisture and prevent mould. 
Before the date Of Eppinger's invention, this kind of chewing 
tobacco was made by enclosing strands of sweetened " filler " 
tobacco in a binder. The wrapped tobacco was then spun 
upon a wheel, or twirled or rolled by hand into a roll, and, 
after being incased in a wrapper, was coiled and packed for 
market; or was subjected to extreme heat, and afterwards 
to pressure, before being put up in packages. Moisture was 
removed by this " hot-house " process, and thus danger of 
fermentation was obviated, but the quality of the tobacco 
was made inferior Another method of manufacture was by 
incasing the sweetened filler strands in an unsweetened 
binder, and also in a wrapper. The rope was then bent and 
braided, and the two ends of the braid were fastened by a 
cap of wrapper tobacco. The braids were subjected to side- 
wise pressure, but could not be subjected to pressure end- 
wise, in consequence of their shape, and therefore were not 
compressed sufficiently to exclude the air, and the tobacco 
was liable to become mouldy. Each braid . soon became 
quite dry in the pocket of the consumer, and lost its flavor. 

Eppinger's method is to envelope the "filler" tobacco, 
treated in the usual way, in a " binder," which is a brighter 
and larger leaf, and around the binder he wraps what is 
called a " bright wrapper leaf," which is used in its natural 
condition without treatment. The rope thus formed is, in 
fact, a long flexible cigar, with a sweetened filler. This rope 
or strand is then coiled into a bunch around a central core, 
one end of the rope, either single or doubled, serving for the 
core. Several of these bunches are placed on their ends in 
a strong receptacle, of suitable shape, and a follower is then 
forced down with great pressure upon them. After about 
twenty minutes the follower is removed and the bunches are 
taken out and replaced in the same receptacle on their sides, 
and side by side, and pressed again in like manner. The 
claim of Eppinger's patent is for: '• Plug or bunch tobacco 
made as herein described, the same consisting of a rope or 
strand composed of a sweetened or prepared filler inclosed 
in a binder, in turn enveloped in a wrapper, the said rope 
being coiled around a central core, forming a continuous 
part of the rope, and the bunch thus made being subjected 
to a pressure, as and for the purposes set forth." 

The advantages of Eppinger's method are very marked. 
The moisture of the tobacco is preserved. Air and damp- 
ness are excluded by the compactness into which the tobacco 
is pressed. The tobacco, so put up, can be shipped to warm 
or damp climates without liability to deteriorate by mould, 
and a single coil can be carried in the pocket of the con- 
sumer without becoming dry or friable. 

The utility of the patented article was clearly proved. 
The evidence showed that it had had a very large sale, and 
had commanded a much higher price than the same quality 
of tobacco when put up in any other form. 

The novelty of the invention was also clearly proved 
The patented article manifestly differed from the ordinary 
spun or rolled plug tobacco, in this, that in such tobacco 
the filler and binder were rolled together, while in the pat- 
ented article the binder simply encircled the filler, " Twist '' 
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or " braid " tobacco was made in the same manner as the 
patented article was made — by encircling the sweetened 
tiller with two separate wrappings of unsweetened tobacco — 
but the twist tobacco was simply braided and subjected to 
lateral pressure. Each plug was a flat braid, into the inter- 
stices of which air freely entered ; and having a compara- 
tively thin and fiat surface, the plug could not be made com- 
pact by endwise pressure. 

The important question in the case was as to the patent- 
ability of the invention. A rope of strands of sweetened 
filler, inclosed in a binder, which, in turn, was enveloped in 
a wrapper, antedated the patent. Plug tobacco had always 
been coiled and braided in various forms, and had been sub- 
jected to pressure. The peculiarity of the invention was, 
therefore, in the form and shape of the coil. 

The argument on behalf of the defendants was that the 
combination filler, binder, and wrapper was old, which 
was true ; that coiling or twisting a moist rope of tobacco 
had always been practised, which was true; and that sub- 
jecting a coiled rope of sweet tobacco to pressure was old, 
which was also true ; and that the particular form of the coil 
was a matter of fancy, and that the form of the coil could 
not involve the exercise of the inventive faculty. This was 
the precise question at issue. Could any particular method 
of coiling be the subject of a valid patent ? 

The court, in sustaining Eppinger's patent, answers this 
question in the affirmative. It holds that the article of plug 
tobacco had been long in use, and in constant demand; that, 
as it had been prepared for market previous to Eppinger's 
invention, it had been liable to spoil in warm and damp 
weather, and to grow mouldy in any temperature; that no 
remedy was found for these evils until Eppingerts invention 
was made; and that it was manifest from the length of time 
during which the tobacco had been manufactured, from the 
constant demand for it, and from the well known evils to 
overcome, that the inventive faculty must have been brought 
into exercise, or else that mechanical skill would long since 
have avoided any danger of fermentation or mould; that, 
however simple Eppinger's change in the method of manu- 
facture apparently may have been, yet it was a change which 
required invention for its accomplishment; and that the im- 
provement resulting from the changed method of manufac- 
ture had been so great that the article which was produced 
was, in the meaning of the patent acts, a new and useful ar- 
ticle of manufacture. 



and in nine cases out of ten where the owners are too poor 
to employ good counsel to protect their rights, perfectly 
valid patents would be declared void under such circum- 
stances. 

Section 10 is to compel patentees to bring suits to enforce 
their rights, if an infringer demands that a suit be brought 
no matter whether the patentees have means to bring such 
suits or not, under the penalty of being enjoined from ever 
prosecuting such infringer at any time thereafter. 

Section 11 is an imitation of the English law in the matter 
of fees, as it requires that a patentee shall pay fifty dollars on 
or before the first day of January after the expiration of four 
years from the date of the patent, and one hundred dollars 
on or before the first day of January next after the expira- 
tion of the ninth year of the patent. In default of either of 
| these payments, the patent is to expire on the 1st day of 
■ A pril next thereafter, and during that month the Commis- 
I sioner of Patents is to publish a list of the patents that have 
! expired for the non-payment of these extortionate fees. In 
; view of the fact that there is now in the Treasury of the 
, United States over a million of dollars wrung from poor 
inventors in the shape of unnecessarily high patent fees, we 
think comment on this section entirely needless. 



THE PE0P0SED AMENDMENTS TO THE PATENT LAWS. 

"We give below an abstract of the new patent bill which 
has been introduced into the Senate by Mr. Wadleigh. 

The first section enacts that from and after the passage of 
the act no profils or damages in any suit for infringement 
of a patent shall be recovered which shall have accrued 
more than four years next preceding the commencement of 
such suit, and that all rights of action at present existing 
must be sued for within four years thereafter. Under this 
section, if there are a hundred infringers of a patent, a hun- 
dred suilSi'must be brought at once to fully protect it; or if 
an eastern man has a patent, and some one in the extreme 
west wishes to manufacture the patented article, he may do 
so for many years before his operations are discovered, and 
the owner of the infringed patent has no right to recover any 
damages accruing to him from the infringement that oc- 
curred more than four years before suit is brought. 

Under the second section a license fee is to be the measure 
of damages which a patentee may recover from infringers, 
provided any such license fee has been established; but if 
not, where from the nature of the invention it can be made to 
appear to be for the interest of the patentee that other per- 
sons should use the same, the court or jury shall determine 
the damages from the evidence, and in such case no account 
of profit or savings is to be allowed. "Where profits are to be 
taken into consideration, the defendant is not to be charged 
with any saving he may have made by infringing a patent, 
unless it can be shown that he has made money by his busi- 
ness. "Where he acknowledges that profits have accrued 
from his infringement, the court is to determine what pro- 
portion of the profit is due to the said invention and what 
to the other elements from which such profit was derived, 
and the proportion due to the invention is to be the measure 
of profit recovered; but if said profits shall be found to be 
in excess of the injury done by the infringement, the court is 
to diminish the amount to such an extent as may be just 
and reasonable. This last clause appears to be open to the 
interpretation that, if the defendant can prove that from 
want of means or otherwise the patentee was in such a posi- 
tion as to be unable to use his invention, and was not there- 
fore actually injured by the infringement, notwithstanding 
the infringer may have made an immense profit from the 
use of it, Unless it can be shown that the inventor actually 
suffered great injury, he is to be cut down in the profits to 
the amount of injury he has suffered. 

Section 6 has a clause to the effect that no machine or 
other article made prior to the surrender and reissue of a 
patent which did not infringe such surrendered patent, shall 
be held to be an infringement of the new claims of the re- 
issued patent. 

Section 9 allows infringers, where a patentee does not 
bring suit immediately he has knowledge of infringement, 
to bring a bill in equity to declare such infringed patent 
void for any of the causes which by law may render the 
same invalid. So that in case a patentee is too poor to im- 
mediately bring a suit against a wealthy infringer of his 
patent, said infringer may bring suit to declare it invalid; 



HOW TO TBUE "UP A CBANK PIN. 

A correspondent asks: "How can I true up my crank pin? 
I do not think it is true, because it appears to pound at two 
opposite parts of the stroke, and if I tighten up the brasses 
enough to take the pound out they get hot. I cannot find 
anything on the subject in the books." 

One of the most prevalent faults of construction in station- 
ary engines is a slight want of truth in the crank pin, and 
the result is just such as our correspondent has described. 
The cause may lie in either of three things, first, the two 
holes in the crank not being true, one with the other; second, 
leaving too much for the shrinkage of the large hole of the 
crank upon the shaft; and third, not properly fitting the key 
to its seating. If in boring the holes the same back of the 
crank, whether planed true or not, and although set as true 
as practicable the holes will be out of true, one with the 
other, to twice the amount that the chuck plate of the lathe 
may be out of true and twice the amount that the casting 
may alter in form from having its surface skin removed, the 
crank pin hole should be bored with the face which was 
turned up when the large hole was bored clamped to the face 
plate. 

"We may next consider the amount of shrinkage. If it is 
excessive, the metal must give way in the cooling process, 
and will yield the most where the metal is the weakest, throw- 
ing the crank pin end out of true. The proper amount to 
allow upon a crank of any size less than about 7 inches is 
just such as can plainly be perceived by setting the inside 
callipers, or a wire gauge, to touch very lightly the bore of 
the hole. The outside callipers or gauge ha ving a barely per- 
ceptible contact, daylight should be just plainly visible be- 
tween the gauge and the wire or inside callipers. Rules are 
given in books for the proper amount of allowance, but it is 
expressed in decimal parts of an inch, runningto three plac- 
es of decimals, and the machinist has neither inside nor out- 
side callipers which will measure determinately such large 
sizes to »uch minute fractions. For steel tyres upon locomo- 
tives and other wheels, in which the amount allowed for con- 
traction is very important, the heavy duty causing the tyres 
to break from the strain due to too much contractive tension, 
the following device has been employed : A piece of steel, 
say 8 inches long and an inch wide, is filed as thin at one end 
as the least amount of contraction and a little thicker at the 
other end than the greatest amount of contraction required 
upon such sizes of work as the gauge or wedge is intended 
to be used for. Upon the face of the wedge is marked a se- 
ries of lines running across it at places where the thickness 
of the wedge represents the proper amount of contraction for 
the diameter which is marked upon each line. All, then, 
that the operator has to do is to find upon the gauge the line 
which is marked with the diameter of the wheel and to then 
set his wire gauge to fit the male gage or callipers with the 
wedge interposed at one end, the wedge having just contact 
with the two when inserted up to the line. This is a very 
accurate method, and is to be commended for the ease with 
which it can be applied. "We now come to shrinking the 
crank on to the shaft. For this purpose care should be taken 
to heat the crank slightly more on the thick than on the thin 
side, and to make it to a very low red heat indeed — in 
fact, a just perceptible red Tieat is best. The crank should 
lie, while cooling, with the crank pin end vertically beneath 
the shaft, so that its weight may not tend to warp the crank 
in cooling, as it would do if lying horizontally. 

In fitting the key it should not be driven in tight, because 
it is apt to spring and chow unnatural bearing marks. ■ To- 
wards the finishing process it should bedrawfiled, to ease the 
bearing marks, lengthwise, as that will make it drive easier 
and smoother. If the key is not fitted to bear exactly even 
all over the driving, it may spring the crank out of true. 

If these instructions are carefully followed the job will be 
a true one, and there will be no possibility of the crank pin 
causing a pound in the engine. To remedy a pound in an 
engine we may proceed as follows: To test the truth of the 
crank pin we attach the crank pin end of the connecting rod 
in its place with the brasses and key properly adjusted. The 
other end of the connecting rod should have the brasses and 
key in place but should not be attached to the wrist pin, or 
gudgeon, as it is more properly termed. "We now place the 
crank pin at one end of its throw and lower the connecting 



rod at the other end into the wrist pin bearing and note if 
the. faces of the brasses fall, without the rod being sprung 
sideways, exactly true into the wrist pin flanges. "W e per- 
form this testing operation with the crank pin at the four 
quarters of its revolution, moving thecrosshead to the neces- 
sary position in each case. And it is obvious that if the crank 
pin is true the other end of the connecting rod will fall exact- 
ly true into the wrist pin bearing; but suppose that when 
the crank pin is on one dead center the connecting rod brass 
flanges fall outside, and when it is on the other dead center 
it falls inside of the wrist pin bearing, it proves that the 
crank pin does not stand true. If when the crank pin is on 
the dead center nearest to the cylinder the brass flange falls 
inside the wrist pin, the outer end of the crank pin inclines 
towards the cylinder, and vice versa, if the brass flange falls 
outside th3 wrist pin bearing, the outer end of the crank pin 
must incline away from the cylinder. Here it may be noted 
that if the main shaft is not at a right angle to the center line 
of the bore of the cylinder, the connecting rod applied as 
abovewill notfallinto the wrist pin bearing; but in this case 
ihe deviation of the wrist pin brasses from the wrist pin 
journal will be all inside or outside of the wrist pin journal, 
hence the operation of testingthe truth of the crank pin will 
at the same time test the lining of the main shaft. 

To proceed, then, havinggonethroughthe above operation 
and thus discovered in what direction the crank pin is out of 
true, we note how much it was out of true, which may be 
ascertained as follows: When it is found that the flange of 
the connecting rod brass does not fall into the wrist pin bear- 
ing, we mark even with face of that flange a mark upon the 
crosshead, and moving the crank to the opposite point in its 
revolution we mark another similar line, and the sum of the 
two distances is the amount of the want of truth at that end 
of the rod. To find how much that is in the length of the 
crank pin, we divide the length of the crank pin journal into 
the length of the connecting rod, measured from center to 
center of the bore of the brasses ; the sum thus obtained we 
divide into the amount first obtained, and the result will be 
the amount the crank pin is out of line. Now, suppose the 
amount thus obtained is the -^ of an inch, and that the crank 
pin when on the dead center nearest to the cylinder stands 
so that the center line of its length points toward the center 
of the main shaft at the flywheel end. We take a pair of cal- 
lipers, set them to a diameter -^ inch less than that of the 
crank pin, and file upon the crank pin journal, at its outer 
end, a flat place of sufficient depth as to make the callipers 
just gauge correctly. This flat place must get shallower as it 
approaches the other end of the journal, until at the extreme 
of the other end it runs out, leaving the surface intact. We 
next file a similar flat place upon the inside end of the length 
of the crank pin journal, but on the opposite side of the di- 
ameter of the crank pin, that is at the end of the crank pin 
journal nearest to the crank and on that part of the perimeter 
nearest to the crank shaft center; this second flat place must 
be filed at that end enough to allow the callipers to gauge 
correctly at that end, and must disappear at the other end of 
the journal. Thus we have obtained two diametrically op- 
posite flat places that are true with the center line of the 
length of the main shaft, and we may now file two more flat 
places on the crank pin journal, the faces of the four form- 
ing a square. The last two, however, must be filed to an 
equal amount from end to end of the journal, and equally 
deep on each side, until the callipers will gauge them cor- 
rectly. This being done, we file up the protruding parts of 
the journal until one of the brasses rubbed upon the journal 
will mark evenly all round, and the flat places are just 
brought to a bearing, and the job will be complete. It is neces- 
sary to connect the rod again and go through the testing 
process the same as at first, to be sure that all is right. 

. J. R. 

■ « iii» 

MOEE NEWS FBOM THE STJN. 

"We noted recently the fact of Dr. Janssen having obtained 
some exceedingly large and fine photographs of the sun, and 
that it was probable that by means of the facility which 
these afforded for observing the: solar surface, new deduc- 
tions concerning the nature of the latter would probably be 
reached. Dr. Janssen's photographs are some 15 inches in 
diameter, and show details of the mottling or willow leaf on 
the sun of less than 1 second of arc. By examining these 
points, Dr. Janssen has recently found that the surface of the 
photosphere has not a constitution uniform in all its parts, 
but that it is divided into a series of figures more or less dis- 
tant from each other and presenting a peculiar constitution. 
They have contours more or less rounded, often very rectilin- 
ear, and resembling polygons. Their dimensions are vari- 
able, and they sometimes attain a minute or more in diam- 
eter. In describing the figures in Nature, Mr. J. Norman 
Lockyer says, that " while in the intervals between them 
the grains are clear, though of variable size, in the interior 
the grains are as if half effaced; for the most part indeed, 
they have disappeared to make way for trains of matter 
which have replaced the granulation. Everything indicates 
that in these spaces, as in the penumbras of spots, the photo- 
spheric matter is submitted to violent movements, which 
have confused the granular elements. 

Mr. Lockyer considers the discovery as confirmatory of his 
opinion that sun spots are. an index and not a measure of 
solar activity; and that their absence indicates a reduction, 
not a cessation, of the sun's energy. Dr. Janssen also points 
out that this fact throws light upon the forms of solar 
activity, and shows that that activity, in the photosphere, is 
always very great, although no spot appears on its surface. 
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HORIZONTAL COMPOUND ENGINE. 
We take from The Engineer the annexed engravings 'of 
a horizontal compound engine of excellent design, manu- 
factured by the Avonside Engine Company, Bristol. The 
engine was one of the objects which secured the interested 
notice of many of those who visited the company's works 
during the recent meeting of the Institution of Mechanical 
Engineers in Bristol. It is provided with automatic expan- 
sion gear in the form of a link, operated by the governors, 
which are of Widmark's split ball type, and which are very 
sensitive in action. The crank shaft ends at a short dis- 
tance from each bearing with a face coupling disk, the short 
piece carrying the fly wheel being fixed to a similar coup- 
ling disk to that seen in the upper view. It will be particu- 
larly noticed that the wall box supporting the fly wheel and 



the same in brine, and the principal material thus extracted 
is phosphate of potash. It is evident, therefore, that if this 
salt was indispensable to the formation of fresh meat its ab- 
sence in salt meat must be prejudicial. 

The use of phosphate of potash as table salt is strictly analo- 
gous to the present employment of chloride of sodium, the lat- 
ter being consumed and the taste requiring its consumption in 
order that it may be supplied as needed for the normal for- 
mation of the blood. Now, as salt meat lacks potash salts, 
and as the latter are useful in the formation of the fluids in 
the meat, it is as logical to use this substance as it is to use 
common salt. Furthermore, MM. Pasteur and Mayer have' 
demonstrated the importance of phosphate of potash in nu- 
trition, and have shown it to be indispensable to the develop- 
ment of the beer yeast cellule. Professor Galloway also con- 



charged, more or less heavily, with the products of combus- 
tion and unconsumed coal gas. It is not creditable to the 
ingenuity of practical men that no method has yet been de- 
vised by which the advantages of gas as an illuminating 
agent may be secured without the drawback of slow poison- 
ing, with the host of maladies*a depressed vitality is sure to 
bring in its train." 



Steel for Shipbuilding. 

The British Admiralty tests at present for steel are as fol- 
lows: 

TENSILE AND EXTENSION TESTS. 

1. Strips cut lengthwise or crosswise of the plate to have 
an ultimate tensile strength of not less than 26, and not ex 




HORIZONTAL COMPOUND ENGINE. 



main spur wheel bearing is of such form as to be capable of 
also embracing the pinion bearing. The two wheels are 
thus maintained with the proper distance between their cen- 
ters, and the connection of the two hearings, thus in one 
wall box, makes a sound job not easily otherwise obtaina- 
ble. 

The principal dimensions of the engine are as follows: 
Diameter of high pressure cylinder, 18 inches; diameter of 
low pressure cylinder, 34 inches; stroke" of pistons, 3 feet; 
diameter of air pump, 9^ inches; stroke of air pump, 3 
feet; diameter cold water pump, 6 inches; stroke cold water 
pump, 3 feet; double acting; working pressure intended, 60 
lbs. ;_number of revolutions, 50 per minute. 

«m» ■ 

Pbospbate of Potash a Cure for Scurvy. 

It is well known that an exclusive diet of salt provisions 
endangers scurvy, and that at sea or on expeditions where 
only such provisions can he carried over long periods of 
time, their injurious effects are prevented by drinking lime 
juice. Professor Robert Galloway has recently advanced the 
suggestion that phosphate of potash is a much better pre- 
ventative of the malady, and at the same time that salt in- 
creases the nutritiveness of salted meat, so that he proposes in 
all cases where such meat is consumed that the phosphate be 
used as a condiment, the same as chloride of sodium is now 
employed. Professor Galloway points out that of the dif- 
ferent substances which enter into the formation and consti- 
tution of the meat some are removed by the immersion of 



siders that the beneficial effect of lime juice as a preventative 
of scurvy is due to the presence of potash and phosphates in 
it. If his views are correct, the discovery is of considerable 
importance, as phosphate of potash in the small amount 
needed can be transported with much greater facility and 
obtained more inexpensively than lime juice, while at the 
same time it increases the nutritive value of the cheap salt 
provisions now largely consumed by the poor. 

-♦< >»«. — 

Poisoning by Burning Gas. 

The Lancet urges the inconvenience, and even danger, of 
the ordinary burning gas. It says : 

" To have our rooms pleasantly illuminated with gas is to 
undergo a process of poisoning, the more disastrous be- 
cause, instead of directly producing the characteristic symp- 
toms of defective blood oxygenation, the gas-polluted at- 
mosphere insiduously lowers the tone of vitality, and estab- 
lishes a condition favorable to disease. It would be difficult 
to overrate the importance of this household peril. Pictures 
are spoiled by gas, gilt mouldings are tarnished, the colors 
of decorated walls and ceilings fade, and men and women 
of delicate organization are enfeebled and injured by the 
foul air in which gas is discharged and supposed to burn in- 
nocuously. The extent to which this evil works in the 
midst of domesticated families during the long evenings is 
not adequately appreciated After the first few unpleasant 
experiences are over, the physical : insensibility becomes in- 
ured to the immediate results of breathing an atmosphere 



ceeding 30 tons per square inch of section, with an e.onga- 
tion of 20 per cent in a length of 8 inches. 

TEMPEBING TEST. 

2. Strips cut lengthwise of the plate If inches wide, heat- 
ed uniformly to a low cherry red, and cooled in water of 82° 
Fah., must stand bending in a press to a curve of which the 
inner radius isoneanda half times the thickness of the plates 
tested. 

3. The strips are to be cut in a planing machine, and are 
to have the sharp edges taken off. 

4. The ductility of every plate is to be ascertained by the 
application of one or both of these tests to the shearing, or 
by bending them cold by the hammer on the contractor's 
premises, and at his expense. 

5. All plates to be free from lamination and injurious sur- 
face defects. 

6. One plate to be taken for testing by tensile, extension, 
and tempering tests from every invoice, provided the num- 
ber of plates does not exceed fifty. If above that number, 
one for every addition of fifty, or portion of fifty. Plates 
may be received or lejected without a trial of every thick- 
ness of the invoice. 

7. The pieces of plate cut out for testings are to be of 
parallel width from end to end, or for at least 8 inches of 
length. 

When the plates are ordered by thickness, their weight is 
to be estimated at the rate of 40 lbs. per square foot for plates 
of 1 inch thick, and in proportion for plates of all other 
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.thicknesses; the weight so produced is not to be exceeded, 
but a latitude of 5 per cent below this will be allowed for 
rolling in plates of half an inclt in thickness and upwards, 
and 10 per cent in thinner plates. 

These weights may be ascertained by weighing as much 
as 10 tons at a time. 

TESTS FOE ANGLE, BULB, OE BAE STEEL. 

The whole of the steel to stand a tensile strain of 26. tons 
to the square inch, and not to exceed 30 tons to the square 
inch. Also to stand the extension and tempering tests de- 
scribed for plate. 

All the cross ends to be cut off. One bar is to be taken for 
testings from every invoice, providing the number of bars 
does not exceed fifty; if above that number, one for every 
additional fifty, or portion of fifty. 

« i«i» 

IMPBOVED PEOTECTED NON-EECOIL GUN. 

We are indebted to the Engineer for the annexed engrav- 
ing and accompanying description of this invention. The 
object of the system is the complete protection of the gun 
detachment and of the gun itself, except at the muzzle. It 
is also supposed to insure accuracy of aim for a continuous 
series of rounds. The general idea is that the gun shall 
pivot at the muzzle in a ball and socket joint, fixed into the 
armour of a casemate, entirely closing the port and pre- 
venting recoil. Krupp claims that when once the gun is 
laid true on the object, it can be fired any number of times 
without recoiling, jumping, or otherwise changing its posi- 
tion or direction in the least; so that all error in shooting 
due to inaccuracy of laying is prevented when once the 
right direction is secured. 

The drawing, Fig. 1, shows a section of a casemate for a 
6 inch gun. The muzzle is enlarged to form a ball, A, which 
plays in a socket consisting of a steel port plug, B, into 
which is screwed a wrought iron cylinder, C, holding the 
ball of the muzzle firmly in the socket. On each side of 
the gun, trunnion, D, travels up and down a carrier, E, in 
which a slot is cut for the purpose. This carrier is fitted 
with a hollow soled truck, P, which permits the carrier to 
pivot on the racer, G, and so to accommodate the arc traveled 
through by the trunnion, when elevation is given, to the 
straight slot in the carrier. The truck also moves along the 
racer, G, when the gun is traversed. The casemate is com- 
posed of a thick wrought iron plate, H, in front, supported 
by strong box girders, K, and roofed with thin wrought iron 
plate, I. The lower portion is made of cast iron, J. It is 
protected from the enemy's fire by a glacis of concrete, L, 
in which is embedded a wrought iron glacis plate, M. A 
wrought iron shield, N, covers the muzzle of the gun when 
not firing. It rests on a trigger, O, so that when the gun is 
ready to be fired, the rope draws back the trigger and the 
shield falls. As soon as the gun is fired the shield is raised 
by the winch, P, acting in aid of the balance weight, Q, and 
the trigger is forced back to its place as a support by the 
spring,.,!!.. The sides of the casemate are built as of brick 
covered with wrought iron plates. They are all sloped as 
shown in Pig. 2 to oause shot to glance off. 



IMPBOVED PNEUMATIC DREDGING TUBE. 

Our engraving represents a new pneumatic tube for dredg- 
ing, mining, and wrecking purposes, which is worked by 
creating a vacuum and drawing the sand, earth, or other 
matter into the same. A represents the tube which is con- 
nected by a rubber pipe at the top, with an air pump on the 
vessel or float. 

The lower end of the tube, A, is provided with a hinged 
inclined valve, B, that is fitted by rubber packing, hermeti- 
cally, to a seat, and locked rigidly, when the tube has been 
lowered to the bottom, by a sliding bolt or key, C, which is 
guided in a stuffing box and operated by a lever. 




A discharge door, D, is hinged to the side of tube near 
the bottom valve. A spring, at the inside of the tube, above 
the side door, serves to cushion the bottom valve when the 
same is opened for drawing in the sand or earth. 

After the tube has been lowered and placed into position 
on the bottom of the river, the bottom valve being closed, 
and the air pumped out by the air pump until a vacuum is 
created, the key is withdrawn by the lever, and the sand or 
earth drawn into the tube until the same is nearly filled. 
The tube is then raised, and the contents discharged by 
opening the side door, the inclination of the bottom valve 

facilitating the discharge. 

m < ■ i m : — 

The German government contemplate introducing the 
telephone into the telegraphic service, and are about to begin 
experiments upon it. 



Progress of the New York Elevated Railroads. 

When the elevated railroad on the west side of New York 
city is completed the termini will be South Ferry and Eighty- 
first Street. The total distance will be then six miles. Foun- 
dations for supporting columns are now being put down be- 
tween Sixty-first and Eighty-first Streets, and the foundations 
necessary for making the track double between South Perry 
and Sixty -first Street will be completed in a few days. Two 
fifths of the road are finished foradouble track. The gauge 
is the standard one, 4 feet 8i inches, and the rails are Besse- 
mer steel, 50 pounds to the yard. Rolling plant consists, at 
present, of 21 dummies and 39 passenger cars. The average 
number of passengers daily is 11,000. In 21 days of last 
month (November) there were 207,926 passengers against 
139,768 in the same time of the corresponding month in last 
year, an increase of 68,157. 

On the east side there will be a railroad from South Ferry 
to Sixty-first Street, having a double track all tfte distance. 
There will be branch roads: one to Fulton Perry, another 
from Chatham Square to the City Hall and the end of the 
Brooklyn bridge, one to Thirty-fourth Street, and still another 
to the Grand Central Depot. The work on both sides of the 
city is progressing rapidly. An estimate of the cost by the 
chief engineer, for the double track on the east side of the 
city,, from South Ferry to the Central Park at Sixty -first 
Street, 5 miles, with equipments, stations, acd all the ap- 
pointments necessary to its full operation, is $1,625,000, or 
$425,000 per mile. In this estimate is included sixty passen- 
ger cars, twenty-five dummies, eight stations to the mile, 
and engineering. The estimated numbers of passengers per 
annum is 14,700,000, and receipts, $1,250,000. 

: «m » — 

New Agricultural Inventions. 

Ladore V. Sikes, of East Otto, N. Y., has invented an in- 
genious cider-mill. It has two curbs, which move on rails. 
While the ground fruit is being pressed in one curb, a grind- 
ing mill is filling the other. The cake in the first is then 
taken out and the full curb moved under the press. The 
curbs are thus alternately changed from the grinding mill to 
the press, and thereby the grinding and pressing of the fruit 
and the making of cider is accomplished quickly. 

Joseph R. Palermo, of Gonzalez, Texas, has invented an 
improvement on Cotton Seed Planters by which the seed is 
more readily supplied to the endless belt of the hopper. By 
an ingenious device motion is communicated from the rear 
roller of a band to a crank to a rock post, and cross bar which 
works a curved wire inside the hopper thus keeping the seed 
well stirred up. 

E. M. Wilcox, of Whitewater, Wis., has invented a check- 
row attachment for corn planters by which a field can be 
planted in accurate rows. At the end of a shaft which re- 
volves in bearings attached to the hopper is fitted a chain 
wheel, the teeth of which mesh into the links of a chain ex- 
tended across thefield. By an ingenious combination of a 
cylinder, cam groove, shoe and bars, the wheel revolves and 
the chain marks out the check row. This is a very useful 
and convenient improvement. 
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Our Washington Correspondence. 

To the Editor of the Scientific American : 

In reply to a request from the Committee on Patents as to 
what legislation was necessary to preserve the models saved 
from the fire, the Commissioner of Patents has sent a letter 
to that body, stating that he estimated that about one third 
of the 90,000 patented models that were in the fire were of 
metal, and that probably one third of these metal models 
were so little damaged that by cleaning, polishing, etc., they 
could still be made available for exhibition and for a fuller 
understanding of the invention when the drawings and specifi- 
cations fail, as they often do, to throw sufficient light on the 
inventions they are supposed to describe. The amount re- 
quisite to clean, identify, and re-arrange these damaged 
models, including the cases to coi..tain them, the Commis- 
sioner estimates at $40,000. In addition to this he states 
that, besides the damage done by the fire, many thousand 
complicated models in the classes of sewing, spinning, and 
weaving, were drenched by water, and are rapidly corroding. 
Many of these will require taking to pieces, cleaning, and 
polishing, which the Commissioner thinks will cost about 
$5,000 more, and therefore asks for an appropriation of 
$45,000 for this purpose. 

A bill has been introduced by Senator Windom to estab 
lish a Department of Commerce, essentially the same as that 
favored by the National Board of Trade, providing for the 
erection of a new department with secretary and assistant 
secretary, 'to be appointed and confirmed in the same man- 
ner as the other members of the cabinet, and to be charged 
with the supervision and care of the agricultural, commercial, 
manufacturing, and mining interest of the United States, so 
far as the national government is empowered by the Consti- 
tution. The new department is, if the bill becomes a law, 
to have charge of the execution of all laws relating to for 
eign and domestic commerce, customs, internal revenue, 
taxes, to navigation, lighthouses, rivers and harbors, and 
collect statistics relative to our agricultural, commercial, 
manufacturing, and mining interests and tabulate them. 

Mr. Loring has introduced into the House a bill designed 
to aid ia the establishment of additional telegraphic cables 
between this country and Europe, which proposes to give a 
liberal charter to a company said to be already organized, 
and ready to go to work as soon as they can obtain the char- 
ter. The company propose to run a line by way of the 
Azores, and offer to give the government the perpetual free 
use of the cable to an amount not exceeding the number of 
words which has been sent over the existing cables by the 
government in any one year. The bill provides, also, that 
in five years after the cables shall have been in working or- 
der, the Tates shall be reduced to 20 cents per word, at the 
expiration of eight years to 17 cents, in twelve years to 13 
cents, and after fifteen years to 10 cents. In return for these 
loWrates, they ask for an exclusive right to land cables on 
our Atlantic coast. 

A bill has been introduced by Mr. Paddock to authorize 
the appointment of a Committee on Foresting and Tree 
Planting, to examine and report upon the condition and 
management of the cultivated forests in Europe; the cost of 
growing, cultivating, and protecting the same ; also the ob- 
served influence, if any, upon the climate and water supply 
of the country; and to examine and report upon the best 
varieties of trees to plant for the production of forests. 

The manufacture of perfumery for exportation is becom 
ing a large and growing interest, in which thousands of bar- 
rels of alcohol are used, but owing to a peculiarity of our 
revenue laws, nearly, if not quite all, of this is imported, 
becaufie it can be withdrawn without the payment of duty. 
American alcohol cannot be used in this business without 
the payment of tax, and there is no provision of law which 
would authorize a drawback upon the exportation of such 
perfumery. There appears to be no good reason for this 
discrimination against our distillers; and the Commissioner 
of Internal Revenue, in his recent report, recommends appro- 
priate legislation to allow alcohol to used by manufacturing 
perfumers in the goods for exportation, without the payment 
of tax, under proper restrictions against fraud. 

Captain Tyson, in command of the Florence of the Arctic 
expedition, has forwarded a letter by a returning Scotch 
whaler, to Captain Howgate, under date of September 29, 
reporting his safe arrival, after a long and tedious voyage 
of forty days, at Niuntilick harbor, Cumberland Gulf. The 
crew were all in good health and spirits, and Messrs. Sher- 
man and Kumlein are reported as doing very well in their 
respective departments. Captain Tyson proposed moving to 
the head of the gulf in a few days, where he intended to es- 
tablish winter quarters, and carry out his instruction in ref- 
erence to the collection of materials for the main expedition 
of next year. 

The Fish Commission are at work upon the head waters 
of the Potomac, stocking them with California salmon, 30,- 
000 having been just shipped from the hatching house at 
Druid Hill Park, Baltimore, being the first shipment of a 
lot of about 200,000 eggs received about the 1st of October 
from Professor Baird's camp on the McCloud river, Cali- 
fornia. The prospect of thus successfully stocking the Po- 
tomac and other rivers appears very favorable, as the suc- 
cess of their introduction into the Delaware has been demon- 
strated beyond a doubt, several fish weighing from five to 
ten pounds having been taken in it, as the result of stocking 
that stream a year previous to the commencement of the 



work on the Maryland rivers. About 200,000 more eggs are 
now on their way from the McCloud river, which will be 
hatched at Druid Hill Park, and distributed to the various 
rivers. The operations of the Commission in another direc- 
tion during the summer have brought to light a fishing bank 
hitherto unknown, about fifteen miles from the mouth of 
Boston harbor, which is so rich in fish that upwards of 1,000 
lbs were taken within half an hour by trolling, among 
which a splendid species of flounder, heretofore supposed 
to be peculiar to Greenland, was discovered. In the inves 
tigations in which this discovery was made, which are under 
the general direction of Professor Baird, assisted by Messrs. 
Verrill, "Wilson, Goode, and Bean, observations are made as 
to the natural history and economical value of the marine 
animals of the coast, and as to the temperature of the water 
in diaerent depths and localities. In some cases, at the 
depth of 100 hundred fathoms, the thermometer was found 
to stand at 30° Fah., or below the freezing point of fresh 
water, and yet these spots preeminently abounded in animal 
life, great quantities of fish being taken from them. 

The Entomological Commission having, during the past 
season, accumulated a large mass of information regarding 
the locust and other similar insects, and the best means of 
preventing their ravages, will shortly present a report there- 
on to Congress, which, it is hoped, will be of great value to 
our western agriculturists. 

Messrs. Scudder and Bowditch, who have, under tie di- 
rection of Dr. Hayden, of the Geographical and Geological 
Survey, been making a tour through Colorado, "Wyoming, 
and Utah, exploring for fossil insects, report that they have 
secured large numbers of specimens. Near Florisante, the 
tertiary basin was fonnd exceedingly rich in insects and 
plants, and Mr. Scudder estimates that the extent of insect- 
bearing shales are at least fifty times as great as the rich one 
in Southern Bavaria. Upwards of 6,000 insects and 3,000 
plants have already been received from Florisante, and as 
many more are expected before the close of the year. Be- 
sides these specimens, many more are to be received from 
"Wyoming, as arrangements have been made to receive all 
the specimens found in a newly discovered rich deposit of 
fossils in the tertiary strata of that territory; and it is be- 
lieved that, within the next few months, the amount of ma- 
terial at hand for the study of this subject will be greater 
than ever before possessed by any single naturalist. Pro- 
fessor Leidy, who has also been operating under the direc- 
tion of i)r. Hayden in the neighborhood of Fort Bridger 
Uintah Mountains, and the Salt take basin, has made a large 
collection, comprising the lowest and simplest forms of ani- 
mal life, many of which require high microscopic power to 
distinguish their structure. 

The House of Representatives hiving called upon the 
heads of departments to report what objections, if any, there 
were to making obligatory, in all government transactions, 
the use of the metric system of weights and measures, the Sec- 
retary of the Navy and the Postmaster General have sent re- 
plies, the first of which states that he sees no objection, ex- 
cept that in the matter of the soundings on the charts. " If 
it were applied to these, it would probably involve the total 
loss of all charts and chart plates now in use, and would be 
prejudicial to the exchange of charts with England.". The 
Postmaster General states two objections, one of which is 
that the lack of knowledge and experience of the postmas- 
ters at the small offices and the public at large would ren- 
der the system unsatisfactory in its workings, and the other 
is the expense attending the change, which would involve 
the purchase of 43,867 metric balances, which would prob- 
ably cost $124,788. This alleged necessity of changing the 
balances has called out the suggestion that, as 15 grammes 
have been made the lawful equivalent of the \ ounce for 
postal purposes, all that is necessary is to increase the mov- 
able weight on the present balance to the amount of 5 T 8 5 per 
cent, and to add a smaller proportionate weight to the pan, 
which would render the present balances capable of weigh 
ing letters on the metric system : the notches which now in- 
dicate one, two, or more half ounce rates, would then indi- 
cate corresponding 15 gramme rates. 

"Washington, D. C. Occasional. 



The Standard of Metric Measurement, 

To the Editor of the Scientific American : 

Permit me through the columns of your valuable paper to 
correct an error quite prevalent in regard to the base of the 
*' French Metric System." It is generally supposed that tire 
meter is exactly the one ten millionth of the earth's quad- 
rant, and consequently an absolute invariable unit, some- 
thing in Nature which remains the same from age to age, and 
which if lost could be regained with exactness and certainty. 

Can such a unit as above required be obtained for a refer- 
ence by the means employed, and then re-obtained, should 
occasion require? 

It was supposed in Newton's time that the earth was not 
a perfect sphere. Richer, who was sent by the Academy of 
Sciences, of Paris, to Cayenne in 1672, observed that the pen- 
dulum which vibrated seconds in Paris lost about 2 J daily at 
Cayenne. This fact, as Newton explained in his "Principia," 
must be the consequence of the reduction of the force of 
gravity, either by effect of the centrifugal force or an in- 
creased distance from the center. The deductions of New- 
ton and Huyghens that the earth was a spheroid, like that 
already observed of Jupiter, flattened at the poles, conflict- 
ing with the opposite conclusions of the first Cassini, induced 
the Academy of Sciences to cause exact measurements of 
meridional arcs to be made both near the equator and the 



polar circle. The celebrated commission of the Academy 
of Sciences left Paris in 1735: Bouguer, La Condamine, and 
Godin to join in Peru the* officers appointed by Spain, An- 
tonio d' Ulloa and Jorge Juan ; and Maupertuis, with four 
others, to proceed to the Gulf of Bothnia, where they were 
joined by the Swedish astronomer, Celsius. Ten years were 
spent by the party in Peru in the measurement of an arc of 
over three degrees in length, extending from latitude ^ 3" 
north to 3° 4/ 32" south; and the length of a degree at the 
equator, reduced to the level of the sea, was calculated by 
Bouguer at 362,912 feet. 

The northern party found a place for their operations be- 
tween Tornea, in Lapland, and the mountain of Kittis. The 
difference of latitude being determined, they measured a base 
line upon the frozen rivers. The arc being then calculated, 
it was found to give about 367,500 feet as the length of one 
degree. The greater length of the degrees as they approached 
the poles was thus established, and consequently the greater 
equatorial than polar diameter of the earth. 

In 1791 very extensive operations were commenced in 
France with the object of obtaining the exact length of the 
quadrant of the meridian, in order to make use of a definite 
part of this natural and permanent quantity as a standard 
unit. The measurements were carried out on the meridian of 
Paris under the distinguished astronomers, Delambre and 
Mechain. The line was extended across France from Dun- 
kirk to Barcelona, making an arc of about 9°, and every pre- 
caution was taken to insure the -greatest accuracy in the 
measurements. Though this arc thus determined was suf- 
ficient for the purpose required, the French astronomers in 
1805, after an interval of three years, began to carry the 
measurement still further south, Biot and Arago directing 
the work after the death of Mechain. It was continued un- 
til Formentary was reached, distant about 12° 22' south from 
Dunkirk. 

A similar anomaly was noticed upon some portions of this 
arc, and the same was observed in the English surveys, that 
where these portions were considered separately, the length 
of the degree appears to increase toward the equator. The 
effect is to produce an uncertainty in the exactness of the re 
suit obtained, showing that there must have been some error 
in the measurements of the meridian, as the true curvature 
of the earth has been established beyond a doubt, that it is 
an oblate spheroid, and that the length of a degree increases 
as we approach the poles. 

In the deliberations of the members of the Academy of 
Arts and Sciences, at Paris, the length of the pendulum at 
first appeared proper for a basis for a system of weights and 
measures, being easy to determine, and consequently to 
verify, if it should be necessary, by any accidents happening 
to the standards ; but it was thought that to take, as was 
proposed, for the unit of measure the length of the simple 
pendulum vibrating seconds, was to employ, in order to de- 
termine a measure of length, not only a heterogeneous ele- 
ment, namely, time, but also an arbitrary division of time, 
namely, the second. A measure of length was, therefore, 
pref eiTed that did not depend on any other quantity ; but it 
will be seen that observations of the pendulum can, neverthe- 
less, be employed as a means of verifying, and even of find- 
ing, that unit of measure, although they have not served as 
the basis of its determination. 

In short, as it has been found that the one ten-mil- 
lionth of the earth's quadrant (or the meter) differed only 
from the length of the pendulum beating seconds at Pa- 
ris about six millimeters, both units would have led to 
results almost exactly similar. But after years of troublesome 
experiment and trial of the metrical system, the only advant- 
age that has been gained is that of establishing one common 
standard, the meter, and that has just now been shown is 
not correctly what it is intended to represent. If uniformity 
was the object sought it might just as well have been ob- 
tained by making their ancient toise (so universally known) 
the standard. 

The chief reccommendation of the metrical system, or of 
the meter, as stated in their decree, as well as the authors of 
the system, Brillat, Brisson, and Tarbe, is that should it be 
ever lost or altered it may be easily restored, not by a second 
measurement of the meridian, but by comparison with the 
pendulum. Thus they allowed the pendulum to be the reg- 
ulator of linear measure as well as of time, and in short, the 
ultimate criterion, and of course the principal standard. 

If before the meter was adopted as the standard, other me- 
ridians on different parts of the earth had been measured, as 
one in the United States, and a mean taken of the several, 
the results would have been more satisfactory. 

In the astronomical calculations of the length of an arc of 
the meridian, base lines are used which must be measured 
by arbitrary means, whereas the length of the pendulum 
beating seconds at a given latitude of the sea level is a unit 
of itself, and the labor of re-obtaining it when lost, with cer 
tainty and exactness, is reduced comparatively to a mini- 
num. C. F. Lrwis. 

Knowlesville, N. Y. 



Iron and Its Companions. 

In the ordinary metallurgic products of iron a number of 
other metals may almost always be detected by analysis. 
Among the metals that accompany iron are manganese, 
nickel, cobalt, chromium — which metals are all likewise 
found in meteoric iron — also copper,vanadium,titanium,and 
tungsten. It is a curious fact that the spectrum of the sun 
indicates the presence of iron, together with all of the met 
als above named except tungsten and vanadium. 
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THE CTJBIOTJS LIFE-HISTOEY OP 01TB BLISTER BEETLES. 

Number II. 

BY PROFESSOR 0. Y. RILEY. 

It is generally stated by writers-on the hive bee, that the 
oil beetle {Meloe) is one of its parasites. The possibility that 
our more common blister beetles were similarly parasitic on 
bees, taken in connection with the frequent complaints from 
apiarians of the wholesale death of bees from causes little 
understood, led me, some years since, to pay attention to 
the biological characteristics of the blister beetles, in the 
hope of ascertaining whether or not they really bear any 
connection with bee mortality. From these investigations, 
I am satisfied that meloe is only parasitic on the perfect hive 
bee, as it is on so many other winged insects that frequent 
flowers, and that it cannot well, in the nature of the case, 
breed in the cells of any social bee whose young are fed by 
nurses in open cells. The triungulins of our blister beetles 
refuse to climb on to plants furnished to them, or to fasten 
to bees or other hairy insects. Nor will they nourish upon 
honey, bee bread, or bee larvae. 

They show a proclivity for burrowing in the ground, and 
act quite differently from those of meloe or sitaris, which not 
only attach to bees in confinement, but which, in the case of 
meloe, I have known to so crowd upon mature hive bees as to 
worry them to death and cause extended loss in the apiary. 

While analogy and the law of unity of habit in species of 
the same family pointed, therefore, to a parasitic life, I be- 
gan to conclude, from the facts just stated, that the parasit- 
ism was of another kind, having .satisfied myself by various 
experiments that the triungulins did not feed on roots. 

Few discoveries are stumbled upon. We find, as a rule, 
that only which we anticipate or look for. Late last Fall, 
in digging up the eggs of the Rocky Mountain locust (calop- 
tenus spretns) at Manhattan, Kansas, blister beetle pseudo- 
pupae were not nnfrequently met with. The suspicion thus 
raised that these insects preyed, in the preparatory states, 
upon locust eggs, was confirmed last Spring by finding the 
larvae of different ages within the egg pods, and devouring the 
eggs of the locust just mentioned. From such larvae prey- 
ing on the eggs of spretus I have reared the unicolorous form 
of epicauta cinerea, Forster, or the marginal blister beetle; 
the epicauta Pennsylvanica, Be Geer, or the black blister 
beetle; the macrobasis unicolor, Kirby, or ash-gray blister 
beetle ; and the form of it described as murina, by Le Conte, 
or the black rat blister beetle. 

Since then I have had no difficulty in tracing the larval 
habits and development of the two more common species 
around St. Louis, namely, the striped blister beetle (epicauta 
vi'.tata, Fabr.), and the marginal blister beetle just alluded 
to. Careful examination of locust eggs, in the vicinity of 
potato fields frequented by the parents, show a varying pro- 
portion of the egg pods affected, and in some locations 
nearly every pod of the differential locust (caloptenus differ- 
entialis) will contain the epicauta l.rvi. The eggs of the 
locust are laid in large masses of 75 to 100. The pod is but 
slightly ~feent, rather compact outside, while the eggs are 



motion, but when warmed by the sun they become very ac- 
tive, running with their long legs over the ground, and pry- 
ing with their large heads and strong jaws into every crease 
and crevice in the soil, into which, in due time, they burrow 
and hide. Under the microscope they are seen to fairly 
bristle with spines and spinous hairs, which all aid in bur- 
rowing. As becomes a creature of prey that must be indus- 





Fig. 1.— Caloptenus differentialis. 

irregularly arranged and capped with but a shallow cover- 
ing of mucous matter. It is the egg pod of this species 
which the larvae of the two blister beetles in question prefer. 
The larval habits of the genus, as well as of macrobasis 
and henous, which I have studied, may be illustrated by re 
citing those of either of these species. 

From July to the middle of October the eggs are being 
laid in the ground in loose, irregular masses of about 130 on ! 
an average. The female lays at several ' 
different intervals, producing in the j 
aggregate probably from four to five 
hundred ova. She prefers for purposes 
of oviposition the very same warm, ! 
sunny locations chosen by the locusts, 
and doubtless instinctively places her 
eggs near those of these last, a3 I have 
on several occasions found them in 
close proximity. 

In the course of about ten days — 

more or less; according to the tempera- 

ture of the ground — the first larva or triungulin hatches. 

These little triungulins (Fig. 4, c), at first feeble and per 



Fig. 4. — Epicauta. — a, locustegg pod, with triungulin just entering (/); 
&, eggs; c, triungulin; d, second larva; e, natural position of same. 

triously sought, they display great power of endurance, and 
will survive for a fortnight without food in a moderate tem- 
perature. Yet in the search for locust eggs many are, with- 
out doubt, doomed to perish, and only the more fortunate 
succeed in finding appropriate diet. Reaching a locust egg 
pod, our triungulin, by chance or instinct, or both com- 
bined, commences to burrow through the mucous neck, and 
makes its first repast thereon. If it has been long in search, 
and its jaws are well hardened, it makes quick work through 
this porous and cellular matter, and 
at once gnaws away at an egg, first 
devouring a portion of the shell and 
then sucking up the contents. 
Should two or more triungulins en- 
ter the same egg pod a deadly con- 
flict sooner or later ensues, until 
one alone remains the victorious 
possessor. A second egg is at- 
tacked, and more or less complete 
ly exhausted of its contents, when 
a period of rest ensues, the triun- 
gulin skin splits along the back, 
and there emanates the second larva (Fig. 4, d), white, soft, 
with reduced legs, and quite different in general appearance 
from the first. This molt is is experienced about the eighth 
day from the first taking of nourishment. The animal now 
naturally lies in a curved position. After feeding for about 
another week a second molt takes place, the skin, as before, 
splitting along the back and the new larva hunching out of 
it until the extremities are brought together and released 
almots simultaneously. 

This kind of molting is exceptional among insects, the 
skin being ordinarily worked backward from the head. The 
modification at this molt is slight. A third molt ensues 
with but little change in the form and character of the ani- 
mal. In this, the ultimate stage of the second larva (Fig. 5, 
a), the creature grows apace, its head being constantly 
bathed in the rich juices, of the locust eggs, which it now 




Fig. 5.— Epicauta. — a, 

pupa, side view; b, same, 
ventral view. 





Fig. 3.— Epicauta 
vittata. 




i 

Fig. 3.— Macrobasis Unicolor.— a, normal gray form; b, black (murina) ''■ 
form; c, d, male and female antennae. 

f ectly white, soon assume their natural light brown color 
and commence to move about. At night, or during cold or 
wet weather, all those of a batch huddle together with little 



Fig. 0. — Epicauta. — «, full grown larva; b, setaceous points that cover 
the back; c, coarctate- larva, side view; d same, back view. 

rapidly sucks, or more or less completely devours. The 
color is somewhat more yellowish than it was before. In 
another week it forsakes the remnants of the pabular mass 
and burrows a short distance in the clear soil, where it forms 
a smooth cavity within which it lies, stretched on one side. 
In three days the skin splits again, but is only partially shed. 
The mouth parts and legs are now quite rudimentary and 
tuberculous, the soft skin rapidly becomes rigid and of a 
deeper yellow color, and we have what has been called the 
pseudo-pupa or coarctate larva (Fig. 5, c, d). The insect has 
the power of remaining in this coarctate larval condition for 
a long period, and generally thus hibernates. 

In spring the coarctate larval skin is in its turn rent on 
the top of the head and thorax, and there crawls out of it 
the third larva, which differs in no respect from the ultimate 
stage of the second larva already mentioned, except in the 
somewhat reduced size and greater whiteness. This third 
larva is rather active, and burrows about in the ground; but 
while there seems to be no reason why it should not feed, 
nourishment is not at all essential, and all . my specimens 
have, in the course of a few days, transformed to the true 
pupa (Fig. 6) without feeding. The pupa state lasts but 
five or six days. 

Our blister-beetle larvae are, therefore, partial parasites. 
An animal that feeds on eggs is not necessarily parasite, but 
the term, is justly applied to. such as feed within, and are 



confined to, the egg pod, in contradistinction to predaceous 
species which move from one egg pod to another. Like all 
parasitic insects that nourish on a limited amount of food, 
and possess no power to secure more, the blister beetles vary 
greatly in individual size in fhe same species, and the 
larvae have the power of accommodating their life to circum- 
stances, and of assuming the coarctate larval form earlier or 
later according to the size of the egg mass which they infest. 
In an average sized egg pod of the differential locust, how- 
ever, there are more than enough eggs to nourish the largest 
specimens of E. vittata, and a few are usually left un- 
touched. The period of growth from the first feeding to 
the coarctate larva averages about a month. 

That the eggs may exceptionally hibernate is possible, 
but from their delicate nature improbable. That the triun- 
gulins frequently do so there can be no doubt, especially in 
specimens like the black blister beetle, which is found on 
the flowers of solidago, eupatorium, etc., till the end of Oc- 
tober and continues laying till frost. 

CONCLUSION. 

From the foregoing history of our common blister beetles 
it is clear that, while they pass through the curious hyper- 
metamorphoses so characteristic of the family, and have 
many other features in common, yet epicauta and -macrobasis 
differ in many important respects from meloe and sitaris, the 
only genera hitherto known biologically. 

To resume what is known of the larval habits of the fam- 
ily, we have: First, the small, smooth, unarmed, tapering 
triungulin of the prolific sitaris, with the thoracic joints sub- 
equal, with strong articulating tarsal claws on the stout- 
thighed but spineless legs, and, in addition, a caudal spin- 
ning apparatus. The mandibles scarcely extended beyond 
the labrum : the creature seeks the light, and is admirably 
adapted to adhering to bees but not to burrowing in the 
ground. The second larva is mellivorous, and the transfor- 
mations from the coarctate larval stage all take place within 
the unrent larval skin. We have: Second, the more spin- 
ous and larger triungulin of the still more prolific meloe,. 
with long caudal setae, but otherwise closely resembling 
that of sitaris in the femoral, tarsal, and trophial charac- 
ters, in the sub-equal thoracic joints, unarmed tibiae, and in 
the instinctive love of light and fondness for fastening to 
bees. The second larva is also mellivorous, but the later 
transformations take place in the rent and partly shed skins 
of the second and coarctate larvae. We have : Third, the 
larger and much more spinous triungulin of the less prolific 
epicauta macrobasis and henous, with unequal thoracic joints, 
powerful mandibles and maxillae, shortened labrum, slender 
femora, well armed tibiae, slender, spinous, less perfect tar- 
sal claws, combined with an instinctive love of darkness and 
tendency to burrow and hide in the ground. The second 
larva takes the same food as the first, its skin is almost 
entirely cast from the coarctate larva, while subsequent 
changes are independent and entirely free of the shell of 
this last. 



Recent Tests of tbe Telephone. 

Some interesting trials of the articulating telephone were 
lately made in England through Dr. Muirhead's artificial 
cable. This artificial line, says the Telegraphic Journal, of- 
fers the closest approximation to the electrical conditions of 
an actual cable that has been hitherto attained. The exper- 
iments were made through a length of artificial cable of the 
type of the Direct United States Cable, and it was so con- 
structed that artificial line capacity could be added to the 
circuit or taken away from it at will. When the capacity 
is taken off, the circuit is of course a mere resistance cir- 
cuit; hut when the capacity is put on, the circuit was equi- 
valent to a length of submarine cable. In speaking by tele- 
phone through a hundred miles of this cable the words were 
comparatively loud and distinct, but the instant the capaci- 
ty was put on, the voice lost both power and distinctness in 
a remarkable degree. It appeared only half as loud as be- 
fore, and dull and smothered in tone. With a hundred and 
fifty miles of artificial cable, while the voice was apparent- 
ly as strong as ever through the resistance circuit alone, it 
was completely silenced by putting on the capacity. Even 
with a superior telephone, the extreme limit of articulation 
would thus be less than two hundred miles. Theory points 
out, and experiment verifies the fact, that if the voice is al 
lowed to dwell on a note for a sufficient time to establish, 
despite induction, a regular succession of electric waves in 
the cable, a faint sound will be audible. Thus, singing can 
be heard through a greater length of cable than talking. In 
articulation the changes of the voice are so hurried that time 
is not given the cable to establish the regular series of waves 
neeessary to reproduce sound, so nothing is heard at all. 

4 m » 

Novel Method of Preparing Oxygen. 

The author finds that oxygen may be very readily ob- 
tained even at common temperatures by the mutual reac- 
tion of two oxygenated compounds formed of several atoms 
of oxygen, such as hypochlorate of lime and peroxide of 
barium. These facts prove, he considers, that the oxygen is 
produced by the neutralization of the opposite electric 
polarities of the oxygen in one of the compounds and that 
in the other. — Sylvester Zinno, in Les Mondes. 

■ « hi « 

La, Nature says that when the whale in the Westminster 
Aquarium, London, died, all the living eels, which had been 
put in the tank as food for the monster, at once attacked the 
body anJ attempted to devour it. 
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The Telephone In Collieries. 

A number of gentlemen connected with the principal 
collieries in West Lancashire, Eng., lately assembled at 
Prescot Colliery, belongingato the Wigan and Whiston Coal 
Company, for the purpose of witnessing experiments with 
Professor Graham Bell's Telephone, but especially with re- 
ference to its use in the working of collieries. By an adapta- 
tion of Mr. Hall, Government Inspector of the mines of the 
district, one of Mr. Biram's anemometers used in collieries 
for testing the velocity of air passing through the workings 
had attached to it, instead of the regulator, a telephone, and 
it was to test whether the state of the ventilation could be 
ascertained at the surface that the experiments were made. 
Instead of the ordinary diaphragm, a small thin iron bar 
was substituted in the telephone attached to the anemometer, 
every tenth revolution of which caused this bar to vibrate. 
An anemometer thus provided was connected with the tele- 
phone placed in the colliery offices, and then taken down 
the shaft and fixed in the main intake — an ordinary coated 
electric wire, some 600 yards long, joining the two instru- 
ments. Mr. Hall and a party of underground managers 
had charge below ground. The vibration of the anemome- 
ter was distinctly heard by the instrument in the office, and 
it was found to give 28 beats to the minute, or 280 revolu- 
tions, which, multiplied by area of airway, showed the 
quantity of air passing. The result was considered emi- 
nently satisfactory, and was communicated to Mr. Hall. 
Experiments in speaking to those in the mine were then 
made, and Mr. Hall recognized the voices of several friends. 
At times word was sent from below that they could hear 
noises going on in the room, conversation between several 
of the gentlemen taking place, and this interfered with the 
distinctness of the messages. On the conclusion of the ex- 
periments. Sir W. Thomson, using the telephone, addressed 
a few words to those present, and to Mr. Hall. He expressed 
himself as both delighted and astonished with the " result of 
the experiments. Never before had he heard Ihe voice more 
distinct, and the experiments were very satisfactory. He 
explained the difference between previous telephones and 
Professor Bell's, and said that although he had often tested 
the telephone he had never before seen it made of practical 
use as in the present case. 



itout, longitudinally through the opening in the side wall. 
The fresh air enters the space between the back plate and 
fire plate through the supply openings, D, and is deflected 
by the flange against the heated surface of the fire plate and 
thence passes upward as indicated by the arrows, Pig. 2, 
along the space between the two plates. The air thus be- 
comes introduced in a minutely divided condition into the 
combustion chamber at a temperature closely approximating 
that of the gases escaping from the furnace. It mingles 
with said gases, and is claimed to oxidize the carbonic oxide 
and to effect complete combustion, with a corresponding 
economy of fuel and prevention of smoke. The inventor in- 
forms us that the device has been well tested with uniformly 
successful results. Patented September 4, 1877. For further 
particulars, address Robert K. McMurray&Co., 285 Broad- 
way, New York city. 



COMBINATION LATHE, SCROLL SAW, ETC. 
The machine illustrated herewith is a combined foot pow- 
er drill and turning lathe, scroll saw, grinding wheel, vise, 



THE COBBUGATED IRON AIB BRIDSE AND FUEL 
ECONOMIZER. 

Mr. Robert K. McMurray, Chief Inspector of the Hart- 
ford Steam Boiler Inspection Company, is the inventor of 
the new steam boiler attachment herewith illustrated, which, 
it is claimed, provides an efficient means for economizing 
fuel, reducing the time and expense usually required for the 
renewal and repair of bridge walls and preventing smoke by 
the admission of a proper supply of heated air to the gases 
evolved by combustion. The principal feature of the device 
is that last mentioned, the inventor claiming positive ad- 
vantages through the mingling of heated air instead of 
cold airwith the gases. The bridge is also constructed so 
as $o._ offer increased resistance against blows shocks, and 
the effects of expansion and contraction, while it nray be 
easily removed-f or renewal or repairing. 

The arrangement of the 
bridge in the furnace is shown 
in Fig. 1, and the device de- 
tached with portions broken 
away to exhibit its interior 
arrangement in Fig. 2. It ^^ 
consists of a fire plate, A, a 
back or base plate, B, and a 
dispersing plate, C. The 
plate, A, is corrugated in 
order to give it increased 
strength and is provided with 
a light bottom flange which 
rests upon the bridge wall 
and thencerises vertically for 
about two thirds of its height, 
at which point it is inclined 
at an angle of 45 degrees. 
The bottom plate, B, con- 
forms in the relative posi- 
tion of three of its sides, to 
the plate, A, and terminates 
below in a horizontal foot. 
Both plates, A and B, are, 
connected by bolts passing 
through thimbles, so as to 
form a hollow case. The 
perforated diffusing plate, C, 
is inserted in groves formed 
in the other plates. . A series 
of air supply openings, D, 
are formed in the plate, B, 
near the base. Above them 
extends a deflecting flange, 
E. The device is so set that 
the lower edge of the Are 
plate, A, is slightly below 
the level of the grate bars, 
and its ends are closed by the 
side walls of the setting or 
by metal plates fitted therein, 
the latter arrangement allow- 
ing of the bridge being re- 
moved as desired by drawing 




and anvil, in the construction of which many novel features 
are embodied. The body and legs are cast iron, the treadles 
wood, the belts leather, the wrench iron, the fixed screws 
polished iron, the set screws casehardened, the finish black 
japan with ornamental paintings. The lathe will turn work 
four inches by nine long. It is suitable to hand turning, has 
a press lever for drilling, and is furnished with steel spur 
and pointed centers. The rest has all the adjustments com- 
mon to large turning lathes. The scroll saw plays vertical- 



ly through the center of an iron table, which may be tipped 
on an angle for inlaid work. The saw is held by means of 
iron clamps and thumbscrews, said clamps being attached, 
each to the end of a leather band, which bands pass over 
friction pulleys and are hung to pins on the ends of the vi- 
brating lever, which is driven by an eccentric on the lathe 
spindle. There are several pin holes in the upper band to 
adjust the strain to saws of varying lengths. An arm pro- 
jecting over the table serves as a presser foot to hold the 
work down while sawing, and adjusts itself to varying 
thickness in boards. "When the saw is disconnected to enter 
holes, said arm may be raised to admit the board, or it may 
be swung over to leave all clear above the lathe if desired. 
This machine swings fifteen inches under the arm, and the 
motion of the saw is in a straight line. 

In carrying out this principle of operating the jig saw on 
a large machine, the saw is hung in sliding guides as usual, 
but the bands for reaching any distance on the work and 
the vibrating lever are the same as here shown. 

It is claimed that no perceptible jar is felt in running a 
sixteen inch saw that will reach the center of work up to 
ten feet radius. This steadiness is caused by the vibrating 
lever being very short and well balanced, and by the cush- 
ioning effect of the inertia of the bands. The lever need 
not be over six inches radius to give the saw four inches 
stroke. 

The vise and anvil are permanent attachments to. the ma- 
chine. The emery wheel on the spindle is heavy, and serves 
as a fiy wheel to the lathe and saw. In the outer end of the 
spindle is a drill for bracket work. When desired, the man 
uf acturer furnishes tools and extra parts with the machine, 
such as face plates for chucking, a drill plate, a circular 
saw, and table, turning gouges, chisels, etc. 

Patent pending. For further particulars see Business and 
Personal column, or address W. X. Stevens, East Brook- 
field, Mass. 

<i » i » 

The Delicacy of the Telephone Circuit. 

In a recent lecture before the Society of Telegraph Engi- 
neers in England, Professor Bell called attention to the re- 
markably slight earth connection which is needed to estab- 
lish a circuit for the telephone. In describing an experiment 
showing this, he stated that while an assistant made connec- 
tion at his end of the line by standing on a grass plot, he 
himself stood upon a wooden board. On trying the tele- 
phone Professor Bell was very much -surprised to hear 
a continuous musical note uttered by his coadjutor, and 
on looking for the cause he found that a single blade of 
grass was bent over the edge of the board and that his feet 
touched it. The removal of the grass was followed by a ces- 
sation of sound from the telephone, but the sound became 
again audible whenever the Professor touched even the petal 
of a daisy with his foot. 



■•<> > » 




THE CORRUGATED IRON AIR BRIDGE AND FUEL ECONOMIZER. 



Ferronx's Bock Drill at the St, Gothard Tunnel. 

M. Ferroux's rock drill, which has been in operation since 
1873 at the works of the St. Gothard tunnel, has recently 
been much simplified in the mechanism for the feed and the 
percussion. The piston of the percussion cylinder is formed 

conically at each face for the 
purpose of reversing it at the 
end of each stroke. When it 
arrives at the end of the stroke 
it strikes a small plug, which 
slides in a cylindrical open- 
ing and presses it inwards. 
This movement is simulta- 
neously communicated by a 
lever to the small supply pis- 
ton at the upper end of the 
cylinder by which the com- 
pressed air is shut off , and the 
exhaust opened. The percus- 
sion piston is then promptly 
returned to the upper end of 
the cylinder, where it strikes 
the small supply piston, and 
opens it for a fresh supply of 
compressed air, when the per- 
cussion piston makes the next 
down stroke. This rotation 
of the percussion piston and 
rod is effected by means of an 
inclined groove cut in the 
rod, in which a pawl is en- 
gaged. The pawl is one piece 
with a ratchet wheel, which 
turns freely with the pawl as 
it is swayed by the groove in 
the descending piston rod.but 
is prevented by a ratchet from 
returning. The ball being thus 
held stationary, the piston rod 
necessarily sways to the pawl 
in its turn, and makes a por- 
tion of a revolution, shifting 
the position of the jumper for 
each stroke. The weight of 
the new Ferroux drill is 
about 440 lbs. The calcu- 
lated volume of air expended 
per stroke of the piston is 8u 
cubic inches. 
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THE DUCK-BILLED- PLATYPUS. 

The ornithorhynchus or platypus is a singular animal, 
which seems to form a connecting link between the mam- 
mals and birds, and in some respects having affinities even 
with reptiles. It is from 18 to 22 inches long, and has a 
stubby tail 5 inches long. The color is brown above and 
whitish below. The jaws are inclosed in a a horny- sheath, 
very sensitive, like the bill of a duck, and have two horny 
teeth on each side ; the snout is flat and 
broad, the lower jaw shorter and narrower, 
the eyes small and brilliant; ears not appa- 
rent externally, with an aperture that can be 
opened or shut at will; and the fur is soft and 
thick, like that of the otter. The legs are 
■short, and the feet five toed, and webbed. It 
secretes milk for the nourishment of its young, 
which are born blind and naked. It burrows 
in the banks of streams, where it passes the 
day in sleep, rolled up like a ball, coming out 
at dusk and during the night in search of 
food. It is an excellent swimmer and diver, 
and feeds upon worms, insects, and small 
aquatic animals, in the manner of a duck. It 
walks very well, and climbs trees with facili- 
ty. It can remain under water for eight 
minutes at a time ; it is cleanly in habit, and 
fond of warmth and dryness. The young 
die very soon in confinement. 



the ice. The boat cars would be. housed in for warmth, and 
telegraphic communication kept up with the ships by means 
of a wire uncoiled from a large wheel (see sketch) as the 
balloons moved onward. This wire, being marked at every 
five miles, would also serve to keep a record of tte distance 
traversed. Commander Cheyne proposes that the balloons 
should start about the end of. May, on the curve of a wind 
circle, of known diameter, ascertained approximately by me- 



Poisonlng by Earrings. 

Two young girls in Paris suffered from 
blepharitis, and one of them also from an in- 
flammation of the lower part'of the left auricle. All the usual 
remedies proved inefficacious, but both patients quickly re- 
covered after their copper earrings were discarded. 

♦ < m > » 

PEOPOSED BALLOON VOYAGE TO THE NORTH POLE. 

We find in the London Graphic the annexed engraving of 
an arrangement of balloons proposed by Mr. Henry Cox- 
well of England as a means of crossing the Palseocrystic Sea 
and so reaching the north pole. Our contemporaiy attrib- 
utes to Commander Cheyne, R.N., the origination of the idea 
of using balloons for this purpose. It is believed that the 
three balloons connected in the manner shown in our en- 
graving would carry six men. besides three tons weight of 
gear, boat cars, stores, provisions, tents, sledges, dogs, com- 
pressed gas, and ballast. The triangular framework con- 
necting the balloons would be fitted with foot ropes, so that 
the occupants could go' from one balloon to another in the 
same manner as sailors lie out upon the yards of a ship, 
and the balloons would be equipoised by means of bags of 
ballast suspended from this framework, and hauled to the 
required position by ropes. Trail ropes would be attached 
to the balloons, so as to prevent their ascent above a certain 
height (about 500 feet), at which elevation they would be 
balaaeed in the air, the spare ends of the ropes trailing over 




THE DUCX-BILLED PLATYPUS. 

teorological observations conducted on board the vessel, and 
at two observatories some thirty miles distant in opposite di 
rections. It is estimated that, with a knowledge of the di- 
ameter of the wind circle, and the known distance from the 
Pole, the balloons could be landed within at least twenty 
miles of the long wished-for goal. There the balloons 
would be securely moored ; and when the necessary observa- 
tions at the Pole had been carried out, a return wind would 
be secured for their return, the requisite full inflation hav- 
ing been made by means of the surplus gas taken out in a 
Compressed condition. The returning voyagers would ar- 
rest their course to the southward on the parallel "of latitude 
<>n which they left their ship, and the remainder of their 
journey, east or west, would be performed by means of the 
dogs and sledges conveyed in the balloons. 

: <in » 

Recent Archaeological Discoveries. 
In a volume on "Notes on the Barrows and Bone Caves 
of Derbyshire," Mr. Rooke Pennington, the author, gives 
gome interesting facts in regard to explorations made near 
Castleton. The surrounding country is dotted with tumuli, 
usually rough, round heaps of stone and turf and some of a 
peculiar oblong shape. The large mounds are about fifty 
feet in diameter and five feet high in the center. Their con- 



tents are all the -evidence in existence as to the beliefs, 
practices and social life of men who tenanted the British 
Islands in the neolithic orjpolished stone and bronze periods 
of culture. In one barrow was found a stone cist made of 
six rough slabs, four for the sides and two for top and bottom. 
Fragments of pottery with rude scratches for ornamentation 
laid scattered around the bones of an old man. Near by and 
in the very center was found in a shallow grave the skeleton 
of a young man, buried in a crouching posi- 
tion. Large pieces of limestone were piled 
around and there were many bones of the 
short-horned ox, the boar and the horse. It 
was evident the young man was one of high 
rank, both from the high mound and the 
bones of the animals, which were, Mr. Pen- 
nington thinks, the remains of a funeral 
feast. An awl made of stag horn and a jet 
ornament were the only personal articles 
found. 

In a recent number of the Athenaion is a 
short summary of the discoveries which have 
been recently made in tombs at Spata in 
Attica, Greece. To the south of the village 
a square chamber cut in the rock was found 
accidentally at a depth of about 17 feet from 
the surface. On the eastern and northern 
sides of this chamber were smaller ones. The 
door leading into the great chamber was walled 
up with small stones and earth, a small aper- 
ture being left at the top; the entrance to the 
two smaller chambers was free. In clearing 
out the passage were found many objects in 
glass or ivory and a few in silver, gold, bronze and terra- 
cotta; also a few ashes and bones. These objects were 
found scattered about in the earth, as if the tomb had been 
anciently sacked and some of its contents dropped by the 
plunderers in their way out. In the northwest corner - a 
layer of ashes and burnt bones was found intact. 

. 4 m » . 

A Patent Law for Switzerland. 

Switzerland and Holland are the only two European na- 
tions that at the present time refuse to inventors the protec- 
tion of patents. Holland, it seems, is soon to be left alone 
in that glory. A bill is now under discussion, prepared by 
Federal Councillor Droz, which if passed will give to the re- 
public of Switzerland a patent law system very much like 
that of the United States. The fees for patents are to be 
small, and the mode of securing inventions simple. We 
shall give our readers due notice of the passage of the Swiss 
patent law. 

« in » 

Charcoal foe Offensive Breath. — A correspondent 
of the Dental Cosmos says that the best treatment in regard 
to offensive breath is the use of pulverized charcoal, two or 
three tablespoonfuls per week, taken in a glass of water be- 
fore retiring for the night. 
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MACHINES THAT HEAB AND WHITE. 

The propagation of sound in air is excellently illustrated 
in the ingenious apparatus devised by Professor Tyndall and 
represented in Fig. 1. A is a stem passing through the up- 
right, B, to which a shock can be sent from a ball, C, 
through a spring to another ball, thence through another 
spring to another ball, and so on until at last the shock 
reaches the last ball, which is 
projected against the india 
rubber pad at the end, D, 
placed there to represent in a 
rude mechanical way the 
drum of the ear. When the 
stem, A, is pressed, the ball, 
C, only moves to and fro, yet 
it sends a kind of pulse,/, e, 
t,f, which travels along the 
line and ultimately causes the 
last ball to give a smart stroke 
on the pad, D. That this re- 
presents what takes place in 
air, when sound is propaga- 
ted through that medium, is 
shown by the apparatus re- 
presented in Fig. 2. A tube 
11 feet long and 4 inches 
wide has its ends closed with 
thin india rubber. Against 
the rubber at one end there 
presses a cork, a, with which 
is connected a hammer, b, 
which is ia contact with the 
bell, c. If now a pulse be 
sent from the other end of 
the tube, the india rubber will drive away the cork and will 
cause the hammer ta strike the bell. It will thus be evi- 
dent that, when vibrations are caused in the air of a tube 
closed by a membrane, that those vibrations will be trans- 
mitted to the membrane. In the ear, as we have stated, the 
auditory nerves take the vibrations from the membrane to 



to aluminous ray a vibratory motion similar to its own. 
The bodies used are tuning forks, and in Fig. 8 is represented 
the optical combination of two rectangular vibratory mo- 
tions, the figure being projected on a screen. A large num- 
ber of curves are produced, wrich are more complex when 
the ratios or the numbers of vibrations of the bodies are less 
simple; and as each curve or variation corresponds to a de- 





the brain, and the latter influences other nerves and muscles 
which cause us to write down what we hear. The problem 
to be solved in the phonograph is to find a mechanical sub- 
stitute for auditory nerves, brain, and muscles, or, in other 
words, to connect some device with the body thrown into 
vibration by the sound, which shall register the movements 




of that body. The simplest and most direct method of re 
cording vibratory movements is by Lissajou's apparatus, by 
which the vibratory motions of two sounding bodies may 
be compared without the aid of the ear. This method. 




which depends on the persistence of visual sensations on 
the retina of the eye, consists in fixing a small mirror on 
the vibrating body, so as to vibrate with it, and to impart 



finite condition of the forks (pitch, etc.) it is evident that, 
while it is a graphic representation of the vibrations which 
take place in the bodies, it also represents the sound result- 
ing from such vibrations. If the beam of light producing 

the curves were 

Tflin H projected upon a 

J' sensitized surface, 

■^^sJ\r < *^~f*^ J \r*s\s~ / \s-'\r r ^~s\^^~ then the curve 

would be photo- 
graphed, and consequently we should have a graphic re- 
presentation of the sound. 

KOnig's manometric flames furnish a very delicate mode 
of graphically showing the nature of sounds. The appa- 
ratus used consists of a metallic capsule divided into two 
compartments by a thin membrane of rubber. The tube on 
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one side of the capsule connects with a mouthpiece ; the 
space on the other side is connected with a gas burner, the 
supply pipe of which also enters said space, so that on one 
side of the membrane is air and on the other gas. When 
the sound waves enter the capsule by the mouthpiece and 
tube, the membrane yielding to the condensation and rare- 
faction of the air waves, the gas in the compartment on the 
opposite side of the membrane is alternately contracted and 



expanded, and hence are produced alternations in the length 
of the flame, which are, however, scarcely perceptible when 
the flame is observed directly. But to render them distinct 
they are received on a mirror with four faces, which is ro- 
tated on a vertical axis. As long as the flame burns steadily 
there appears in ^he mirror, when turned, a continuous band 
of light. But if the capsule is connected with a sounding 

tube for example, yielding 
the fundamental note, the 
image of the flame takes the 
form represented in Fig. 4, 
and that of Fig. 5 if the sound 
yields the octave. For differ- 
ent sounds produced before 
the capsule the flame assumes. 
widely differing appearances. 
It would not be impossible 
to photograph the representa- 
tion of the flame in the mir- 
ror, and thus permanent gra- 
phic records of sounds might 
be obtained. 

We now come to purely 
mechanical means of regis- 
tering sound, to which class 
belong the Edison and other 
phonographs. In Fig. 6 is 
represented Leon Scott's pho- 
nautograph, which consists of 
an ellipsoidal cask, A, of plas- 
ter of Paris, and about 1 \ feet 
long. The end, A , is open ; 
that at B is closed by a solid 
bottom having an orifice, in 
which is a bent brass tube, a, which carries a ring on which is 
affixed a thin membrane. Near the center of the latter is a very 
light style; and in order that this style may not be at a node, 
the membrane stretching ring carries a movable piece, i, 
which is termed a subdivide, and which,being made to touch 
the membrane first at one point and then at another, enables 
the experimenter to alter the arrangements of the nodal lines 
at will. It follows that, when a sound is produced near the 
apparatus, the air in the ellipsoid, the membrane and the 
style will vibrate in unison with it, and it only remains to 
trace on a sensitive surface the vibrations of the style and to 
fix them. For this purpose a rotating copper cylinder, c is 
covered with lampblacked paper and the style is brought in 
contact with the latter, so that, when the cylinder is rotating 
and the style vibrating, a sinuous line is produced, the nature 
of which depends upon the sound. Thus in Fig. 7 is repre- 
sented the trace of the sound produced jointly by two pipes, 
whose notes differ by an octave. This arrangement of ro- 
tating cylinder is also employed in connection with tuning 
forks, a style being arranged on one arm of the fork. On a 
note being sounded in unison with which the fork is tuned, 
the fork vibrates and consequently a sinuous line showing 
the nature and velocity of the vibrations is made upon the 
paper of the cylinder. 

In April, 1873, Mr. W. H. Barlow read before the Royal 
Society a paper on the "Logograph," an invention of his 
own for recording sound, which consists of a small speaking 
trumpet about 4 inches long, having an ordinary mouth- 
piece connected to one end of a tube of £ an inch in diame- 
ter, whose other end is broadened out so as to form an aper- 
ture of 2$ inches diame- 
ter, which aperture is 
stopped by a membrane 
of goldbeater's skin or thin 
guttapercha. Against this 
membrane a spring press- 
es lightly and has con- 
nected to it a light arm of 
aluminum, which carries 
a marker consisting of a 
very fine sable hair pen- 
cil, projecting from the 
lower end of a glass tube 
containing coloring mat- 
erial, the tube and pen- 
cil together forming a 
kind of fountain marker, 

as the coloring material gradually oozes out and keeps the 
pencil continually moist and supplied with color. Under 
this marker a continuous strip of paper is made to pass, in 
in the same manner as the strip of paper in the register of 
the Morse telegraph, and the whole is so arranged that when 
the membrane occupiesits normalpositionthemarkermakes 
i simple, straight line, as the strip of paper passes beneath 
it, but any force acting on the membrane will cause the 
marker to move, and a crooked line will be the result, the 
deviation from a straight line depending on the amount of 
force exerted on the membrane. 

To provide for the escape of the air passing through the 
trumpet a small orifice is made in the side of the tube, so 
that the pressure exerted upon the membrane and its spring 
is that due to the difference arising from the quantity of air 
forced into the trumpet and that which can escape through 
the orifice in a given time. The pressure of the spring and 
the size of the orifice have to be so proportioned to each 
other as to admit of the movement of the marker with the 
slightest pressure of the breath, and yet it must not m6ve so 
easily as to pass over the edge of the paper under the great- 
est pressure which the breath is capable of producing. By 
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this apparatus, when properly adjusted, the various sounds 
produced by speaking will act on the membrane, causing it 
to move the marker correspondingly to the force exerted by 
the differing tones of the voice, and thus a series of irregu- 
lar lines will be produced, exhibiting remarkable uniformity 
when the same phrases are repeated, as is shown by the dia- 
grams in Figs. 8 and 9, made by the instrument when the 
words under them were pronounced by the same speaker 
successively. 

One of the first peculiarities manifested in using the in- 
strument was the action produced by the silent discharge of 
air from the mouth after a word was pronounced. 
This silent discharge appeared to depend on the 
force required in the last syllable, and was most de- 
veloped in those syllables terminating with the con- 
aonents termed " explodents, - ' whether with or 
without the silent vowel E after them. This effect 
is shown in Pig. 10, in which the part marked d is 
the silent discharge, and its appearance in the dia- 
gram is under the control of the will, for by hold- 
ing the breath immediately after pronouncing the 
word, this part of the diagram can be altered as 
shown in Fig. 11. If, instead of terminating with 
an explodent, another syllable be added to the word, 
making it terminate with a consonant of softer 
sound, the air which would have been silently discharged is 
used to form the syllable added, and the subsequent- silent 
discharge is very much' diminished, as at Fig. 12. 

Some words appeared shorter when a syllable was add- 
ed, as, for instance, the word " strength "and "strengthen," 
the mark made by sounding the latter being considerably 
shorter than when the former was spoken, as may be seen 
by comparing the diagram of the two words in Fig. 13. 

To test the rapidity of the action of the instrument, the 
old nursery line " Peter Piper picked a peck of pickled pep- 
per " was repeated at the rate of six syllables per second, 
and the diagram shown in Fig. 14 was the result. 

In Fig. 15 may be seen the diagrams made when the word 
" Incomprehensibility " was spoken in different tones, show- 
ing that, although a certain amount of variation due to the 
energy occurs, yet each sound preserves the same specific 
character. 

Fig. 16 shows the diagrams made by repeating the well 
knownstanzafrom " Hohenlinden." 

From the above it would appear that sooner or later we 
may expect to see the desks of our popular preachers pro- 
vided with reporting instruments something on the same 
principle as Mr. Barlow's logograph, only much more deli- 
cate, so that each discourse may be taken verbatim, as it 
would seem that it would be comparatively easy to learn to 
translate thelogographic diagrams (or logograms, if we may 
be allowed to coin a word) into plain English writing. It 
may be more difficult, however, to report the speakers at a 
public meeting in this manner, as, so far, we know of no 
meaiw.of separating from the discourse the various noises 
that indicate the applause or dissatisfaction of the audience, 
and which would, when operating in conjunction with it, 
produce a strange jumble of marks that would puzzle not 
only a Philadelphia lawyer, but a dozen of them, to deci- 
pher. If to the various noises produced by the vocal organs 
of the audience is added the occasional peculiar *' swish " of 
a mal-odorous egg, deftly thrown by one used 
to the business, we are inclined to think that 
the deciphering of the extraordinary logo- 
gams thus made would require something 
more than human judgment, and it may there- 
fore sometimes be necessary to press into the 
service as a translator the spirit of some de- 
funct reporter or compositor, who, when in 
the flssh, made his living by rendering the 
late Horace Greeley's hieroglyphics into de 
cent Roman type. 



ash), and the whole preserved in a stone pot. The composi- 
tion of the mass is found to be extremely varied, for to the 
tartar is added a quantity of other substances like sulphate 
of soda, common salt, quicklime, magnesia, corrosive subli- 
mate, etc,, most of which, if not exactly injurious, are at 
least perfectly useless. We give here a formula somewhat 
cheaper than when tartar alone is used, which gives very good 
results : Chloride of silver from 30 grammes silver; pulver- 
ized tartar, 2£ kilos. ; table salt, 2J kilos. Some persons 
employ the salt alone without any tartar, but the silvering 
is then rather bluish. 



FigM. 



Peter Piper Picked a Peck of Pickled Pepper 



When the paste is ready, some water is heated to boiling 
in a vessel of red copper, and one or two spoonsful of the 
paste thrown in it, which dissolves more or less. In a bath 
prepared in this way, the articles to be silvered must either 
be suspended from hooks or contained in a colander ; usu- 
ally a second vessel, less deep than the first and full of holes, 
is set against it, resting upon edge of the first, so that the 
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articles in it are covered to a certain depth with the bath. 
When the silvering is ended it can be removed without wast- 
ing any of the solution. The articles are stirred around 
with a wooden spatula. 

In each operation a quantity of paste, proportional to the 
surface of the articles to be washed, is added. 



Fig. 16. 



Br Torch And Trumpet Fast Arrayed, 




Each Horseman Drew His .Battle Blade 



Washing with Silver. 

Copper articles can be covered with an [al- 
most imponderable layer of silver. Some idea 
of the thinness of this layer can be imagined 
when we think that, inclusive of material, 
labor, capital, etc., the cost of silvering 1 lb. 
of corset eyelets is only 6J cents, while 1 lb. 
of buttons, suspender buckles, pins, etc., cost 
from 2 to 3 cents, while a grain of pure silver 
is worth 5 cents. 

The method of washing these articles with 
pure silver Is thus described by Roseleur in 
the Metallarbeiter,x>, 316: Any desired amount of granulated 
silver is dissolved in twice its weight of nitric acid. The 
solution of nitrate of silver is then diluted with distilled 
water, and precipitated by a solution of table salt or hy- 
drochloric acid, when a white cheesy precipitate is pro- 
duced, which soon settles (especially if stirred). It is 
easy to ascertain whether all the nitrate of silver has been 
decomposed, which is the case when a drop of the salt 
solution or acid does not produce turbidity in the clear, su- 
pernatant liquid over the precipitate. The liquid is poured 
off and the precipitate washed by decantation repeat- 
edly with distilled water to remove all free acid. If it is 
necessary to preserve the chloride of silver some time before 
using, it must be carefully protected from the light, because 
under the influence of light it changes rapidly and acquires 
a bluish color. 

The chloride of silver is then intimately mixed with a lit- 
tle water and at least 80 per cent of tartar (bitartrate of pot- 
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This silver bath improves by use, and finally acquires a 
dark green color from the dissolved copper, which takes the 
place in solution of the precipitated silver. 

The silvering is not so perfect as the gilding in gold 
washes. They generally make use of the useless acids as in 
coppering. They are polished by means of sawdust, scarce- 
ly ever by means of a brush. 

The smallest quantity of iron, zinc or tin, in the bath, 
spoils it, for all brass and copper articles then turn red. 

The iron is first removed by means of a magnet. Little 
splinters of zinc are removed by treating the article with 
very dilute hydrochloric or sulphuric acids, which do not 
attack copper when cold. Tin or lead, which, however, are 
seldom present, must be removed by hand. 

If, for any reason, the silvering did not succeed, the- arti- 
cles are subsequently dipped for a few seconds in boiling 
solution of nitrate of silver, 100 parts; cyanide of potassium, 
600 parts: water, 1,000 parts. 



I This bath, which does not keep long, increases the lustre 
and the whiteness of the article considerably, 
i Another mixed process, which stands intermediate tetween 
| dry and wet silvering, is the " paste process," and is also 
called thumb silvering, stuffed, or pencil silvering (Daumen, 
: stopfen, and Pinsel, in German). These methods, whose re- 
sults possess no considerable permanence, but still are much 
better than the washing process, frequently serve to repair 
the small breaks in better silvering, and also to produce on 
thinly gilded articles a mixture of gold and silver, or gold 
with so-called oxidized silver. The portions which are to 
be left unsilvered are simply varnished. 

The paste for this process is made by grinding in 
a mortar, or with a muller upon a plate, excluding 
the light as far as possible, an intimate mixture of 
the following substances: Fused nitrate of silver, or, 
better, chloride of silver, 100 parts; binoxalate of 
potash, 300 parts; tartar, 300 parts; table salt, 420 
parts; sal-ammoniac, 80 parts; water, 100 to 150 
parts: or, take chloride of silver, 60 parts; tartar, 
200 parts; table salt, 300 parts. 

The mixture is ground as fine as possible in the 
mortar, then ground with a muller upon a thick 
piece of ground plate glass, until no grains are felt 
when pressing it between the fingers. This paste is 
kept in a black bottle, or a jar of opaque material, to pro- 
tect it from the light, which rapidly decomposes it. 

When about to use it, a small quantity is triturated with 
some water in a glass or porcelain dish, and the mass applied 
with brush or pencil to' an article completely covered with 
gold, either by dipping or electro-plating, where the gold is 
so thin that the paste can be decomposed through it by the 
copper. It is then allowed to dry, and warmed. The dry 
paste exhibits a pink or perfectly green color, according to 
the thickness of the gold plate and the consequent strength 
of the chemical reaction. The latter color indicates that a 
considerable quantity of the copper is dissolved, and in con- 
sequence a corresponding amount of silver has been re- 
duced. 

The salt that sticks to the article is removed by washing 
with cold water. The silvering is then pretty but dull, and 
its lustre and whiteness is increased by dipping for a few 
seconds in very 'dilute sulphuric acid, or. better, a solution 
of cyanide of potassium. 

This silvering will bear brushing and polishing, and can 
also be oxidized, hence it is easy to see that it is preferable 
to the washing or boiling with silver first described. 

In case the first deposit has not been thick enough to make 
it sufficiently durable, it can be repeated, after polishing, a 
second or third time. 

By the use of this mixture upon non- gilded copper, the 
silvering is less white and not so durable as upon the gilded 
articles. 

The different powders and liquids which are met with in 
commerce under the names of silver water, plate conserva- 
tor, California liquid, etc., and which are used in restaur- 
ants and cafes to repair their worn-off silver plate, are noth- 
ing more than some of this paste suspended in pure water or 
salt water. 

In America, silvering solutions are usually some poison 
ous mercurial compound which forms with the brass or cop- 
per a brighter and silver-like amalgam, which 
lasts just long enough for the guilty pedler 
to effect a safe retreat before Ms brightness 
disappears. 

These liquids must not be confounded with 
others sold under the pompous names of 
" aurophile " and " argentophile," which lat- 
ter are intended to freshen up old gilded and 
silvered articles by dissolving the layer of ox- 
ide formed on the surface. These fluids are 
simply solutions of cyanide of potassium, 
which was formerly recommended for this 
purpose. They are most violent poisons, and 
ought under no circumstances to be tolerated 
in the kitchen. 



American Railway Butldeis in Brazil. 

Mr. Gowen, of Philadelphia, has just re- 
ceived a cable telegram from London announc- 
ing the execution of the contract there be- 
tween the Madeira and Mamore Railroad Com- 
pany (Limited), the National Bolivian Naviga- 
tion Company, and Messrs. P. & T. Collins, 
contractors, of Philadelphia, by which the 
latter agree to complete 1he grading, masonry, and super- 
structure, and furnish the equipment of the railroad of 
the first named company. This road is projected from 
the present head of navigation on the Madeira River, a 
branch of the Amazon, in Brazil, to Bananeria Falls, on 
the Mamor£ River, on the borders of Bolivia, and is about 
180 miles long, embracing the falls and rapids, which now 
render navigation impracticable. It isdesigned as a narrow 
gauge road, with iron rails of 45 pounds per yard, and will 
be used to transport the products of the Atlantic slopes of 
the Andes to the navigable waters of the Madeira River and 
thence down the Amazon. The Philadelphia and Reading 
Coal and Iron Company will supply all the rails and other 
ironwork and materials that will be required to construct 
and equip the road. This is a first and most important open- 
ing of trade between this port and Brazil. The equipment 
will include locomotives, cars, rails, spikes, bolts, chairs, 
turn-tables, etc., and the total cost of the road is said to he 
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$5,000,000. The payment to the contractors will be about 
three quarters in cash, for which the money is now in hand, 
and the remainder in the debentures of the railway company, 
guaranteed by the Brazilian Government. The Philadelphia 
and Reading Coal and Iron Company will receive immediate 
cash payments on shipment of the materials from the port 
of Philadelphia. — Engineering News. 



New Inventions. 

A novel Horse Detacher has been patented by Mr. John 
L. Kellum, of Salem (Maxwell Station P. O.), Tenn. , the 
arrangement of which is such that the animal may be quick- 
ly let go. should he become frightened or unmanageable. 
The device also enables the traces to be conveniently fast- 
ened to or loosened from the whiffletree when attaching or 
detaching the horses. 

A new Sun Dial, patented by Mr. Axel W. Anderson, of 
Bedford, Pa., consists of a ring having circumferential slots, 
surrounded by a perforated adjustable band, and containing 
an adjustable dial or scale, formed in an epicycloid&l curve. 
A pencil of light falls upon hour marks engraved on the de- 
vice, through an aperture in the band. This invention is 
both curious and ingenious, and as the inventor states it 
may be made small enough to serve as a charm for a watch 
chain, it doubtless would be a profitable article to manu- 
facture. 

Mrs. Julia Wuerfel, of Sheboygan, Wis., has devised a 
new Dress Pattern Chart, which is quite simple, and which 
furnishes a guide for any size or style of cutting. Its use 
is quickly learned. 

A new Photographic Camera, invented by Mr. John C. 
Moss, of New York city, is adapted for drawings photo- 
graphs, etc. It consists mainly in a device for suspending 
the instrument so that it will not be affected by the jarring 
or vibration of the building in which it is placed, and also 
in novel mechanism for focusing and adjusting the camera. 

Mr. Joseph G. Densmore, of West Dresden, Me., has in- 
vented a Ferry Boat, which is impelled across rivers, etc., 
by the action of the current. The boat is adjusted at an 
angle with respect to the crossing rope, so that the current 
will strike directors at an angle which may be increased or 
diminished at will. 

A novel Thill Coupling has been devised by Mr. David R. 
Silver, of Sidney, Ohio, which is so constructed as to have 
little wear, to allow of wear being taken up, and which ad- 
mits of the thills being readily and quickly attached, or they 
may be detached by removing one bolt from each coupling. 

A Surgical Apparatus, patented by Frank Green, of Col- 
umbia, S. C, for preparing bandages, spreads the plaster of , 
Paris simultaneously with the winding of the bandage, so as 
to save time and material. It consists of a box with guide, 
tension, and winding devices, used in connection with a hop- 
per for the plaster of Paris, having slides to regulate wide 
and thickness of plaster to be spread, and to cut off the sup- 
ply when the bandage is nearly covered. The box has also 
a tankrto.apply soluble glass to a bandage. It is valuable to 
surgeons. 

A new method- of Attaching Shanks to Door Knobs, pat- 
ented by A. E. Young, of Boston, Mass., consists in pouring 
into the hollow knob a quantity of melted cement, sufficient 
to partly fill it, inserting the shank or socket, and inverting 
it to permit the cement to settle around it. 

In a Rein Holder patented by Gregory Jennings, of West 
Cairo, O., a slotted tube is provided with a hook and spiral 
spring. The rod is fitted with a screw and crosshead, which 
fits between the arms of the hook. It holds the reins firmly 
and prevents their falling to the ground. 

In a Bicycle, patented by John Smith and E. T. Thurston, 
of Rockville Center, N. Y., the driving wheel is provided at 
the axle with end pinions, which are operated by internally 
geared wheels loosely pivoted on each side and provided 
with treadles. It has the merit of simplicity. 

G. Keilicks, of Chapin, 111. , has invented a Door Securer. 
At one end of a slotted bar is a chisel-shaped point at right 
angles, which fits into the jamb of the door. A thumb 
screw is fitted to the other end, which works through brack- 
ets. It is of use to travelers. 

An improved Brush has been patented by B. R. Hill, of 
Pompton, N. J. After boring the usual holes in the wood, 
a suitable tool is introduced into them, and interior tapering 
holes are made larger than the outer hole. The brush is 
driven in with a small wedge, which expands in the large 
hole within and firmly holds the bristles. 

In a Smoke Ventilator, invented by C. K. Edwards, of 
Boston, Mass. , the strips and openings being all constructed 
by sixes, three openings will receive the wind, leaving three 
for the smoke and foul air to escape through. By an ingen- 
ious device the strips and openings are so arranged that the 
wind cannot blow into the main pipe, but must pass out 
through the openings on the opposite side, carrying the 
smoke with it and increasing the upward draft of the flue. 

A Tucker, patented by Eliza Ann Vance, of Gallipolis. 
O., consists of two movable parts, both of which are clamped 
to the cloth plate of the sewing machine. The upper part 
is movably attached to the lower by flanges, to regulate the 
distance apart of the tucks, and edges of arms are turned 
over each other. It is a useful addition to the sewing ma- 
chine. 

An Oil Well Torpedo has been patented by C. A. McCoy, 
of Edenburg, Pa. It consists of a cylindro-conical vessel 
adapted to contain nitro-glycerin, and which is provided ex- 
ternally with annular elastic cushions to prevent premature 
explosions. Percussion cap plungers are secured to a weight 



and suitably guided and arranged to strike upon anvils fixed 
inside of the vessel. It is an effective instrument. 

m 1 ■ 1 » 

JOHN WILLIAM DEAPEE. 

John William Draper was born at St. Helen's, near Liver- 
pool in 1811. From an early age his attention was devoted 
to chemistry, natural philosophy, and the higher mathema- 
tics. After prosecuting his chemical studies for some time 
at the University of London, he emigrated to the United 
States and entered the University of Pennsylvania. He took 
the degree of M.D. there in 1836, with the rare distinction 
that his thesis was selected for publication by the medical 
faculty. For a time he was Professor of the Natural Sciences 
at Hampden, Sidney College, Va., and in 1839«he was called 
to the chair of chemistry in the University in the City of 
New York. Among the first studies to which Dr. Draper 
directed his attention was the chemical action of light. In 
1843 he discoveredthat not only might the Fraunhof er fixed 
lines in the spectrum be photographed, but that there exists 
a vast number of others beyond the violet, which up to that 
time had been unknown. Of these new lines, which more 
than doubled in number those already known, he published 
engravings. He also invented the instrument for measuring 
the chemical force of light, the chlor-hydrogen photometer. 
His memoir "On the Production of Light by Heat," pub- 
lished in 1847, was an important contribution to spectrum 
analysis. It gave the means for determining the solid or 
gaseous condition of the sun, stars, and nebula. He es- 
tablished experimentally that all solid substances, and proba- 
bly liquids, become incandescent at the same temperature; 
that the thermometric point at which such substances are 
red hot is about 977° Fah; and that the spectrum of an in- 
candescent solid is continuous — it contains neither bright nor 
dark fixed lines. 

Dr. Draper was the first person who succeeded in taking 
portraits of the human face by photography, and was also 
the first to take photographs of the moon. His memoir on 
the Distribution of Heat in the Spectrum showed that the 
predominance of heat in the less refrangible regions is due 
to the action of the prism, and would not be observed in a 
normal spectrum, such as is formed by a grating ; and that 
all the rays of light have intrinsically heating power. 

He discovered more than forty years ago the facts in re- 
gard to capillary attraction, claimed by Mr. Lippman and 
which lately excited so much attention in Europe. 

Dr. Draper has published many works on scientific and 
other subjects, and has made many other important dis- 
coveries, too numerous for us to mention here. He stands 
in the front rank of living scientists. His two sons, Pro- 
fessor J. C. Draper and Professor Henry Draper have also 
written much and made many important researches, the 
latter having lately discovered the presence of oxygen in 
the sun. 

The large and elegant likeness we present on our front 
page was engraved from a recent photograph by the Photo- 
Engraving Company of 67 Park Place. It shows to what 
perfection the art of photo-engraving has been brought, and 
the fineness of the work which it performs. There is no 
hand work whatever on the block, and yet the lines are deep 
sharp, and even, and fairly rival the best work of skilled 
wood engravers. It seems eminently proper that the por- 
trait of one of the first discoverers of photography should 
thus be beautifully displayed by a further development of 

his own discovery. 

^ < > > » 

AUTOMATIC SHAFT OILEE. 
The annexed cut represents a new and simple shaft oiler, 
by means of which it is claimed that the difficulty experi- 
enced in making an air-tight joint between the glass globe and 
its brass socket, and in regulating the flow of oil, is avoided. 
A is a glass globe with grooved neck, B, the end of which 
is ground smooth to form a tig ht joint against a cork washer. 
A threaded brass ring with a pro- 
jection, C, to prevent turning, slips 
over the neck, and is retained by a 
soft brass ring to the groove above 
B. The feed is regulated by a hole 
in slotted screw, D, with air-tight 
packing, E. The slot in screw is 
parallel with the hole, and will 
show the amount of fuel like a 
cock. A new glass is easily re- 
placed by removing the soft brass 
ring from the groove, and the feed 
regulated without removing the 
cup. 

By the use of these cups, waste 
in oiling machinery is claimed to 
be avoided, as it is stated that a 
cupful of oil will keep machinery 
well lubricated for many months. 

For further particulars address F. Lunkenheimer, Cin- 
cinnati Brass Works, Cincinnati, Ohio, sole owner and 

manufacturer. 

« m > 

New Regulation about Boilers. 

Supervising and local inspectors of steam vessels are now 
notified by the Treasury Department Supervising Inspector- 
General, that some manufacturers of boiler iron are stamp- 
ing iron of their manufacture at much higher tensile strain 
than such iron will bear when tested by the Riehle testing 
machine. In consequence of this practice, injury has re- 
sulted to boiler manufacturers, who innocently purchased 
such iron, and failed to apply the test until after the com- 




pletion of the boilers, as recently occurred in two cases in 
the local districts of New York and Philadelphia. 

To prevent a practice so unjust and manifestly dangerous, 
Inspectors are directed to obtain samples from the plates of 
all boilers about to be constructed in their districts, and sub- 
ject them to an actual test before the boilers are begun, and 
to represent to boiler manufacturers the importance to them- 
selves of this precaution. Whenever the results of such 
tests fall below the tensile strength stamped on the iron, In- 
spectors must report such results to the Supervising Inspec- 
tor-General. 

Inspectors are also directed to carefully ascertain that all 
samples of boiler plates tested by them have the homogen- 
eousness and toughness required by Revised Statutes, and to 
be especially careful in that respect where the plates are 
stamped above 50,000 lbs. tensile strength. 
■»«»>» 
New Mechanical Inventions. 

An improved system of Friction Gearing has been patented 
by Mr. Daniel H. Merritt, of Marquette, Mich., which con- 
sists in making a V-shaped groove between the bases of the 
ribs or teeth, the angle beingmore acutethan that of the lat- 
ter. As the teeth travel faster at this periphery than at their 
bases, they are consequently liable- to greater wear at the 
former portion, but by this construction as they are abraded 
they maintain their original form. 

Mr. Greene Chote, of East Saginaw, Mich., has devised a 
new Pipe Elbow Seaming Machine. The parts of the elbow 
are passed through collars, so that the seam is closed directly 
over the edge of a plate. The rear collar is then drawn down, 
forming one bend of the seam and holding the inner section. 
The drawing down of the forward collar closes the seam. 

A new Breech-Loading Firearm, patented by Mr. Victor 
Bory, of New York city, is an improvement on the arm pat- 
ented by same inventor June 5, 1877. The construction is 
materially simplified, and new devices for hinging the bar- 
rel to the breech-piece, working the extractor, etc., are 
added. 

A new Rock Drill has been patented by Mr. Uriah Cum- 
mings, of Buffalo. N. Y. The novelty consists in construct- 
ing the clutch head with ratchet teeth on its upper end, in 
combination with a pawl, which is so arranged on the frame 
of the machine that the drill rod will receive intermittent 
rotary movement during its ascending strokes. 

Mr. Albert S. Todd, of Pultneyville, N. Y. , has invented 
a very ingenious Mechanical Movement, which may be driv 
en either by hand or foot, and by one or more persons, for 
actuating machines, propelling boats, and carriages. Seve- 
ral correspondents have asked us for a machine of this kind, 
and their attention is accordingly directed to Mr. Todd's 
device. 

J. R. Vellacott, of Buffalo, N. Y., has patented a Tension 
Attachment for Scroll Saws. It consists in the combination, 
with a suitable frame, of two curved levers, connected by a 
link of flexible material, and drawn upward by spiral springs 
attached to stirrups, in which are journaled rollers, that 
travel on the under surface of the curved levers and equalize 
the strain upon the saw. It is a good device. 

A Hinge patented by Benjamin Fahnestock and H. F. 
Peckham, of Watsonville, Cal. , consists in a reversible or 
rightand left butt hinge, which is constructed with a remov- 
ble solid eye, having secured to it a washer and also pintles, 
which are designed to enter double barrel eyes formed on 
one of the leaves. It is a good hinge. 

H. Niles Harrington and Mitchel Stoddard, of Stock- 
bridge, N. Y., have invented an improved Washing Machine 
It consists of a permanent suds box with side uprights or 
standards. Oscillating upon a cross rod at the top is a slight- 
ly convex rub board grooved diagonally on its lower face. 
A curved lever, suitably attached, serves to press the rubber 
upon the clothes, which are placed on a series of rollers which 
are themselves supported on springs, which yield to the vary- 
ing thickness of material. It will prove a very useful arti- 
cle in the laundry. 

George W. Higgins, of Shelbyville, Ind., has invented an 
improved Saw Frame for Sawing Machines. It is indepen- 
dent of and detachably fastened to the vehicle frame, and can 
be slid upon the latter, so as to allow the vehicle to turn con- 
veniently among the trees. It can be operated easily by one 
attendant. 

In a Water Meter invented by D. P. Weir, of Salem, Mass., 
a toggle-jointed spring lever works the valve by the recoil 
of the spring, which is compressed by the piston of the en- 
gine in the forepart of its movement, and escapes after pass- 
ing the center, and then acts on the valve. It is geared to 
the valve by a simple and effective device, thus furnishing 
a reliable meter. 

A Cut-off Valve has been patented by Thomas Whittaker, 
of Passaic, N. J. The top plate of the cylinder has steam 
ports and induction and eduction channels, and is combined 
with a balanced side valve with correspondingly tapering 
cavities, to which longitudinal and transverse motion is im- 
parted for regulating the speed of the engine, so as to secure 
uniformity of speed. The valve is guided by a transversely 
reciprocating slide frame connected to the governor. A 
steam chest is thus dispensed with and a simple slide valve 
obtained. 

An improved Circular Saw patented by C.Y. Wilson, of 
Macon, Ga., has three teeth in each set, the front one being 
a base recessed clearer in line with the saw plate, and the 
other two being cutters vertical on one edge, inclined on the 
other, and sharpened as well as rounded on the points. It 
cuts smoothly and quickly. 
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The Charge for Insertion under this head is One Dollar 
a line for each insertion. 



For Sale Cheap — A 4 inch Bef r. Telescope with ac- 
cessories. Address H. Harrison, P.O. Box 179, Jersey 
City, N.J. 

Magic Lanterna and Stereopticons of all prices. Views 
illustrating every subject for public exhibitions. Profi- 
table business for a man with a small capital. Also lan- 
terns for college and home amusement. 74 page cata- 
logue free. McAllister Mf. Optician, 49 Nassau St., N. Y. 

Lansdell's Steam Siphon pumps sandy and gritty wa- 
ter as easily as clean. Leng & Ogden, 212 Pearl St., N.Y. 

Lipsey "Reliable" Wrench; strong, convenient. Best. 
Roper Caloric Engine Manuf .Co., 91 Washington St.,N.Y. 

We intend building a Foundry. Parties having Cupo- 
las, Blowers, etc. for sale, address Victor Machine Co., 
Niverville. N. Y. 

Ice Machines. Clayton & Cook, Daretown, N. J. 

Corliss Engine Builders, with WetheriJl's improve- 
ments, Engineers, Machinists, Iron Founders, and Boiler 
Makers. Kobt. Wetherill & Co., Chester, Pa. 

The Niles Tool Works, Hamilton, O., have second- 
hand Machine Tools in first class order for sale. 

Auction Sale of 17 Screw Cutting Engine Lathes, 5 
Planers, Engine, Boilers, etc., at 301 Cherry St.. Phila., 
Pa., 11 A.M., Dec. 3d. Send for Catalogue to M.Thomas 
& Sons, Auctioneers, S. 4th St., Phila., Pa. 

Electrical Goods of every description . Annunciators, 
Bells, Magnets, Batteries, Wire, etc. Finger, Risteen & 
Co., Melrose, Mass. 

For Steam Engines with Corliss Valve, all sizes, ap- 
ply to Watts, Campbell &Co., Newark, N.J. 

Wanted to Manufacture small Articles or light Ma- 
chinery (Wood or Iron) on royalty or otherwise. Address 
Box 401, Westerly. R . I . 

Don't Infringe. See notice of Patents on Wood Driers 
of Q. W. Read & Co., on page 380. 

Bound Volumes of the Scientific American.— I have 
on hand about 100 boundvolumes of the Scientific Amer- 
ican, which I will sell at $1 each, to be sent by express. 
John Edwards, P.O.Box 773, N.Y. 

Wanted.— A New or Second-hand Brown & Sharp No. 
1 Universal Milling Machine. Address, giving full par- 
ticulars and price, Lidgerwood Manufacturing Co., P.O. 
Box 2,132, N. Y. 

Wanted.— A Partner with $4,000, to buy a half inter- 
est and take the management of a Manufacturing busi- 
ness in St. Louis, established several years. A young 
man with a knowledge of Mechanics and Engineering 
preferred. Address James V. Chalmers, Morgan Iron 
Works, N. Y. 

The Best Mill in the World, for White Lead, Dry, 
Paste, or Mixed Paint, Printing Ink, Chocolate, Paris 
White, Shoe Blacking, etc., Flour, Meal, Feed, Drugs, 
Cork, etc. Charles Ross, Jr., Williamsburgh, N. J. 

Boilers set with the Jarvis Furnace will burn screen- 
ings and little soft coal without blower. 

If you have a good thing you wish introduced into 
Canada,address W.H.Sheppard, General Manuf acturer's 
Agent, 183 Queen St., Toronto, Canada. 

A good Machinist or Pattern Maker having $2,000 
may secure \& interest in an old, valuable, and pleasant 
business. For particulars, address T. B . Jeffery, Canal 
St., Chicago, 111. 

The experiments in testing the efficiency of different 
Coverings for Steam Pipes at Trinity College Buildings, 
Hartford, Conn., which resultedinfavorofthe Chalmers 
Spence " Air-space " Covering, were conducted under 
the supervision of F. H. Kimball, the architect of the 
buildings. 

For Sale.— The Patent of a new Water Elevator. Ad- 
dress P.O.Box 470, N.Y. city. 

A German gentleman, of large experience, speaking 
the modern languages fluently, wishes ;to represent one 
or two best American firms at the Paris Exhibition. Ad- 
dress L. B. 1,000, Youngstown, O. 

For Sale, Exchange, or To Let.— Large Factory, with 
engine complete. Address P.O.Box 470, N.Y. city. 

Root Blowers, No. 1, 2, and 4; also a No. 5 Sturtevant 
Blower— all suitable for cupola or forges— and a No. 6 
Hot Blast Heater, in perfect order, at very low prices. 
Address Hill, Clarke & Co., Boston, Mass. 

Bishop Stave-Sawing Machine for light work. Novelty 
iron Works, Dubuque, Iowa, sole manufacturers. It 
makes the best stave, uses less timber, cuts with the 
grain, and makes 6,000 to 9,000 per day. We also build 
Barrel Machines for " Slack Work," Gauge Lathes, etc. 
Send us your address for circulars. 

Noise-Quieting Nozzles for Locomotives, Steamboats, 
etc. T.Shaw, 915 Ridge Ave., Philadelphia, Pa. 

For New Illustrated Catalogue of Foot Lathes, Scroll 
Saws, Small Steam Engines and Amateur's Tools, send 
stamp to Chase & Woodman, Newark, N.J. 

Shaw's Mercury Gauges, U. S. Standard of Pressure. 
915Ridge Ave., Philadelphia, Pa. 

Bolt Forging Mach. & Power Hammers a specialty. 
Send for circulars. Forsaith & Co., Manchester, N. H. 

For Town & Village use, Comb'd Hand Fire Engine & 
Hose Carriage, $350. Forsaith & Co.. Manchester. N. H. 

Best and Cheapest Wagon Tire Upsetter. only $12. 
Circularfree. H. W. Seaman & Co., Millport, N. Y. 

John T. Noye & Son, Buffalo, N. Y., are Manufactur- 
ers of Burr Mill Stones and Flour Mill Machinery of all 
kinds, and dealers in Dufour & Co.'s Bolting Cloth. 
Send for large illustrated catalogue. 

Power & Foot Presses, Ferracute Co„Bridgeton,N. J. 

Solid Emery Vulcanite Wheels— The Solid Original 
Emery Wheel— other kinds imitations and inferior. 
Caution.— Our name is stamped in full on all our best 
Standard Belting, Packing, and Hose. Buy that only. 
The best is the cheapest. New York Belting and Pack- 
ing Company, 37 and 38 Park Row, N. Y. 

Steel Castings from one lb. to five thousand lbs. In- 
valuable for strength and durability. Circulars free. 
Pittsburgh Steel Casting Co., Pittsburgh, Pa. 

For Best Presses, Dies, and Fruit Can Tools, Bliss & 
Williams, cor. of Plymouth and Jay Sts., Brooklyn, N.y. 

Hydraulic Presses and Jacks, new and second hand. 
Lathes and Machinery for Polishing and Buffing metals. 
E.Lyon &Co.,470GrandSt.,N.Y. 

Reliable information given on all subjects relating to 
Mechanics, Hydraulics, Pneumatics, Steam Engines, and 
Boilers, by A. F. Nagle, M,E M Providence. H. I. 



For the best Gate Valves of all kinds, apply to D. 
Kennedy & Co., 88 John St., N. Y. 

Boulter's Superior Muffles, Assayers and Cupellers 
Pgrtable Furnaces, Slides, Tile, Fire Brick and Fire Clay 
for sale , 1,609 North St., Philadelphia, Pa. 

" Little All Right," the smallest and most perfect Re- 
volver in the world. Ra£ia&iir new both in principle and 
operation. Send for circular. All Right Firearm's Co., 
Lawrence, Mass., U.S.A. 

For Solid Wrought Iron Beams, etc., see advertise- 
ment. Address Union Iron Mills, Pittsburgh, Pa., for 
lithograph, etc. 

Felt of every description for Manufacturers' purposes, 
especially adapted for Polishing, can be furnished in any 
thickness, size, or shape. Tingue, House & Co., Manu- 
facturers. Salesroom, 69 Duane St., N. Y. Factory at 
Glenville, Conn. 

Improved Wood-working Machinery made by Walker 
Bros., 73 and 75 Laurel St., Philadelphia, Pa. 

Best Pulleys and Couplings made; secured to shafts 
without keys, set-screws, bolts, or pins. Send for cata- 
logue. Taper Sleeve Pulley Works, Erie, Pa. 

Articles in Light Metal Work. Fine Castings in Brass 
Malleable Iron, Ac, Japanning, Tinning, Galvanizing. 
Welles' Specialty Works.Chicago, 111. 

Gun and Sewing Machine Tools. Pratt & Whitney, 
Hartford, Conn . 

The Varnishes and Japans of Hyatt & Co., established 
1872 C" The London Manuf. Co. "), made from scientific 
formula by a practical maker of materials, free of dele- 
terious substances, are, in the success met with, noted 
for color, purity, and durability, with cheapness, giving 
them meritorious pre-eminence. Try them. Send for 
circulars and price list to Company's office, 246 Grand 
street, N.Y. 

C. C. Phillips, 4,048 Girard Ave., West Phila., manu- 
factures Vertical and other Burr Mills adapted to all 
kinds of grinding; also Portable Flouring Mills. 

Wind Engines, for general use, where economy and 
regular power is required. Estimates given and print- 
ed instructions furnished. Territory granted. Apply to 
S. W.Kennedy, 516 Fairmount Ave ., Philadelphia, Pa. 

Silver Solder anil small Tubing. John Holland, Cin- 
cinnati, Manufacturer of Gold Pens and Pencil Cases. 

Diamond Saws. J. Dickinson, 64 Nassau St., N. Y. 

Patent Scroll and Band Saws. Best and cheapest in 
use. Cordesman, Egan & Co., Cincinnati, O. 

For Boult's Paneling, Moulding, and Dovetailing Ma 
chine, and other wood-working machinery, address B.C. 
Machinery Co., Battle Creek, Mich. 

Chester Steel Castings Co. make castings for heavy 
gearing, and Hydraulic Cylinders where great strength 
is required. See their advertisement, page 382. 




(1) H. S. asks: What is the cause of a per. 
son sweating after death? There was a case of that kind 
in our settlement and it was thought very strange. A. 
Probably it was caused by the condensation of vapor 
on the cold surface of the body, similar to the action in 
the case of a pitcher filled with ice water. 

(2) R. C. A. asks why the drive wheels of a 
locomotive grip the rails when the cranks are down, 
and slip when up? A. It is due to the action of the 
counterbalance. 

(3) W. W. "W. asks for a recipe for clean- 
ing kid gloves? A. Wash them in benzine. 

(4) B. T. M. says: I had a large brick 
house on my hands, although not an old one. The 
foundation having given out, I determined to take it 
down and build a smaller one, using the same bricks. 
The brick work is now done, but the old mortar shows 
very much on the brick, more especially on the head- 
ers. Is there any way of cleaning off the old mortar 
with acid, and what acid, what proportion, and how 
done? A. It would be very difficult to clean the old 
lime off so as to look well. It would be better to clean 
the house a light cream color. However, if you can 
touch the red spots with a little red paint of the color 
of the brick, you could then give the house a coat of 
linseed oil. 

(5) W. G. R. says: In painting on china 
with oil colors I find that the paint will not stick, or 
rubs off. Can yougivea recipe to prepare theobject so 
as to make the painting adhere without burning? A, 
Youmight scratch the glaze with fine emery paper and 
use thick colors; but there is no way of permanently 
applying colors to china except by burning them in. 

(6) W. R. K. says: I am desirous of be- 
coming a surveyor, can you tell me where I can learn? 
A. It is a very common plan for onewho desires to ob- 
tain practice in surveying to join a surveying party in 
some humble capacity, and work his way up. There 
are also technical schools in which surveying is taught. 
The profession, like most others, has some vacant seats 
in the front row. 

(7) I. G. R. says: I have a mill and well 
which stand 160 yards from the bed of the creek; from 
the bed of the creek to the top of the well is 30 feet. 
The well is 38 feet deep, 8 feet below the bed of the 
creek. Can I draw the water from the creek into the 
well by a siphon? A, Yes. 

(8) S. A. H. can free his pot plants from 
lice by enclosing them in a tight chamber and fumigat- 
ing them with tobacco smoke. 

(9) E. R.,in answertoR. P. N„ says that the 
Indian summer is caused by the heat which is absorbed 
by the Lakes, which is given off during the fall as the 
atmosphere grows colder. 

In answer to W. A. P., who inquires what angle the 
under side of the teeth of an upright saw should mate 
with a horizontal line, E. R. suggests to make the angle 
2°, and to hang the sawforward for cuttingsoftwood. 

(10) I. J. I. asks: What are the different 
kinds of trout and do they belong to the same species? 
What is the difference between the salmon and the sal- 
mon trout? A. All trout are but a spgc: jps of the sal 
mon family, inhabiting principally fresh water. The 



salmon trout belong to the genus fario, having one row 
of teeth on the vomer, true salmons having a smooth 
palate. It is very much larger than the true trout, of a 
different color, and is found in larger lakes and rivers. 
Its habits resemble those of the salmon. There are seve- 
ral species of salmon trout in the lakes of Maine. The 
brook trout iBth.esalmofontinalis,a.iid inhabits streams. 
To the genus salmo also belong the char of the British 
and Swiss lakes, the gray trout or togue, and the siski- 
witof our own greit lakes. 

(11) T. G. B. asks: Is there such an instru- 
ment as an oblong square? A. No. 

Does not the wheat crop of California exceed that of 
Michigan? A. Yes. 

Which are the most valuable, the copper mines of 
Michigan or the gold mines of California? A. The gold 
mines. 

(12) H. W. W. asks how to prepare electro- 
plates from engravings on lead? Have obtained an im- 
pression with plaster of Paris, but cannot copper plate 
it. A. Take your impression in beeswax and dust it 
lightly over with finely pondered plumbago. There 
should then be no difficulty in obtaining a copper de- 
posit in a suitable bath. 

(13) E. T. H. asks for a recipe for polish- 
ing show cases of German silver? A. A good polish- 
ing powder consists of rock alum, burned and finely 
powdered", 5 parts; levigated chalk, 1 part. Mix. Ap- 
ply with a dry brush. 

■ (14) H. F. B. asks: How to mix paints? 
A. Buy yourpaints ready mixed in sealed cans in colors 
to suit your taste. 

What is the best and shortest way of building a con- 
tinued stairway? A. To learn how to build a stairway 
with continuous rail, you require a treatise on stairbuild- 
ing. If, however, you send the dimensions set apart 
for your stairs to a stairbuilder in this city, he can fur- 
nish the stairs for you, and send a man to put them up. 
Consult a New York business directory if you do not 
find what you want in our advertising columns. 

(15) R. W. asks for a method of rendering 
canvas or cotton goods impervious to water, yet pliable ? 
A. Plunge the fabric in a solution containing 20 per 
cent soap, and afterward into another solution contain- 
ing the same percentage of sulphate of copper. Wash 
afterwards. 

(16V H. R. H. asks; What is the correct an- 
swer to the following example? 714— *714-5-(*34— *034x 
'25 of 6.) The above said example was given at an ex- 
amination at the Oshkosh State Normal School, and a 
dispute arose as to how it should be solved. The fol- 
lowing are the solutions of the disputants; 
First. 714— •714=713-286 
•34— -034= -306 
•25 of 6 = 1*5 
•306X1-6= '459 

713*286-^-459=1554; answer. 
Second. -25 of 6=1*5 
•034X1' 5 =0-51 
•34— *051 = '289 
•714+-*289 = 2-470584- 
714— 2*47058-f-=711'52942-f answer. 
Should the signs of multiplication and division have 
preference to those of addition and subtraction? A, 
The second solution is the correct one. For the first 
solution the example should be given thus: (714 — 0*714) 
^[(0-34-0*034)X0-25 of 6.] 

(17) H. S. asks how to make a powder or 
solution whereby he can silverplate without a battery? 
A, Mix 1 part of chloride of silver with 3 parts of 
pearlash, 1% parts common salt, and 1 part whiting. 
Rub the mixture on the metal, previously well cleaned 
by means of a piece of soft leather. When properly 
silvered the metal should be washed in hot water slight- 
ly alkaline. 

(18) C. S. F. says: The indicator on my 
steam gauge before using was down to the pin (zero). 
After a few days* use it rests at 10 with the boiler 
empty. Can I safely consider it as indicating 10 lbs. 
too much under all pressures? It is in working order. 
A. You cannot, in the absence of a test. 

(19) A. A. W. asks whether any better re- 
sults would be obtained in setting the valve3 of a loco- 
motive for fast passenger trains, by giving the backing 
eccentric more lead than the go-ahead one? A. Other 
things being equal, we think not. 

(20) A- A. asks: What is the strength of a 
band of wrought iron 2 inches in width and ^ about (or 
No. 10, 1 think) in thickness? A. It should be able to 
bear a strain of from 10,000 to 12,000 lbs., If the ends 
are properly welded; a little more than % as much if 
they are secured by rivets. 

(21) J. W. P. asks: Does not the compres 
sion of exhaust steam in the cylinder retard the motion 
of the engine,and is it a disadvantage only in taking up 
the lost motion? I find my engine runs smoother with 
compression, but I do not know about its economy of 
fuel. A. It is economical to cushion to a certain ex- 
tent. Compression beyond the economic point is fre- 
quently required, in order to make the engine work 
well. 

(22) I. T. S. asks whether a reciprocating 
engine can be so balanced at a given speed as to stand 
steady? A. A horizontal engine can be so balanced 
that there is no tendency to move in a horizontal direc- 
tion, and if it is sufficiently heavy, it will also be steady 
in a vertical direction. 

(23) S. B. asks: 1. Has an artificial rain- 
bow ever been produced? A. Yes; by projecting a 
beam of white light through water in theformof very 
fine spray. 2. Can it be produced, and how? A. See 
the Scientific American Suppi.ement No. 52, and Sci- 
ence Record for 1874 and 1875. 

1. How can I construct the simplest machine (to work 
by water power) to produce the electric light? A. Six- 
ty to one hundred carbon or Grove cells are connected 
in series— the zinc of the first and the carbon of the 
next, and so on. A wire from either end of the series 
to the lamp completes the circuit. 

(24) W. M. says: I have got Bessemer steel 
shoes ready made for my horse, but the blacksmith 
cannot weld on caulks of common steel of the Besse- 
mer shoes. A. There should be no difficulty in the 



welding if the parts are cleaned on leaving the fire 
with a steel wire brush; try Borax as a flux. 

(25) G. C. says: 1. Please inform me if I 
will get more pressure of water by having my tank bot- 
tom made like a funnel, and have a pipe from bottom 
to my feed pump, than to have it flat? A. No. 2. Also 
do I want more space for exhaust to escape from heater 
with two engines than from one, using same steam on 
both, as one? A. No. 3. Also if one engine has more 
stroke than the other, will it work all right, both on 
same shaft, crank on each en d, one 8 x 17 and one 10 X 
15? A. It can be made to do so. 4. Can 1 run two en- 
gines with as much economy, providing one would do 
thework? A. Generally, no. 5. I have two rigged up, 
one 8 x 17 and one 10 x 15; which should I run if only 
one? I use two boilers, locomotive built. A. It makes 
very little difference, if they are equally well designed 
and built. 6. Please say how fast I should run both, 
and how fast one if used alone? A. You can run them 
at a piston speed of between 400 and 500 feet per min- 
ute, if they are properly constructed. 

(26) 'V. E. M. says: A friend has a horse- 
chestnut tree in front of his house, a limb of which 
points toward the west. In the winter, when the 
weather gets down to zero, the limb turns about 7 inch- 
es toward the south: when it becomes warm again it 
resumes its formerposition. Will you please give me 
some explanation? A. The phenomenon may be due 
to unequal contraction in the trunk of the tree or 
ground. 

(27) E. F. says : I have a small seed micro- 
scope with 2 lenses, l r ' ff inch in diameter and 2^£ inch 
focus. Can I make a camera obscura with them? A. 
No. 

How thick is a bound volume of the Scientific 
American? A. \% inches including covers. 

(28) D. F. asks: How is gaseous ammonia 
made? A. Place aquantity of ammonia waterin a re- 
tort and apply heat. Thegas will immediately begin to 
come over; it is nearly all expelled from the water by 
boiling for a few minutes. Ammonia is also obtained 
by heating ammonium carbonate or chloride (sal ammo- 
niac) wittTa solution of caustic potash. 2. How can I 
make gaseous chloride? A. If you mean chlorine, heat 
an ounce of peroxide of manganese with an equal 
weight of hydrochloric acid. Chlorine is very poison- 
ous when inhaled. 3. How can I distil chloroform? A. 
Place the chloroform in a glass retort gently heated. 
The vapor must be passed through a glass worm sur- 
rounded by water, which condenses it. 

(29) E. S. asks how to tin cast iron pipe? 
A, Filebrightthepieceof iron required to be tinned, 
and mix up the following solution: In a small quantity 
of spirits of salt, put a piece of zinc the size of a quar- 
ter dollar; the spirits of salt will eat it away; wet the 
places required to be tinned with the solution, then 
while wet use a copper bit with fine solder, and it will 
immediately tin. 

(30) N. B. asks for a good freezing mixture? 
A. Pounded ice, salt, and a little sal ammoniac, or ice 
and hydrochloric acid. 

(31) A. J. wishes to polish mother of pearl? 
A. Go over it with pumicestone finely powdered, and 
make it very smooth; then apply putty powder and wa- 
ter by a rubber, which will produce a fine gloss and 
good color, 

(32) B. F. asks for a cheap invisible black 
ink? A. Dissolve 1 fluid oz. of common oil of vitriol 
in a pint of soft water. Stir well and allow to cool. 
Write with a clean pen. When dry it will be invisible; 
held tothe fire itturns an indelible black. 

Minerals, etc. — Specimens have been re- 
ceived from thefollowingcorrespondents, and 
examined, with the results stated: 

L . H.— Iti s quartz— of little value.— J. H . M.— A is a 
sandstone containing scales of mica. B is a limestone 
with small particles of marcasite. An analysis would 
be necessary to determine the exact composition of the 
samples.— C. M. H.— It is an alloy of tin and lead; the 
amounts of each can only be determined by a chemical 
analysis.— E. B.— No. 1 is hornblende. No. 2 is haus- 
manite— an ore of manganese,— J. S. H.— The rock con- 
tains much graphite, and can probably be economically 
worked.— E.J. F.— It is a ferruginous yand. It does 
not contain precious metals. — H. F. L. — It is partially 
altered fibrous talc— a hydrous silicate of magnesia. 
The mineral is extensively used in the manufacture of 
writing paper and fireproof roofing paper and paints. 
It is the chief constituent of many anti-friction pow- 
ders. See p. 309, current volume of the Scientific 
American. 



COMMUNICATIONS BECEIVED. 

The Editorof the Scientific American acknowledges 
with much pleasure, the receipt of original papers and 
contributions upon the following subjects: 

On a Method of "Ventilating Rooms, By H. E. V. 



HINTS TO CORRESPONDENTS. 

We renew our request that correspondents, in referring 
to former answers or articles, will be kind enough to 
name the date of the paper and the page, or the number 
of the question. 

Correspondents whose inquiries fail to appear snould 
repeat them. If not then published, they may conclude 
that, for good reasons, the Editor declines them. The 
address of the writer should always be given. 

Inquiries relating to patents, or to the patentability 
of inventions, assignments, etc., will not be published 
here. All such questions, when initials only are given, 
are thrown into the waste basket, as it would fill half of 
our paper to print them all; but we generally take pleas- 
ure in answering briefly by mail, if the writer's address 
is given. 

WANTS AND BUSINESS INQUIRIES. 

Almost any desired information, and that of a busi- 
ness nature especially, can be expeditiously obtained 
by advertising in the column of "Business and Per- 
sonal," which is set apart for that purpose subject to 
the charge mentioned at its head. 

We have received this week the following inquiries, 
particulars, etc., regarding which can probably be elici* 
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ted from the writers by the insertion of a small adver- 
tisement in the column specified, by parties able to sup- 
ply the wants: 

Who makes " Colard Slides " for magic lanterns ? 

Where can Stephen's writing fluid be bought at 
wholesale? 

Whomakes small steam propellers? 

What Is the address of D. S, H., who inquires about 
gas purifiers in our issue of December 1 ? 



OFFICIAL. 

INDEX OF INVENTIONS 

FOH WHICH 

Latter. 'Patent of the United States were 
Granted In tbe Week Ending 

November 6, 1877, 

AND EACH BEARING THAT DATE. 

[Those marked (r) are reissued patents.] 

A complete copy of any patent in the annexed list 
including both the specifications and drawings, will be 
furnished from this office for one dollar. In ordering, 
please state the number and date of the patent desi td, 
and remit to Munn & Co.. 37 Park Row, New York citv. 
Adze eye tools, die for forging, D. Maydole ....... 196,917 

Album. B. J. Beck 196,776 

Ammonia, producing acid, etc., of, J. D. Siebel.. 196,771 
Apple quartering and coring machine, S. Cooper. 196,743 

Axle box, self -oiling, J. Dawber 196,789 

Barrel machine, J . Naylor, Jr. . 196,927 

Bath, hot air and vapor, G. Gordon 196,890 

Beer cooler, H. Voigt 196,956 

Belting machine, C. Kohsel.. 196,911 

Boot.E. F. Bickford 196,778 

Boot Jack, J. H . Aufderheide 196,857 

Bottles, etc., stoppering, J. L. Besnard 196,867 

Bottles, etc., stoppering, T. Rule 196,936 

Brick machine, B. W. Brownhill 196,782 

Brick machine, M . Hasslacher 196,752 

Brush, B.R. Hill, Sr 196,802 

Butter worker, R. W . Barnard 196,859 

Canopener, J.P. O Lownsdale 196,915 

Can or vessel, metallic, C. P . Maxfleld 196,758 | Saws, hanging circular, F. Hamilton 



Packing case, J. 1. Berry 

Paddle wheel, H. Marcotte .. 

Pail, scrubbing, F. N. Burk 

Paperdish, Crume& Aulabaugh 

Pen, stencil, T. A . Edison 

Phosphates, treatment of, P.G.L.G.Designolle . 

Piano, action frame, Kranich & Bach 

Pianofortes, stringing, J . B. Elliot (r) 

Pipe coupling, E. S. Chapell . . .< 

Pipe elbow seaming machine, G. Choate . . . . 

Pipe, water supply, C. L. l>riesslein.... 

Planing machines, chip breaker, E. Benjamin . 

Plantsetterand seed planter, J. C. Terrill .. 

Planter and grain drill, sulky corn,T. Terry.'. 

Planter, corn, H. Jones. 

Planter, corn, S. Rydbeck 

Planter, cotton, J. W.Elliott -.. 

Planter, cotton, D. W. Reed 

Planter, cottonseed And corn, J. R. Palmero 

Planters, check row, E. M. Wilcox 

Plastic composition, mixing, A . Bietz 

Plate lifter, W . Beattie. 

Plow, R. Coreth , 

Plow, J. & M.Rich , 

Plow, M. Turlev. 

Plow, harrow; and seeder, J. Hoflacker. 

Plows, cultivators, T. W. Lerch 

Pocket book and revolver, O. Frankenau 

potato bug gatherer, H. Charles, Jr 

Potato digger, H. More. . . . . 

Pulley, countershaft, G. Soger 

Pulp engine, S. L. Gould... 

Pump, force, J. Tallent 

Quilting machine, A . Beck 

Railroad track, L. Hall (r) 

Rein holder, G. Jennings. — 

Bock drill, U . Cummings 

Roofing tile, H. Stripe 

Roundabout, H. H. Hawthorne... 

Roving frame, worsted, H.N. Craven . . . 

Sad iron, L. Passmore 

Sash fastener, W. P. Hudson 

Sash holder, R. B. Hugunin 

Saw, C. J.Wilson 

Saw frame attachment, G. W. Higgins 

Saw teeth, insertable, W. Hawkins 



Carcoupling, W. Harrison 196. 

Car heater, L. 1' White 196,961 

Car, railway box, S. W. Murray 196,926 

C :rs. steam plowing attachment, S. T. Shankland 196,836 

Carbureter, J. Stratton .'. 196,946 

Cartridge, blasting, A. C. Rand 196,767 

Chair seat and back, P. Rath 196,824 

Chandelier, extension, J. F. Brown 196,872 

Cider mill, portable, L. V.Sikes 195,837 

Cigar box.H Meyers 196,920 

Clothes wringer, D. G. Beers 196,777 

Coffee and peanut roaster, C. L. Hall 196,964 

Corkscrew and extractor, combined, N. Oak 196,761 

Corset clasp, O. K. Scofleld.... 196,940 

Coupling and steering, W. Frick (r) 7,934 

Cultivator, H. S. Hoyman. 196,903 

Cultivator, wheel, W. Mettler 196,818 

Curtain fixture, J. Reichert 196,768 

Curtain roller and bracket, R. E. Abbott 196,737 

Ditching machine, G. W. Nevill 196,922 

Door securer, G. E. Kerlicks 196,810 

Drawers, men's, H. Borkhim 196,780 

Elastic fabrics, manufacture of , M. E. Bowra.... 196,871 

Electric engineering, W. E. Sawyer 196,834 

Electroplating, Weston & Quimby 196,846 

Feathefsfor dusters, preparing, G. M. Richmond 196,828 
Feed water heater and purifier, N. A . T. Jones . . . 196,808 

Feed water regulator, Gorriti & Unanue 196,797 

Fencepost, E. L. Gillham 196,889 

Fence post. Iron, McNeill & Lambert. 1%;816 

Fire armftSreech-Ioading, V. Bovy 196,781 

Fire arm, breech-loading, G. H. Fox 196,748 

Fire kindlers, composition for, W. McArthur 196,918 

Fire places, fender for, H. Adler 196,738 

Fire pot and water heater, E. P. Doyen 196,884 

Fireman's helmet and dress, J. Bechtold 196,862 

Floor, fireproof, E. Gleason • • ..... 196,750 

F!owerpbt,~». F.Russell • 196,937 

Fluting iron, J. H. Cleveland 196,878 

Furnace grate, T. James ....;.... 196,905 

Furnaces,!,. C: Taber , 196,839 

Furnaces, fuel feeder for. R. Morgan 196,924 

Furnaces, feeding air to boiler, H. F. Hayden .... 196,897 

Gas burner, W. G. Pugh' ..... 196,931 

Gas burners, reflector for, W. E.Prall... 196,765 

Gate.farm, C. A. Mosher 196,925 

Gearing, friction, D. H. Merritt 196,817 

Glass labels, making, P. Arbogast 1%,8^5 

Governor for steam engines, etc., E. A. Sutcliffe 196^947 

Srain, scouring, M. D . Beardslee 196.860 

Grain band, W.A. Sutphin 196,949 

Grainbinder, W. A. Sutphin 196,950 

Grain binder, C. B. Withington 196,775 

Grain separator, J . L. Booth 196,779 

Gun, double barreled, Fox & Wheeler 196,749 

Harness breast strap, A. G. Ritz 196,935 

Harrow, R. Mitchell ••• 196,921 

Harvester cutter, C. N. Swart 196.952 

Hat-pressing machine, H. A. Jamieson — 196,755 

Hay elevator aud carrier, C. Kistner. 196,910 

Hinge, Fahnestock & Peckham ..... 196,791 

Horse power, J. H. Elward 196,887 

Horse condition powder, J. H. Marshall 196,916 

Horseshoe nails, finishing, S. S. Putnam 196,932 

Hose and pipe coupling. Jolliffe & Schneider 196,807 

Hose coupling, S. lngersoll 196,904 

Inhaler, J. Lewis 196,812 

Inlaid work, making, E. Jebsen 196,906 

Ironing machine, P. O'Thayne (r) 7,936, 7,937 

Knob screws, guard for door, C. M. Baker ........ 196,858 

Knobs, attaching shanks to door, A. E. Young. . . 196,852 

•Lamp, L. H. Olmsted 196,762 

Lamp burner, F.Holt.... 196,901 

Lantern, A M. Duburn , 196,885 

Latch for cardoors, J. Capron 196,741 

Leather straps, attaching, T. H. Sabin 196.939 

Lifeboat, T.W.Casey 196,874 

Lightning rod, L. Adams (r) 7,939 

Lock, bolt, E. J. Lockwood ,. 196,914 

Lubricator, F. Collignon 196,742 

Matches for dipping, preparing. P. Beer 196,864 

Meats, preserving, M & L. Ottenheimer 196,929 

Mechanical movement, W. A. Stutphin 196,951 



Saws, scroll, J. R. Vellacott 

Sawing machine, scroll, J : Glover 

Scales, weighing, C. L. Bellamy 

Scoops, making wooden. R. Richardi (r) 

Screw tap, J. Cook 

Sewing machine, wax thread, J. Keith 

Sewing machines, Rose & Somers 

Sewing machines, T. Keith 

Shaft couplings, clutch for, A . A . Osborn . 

Shaft holder, vehicle, W . H. & J. A. Froman.... 

Shaft tug lining, E. C. Bickford 

Shafts, bearing for, L. T . Jones 

Shoe, M. How , 

Shuttle motion, E. H. Graham 

Skins, scouring, C. T. &S. A. Ford 

Skylight, F. M. Campbell 

Soap, floating, A. Quentin 

Spoke socket, G. F. Graves 

Staves, chamfering, B . W. Sutherlen 

Steam engines, condenser, J. Haupt 

Steam generator, Renshaw & Tower 

Steam trap, C. F . Pike 

Stilts, adjustable, C . S. Shute 

Stirrup.H. M. Hollingsworth 

Stove, warming, R. E. C. Divver 

Sulphuric acid, purifying, R. W . Wallace 

Surgical bandages, preparing, F. Green 

Tablet, grave, I\ C. Bush way. 

Telegraph instrument, autographic, W.E.Sawyer. 

Telegraphy, autographic, W. E. Sawyer 

Time detecter, watchman's, W. W. Le Grande. . . 

Tin, oxide of , J. M. Sanders 

Tire bending and upsetting, A. W. Comstock 

Tire upsetter, J. G. Mole 

Tobacco, drying, R. Duniop 

Tombstones, etc.. pictures in, J. D. McClain 

Torpedof or oil wells, C. A. McCoy 

Toy money box, J. H. Bowen 

Toy scroll sawingmachine, S. N. Trump (r) 

Toy whirligig, C. E. Steller 

Track lifter and spike puller, J. s . Kirkwood 

Traction wheel, W . H. Trenwith 

Transom lifter, J. F. Wohensak 

Treadle, H. Shogren , 

Truss, L. Westinghouse. 

Tube machine, McC. Toung 

Tucker, E. A. Vance 

Twine holder, A. J. Morrison 

Type-setting machine, Reynolds & Thorne 

Umbrella holder, A. T . Martin, Jr 

Valve, cut-off. T. Whittaker 

Vehicle seat. F. Oppenheim.. 

Vehicle, side spring, Magner & Thomas 

Vehicle, spring, F. Oppenheim 

Vehicle wheel, C. E. Bush 

Velocipede, Smith & Thurston 

Ventilator, smoke, C. K. Edwards 

Vessels, buoying. J. C. Wheeden 

Violins, chin rest for, H. W. White 

Vise, anvil, A. H. Anderson 

Vulcanized fiber, T . Hanna 

Vulcanized fiber, waterproof, T. Hanna... 

Wagon tongue support, J. M. Hunter 

Wash bows, tubs, baths, etc., valve for, H .Ogden 

Washing machine, Harrington & Stoddard 

Watch case spring, A. N. Clark 

Water closet, N. Folsom 

Water closets, porcelain bowl for, C. Harrison. . . 

Watermeter, D. P. Weir 

Water tube boiler, C. Tyson 

Wheelbarrow, W.H. Stevens 

Whip and cane handle, w. H. Rice 

Whip socket and line holder, A. Smith 

Wire-drawing machine, J. S. Winsor 

Wire stretcher, C. F. Roth 



.96,866 
,813 
96,783 
96,880 
96,747 
96,881 
96,912 

7,933 
.96,875 
.96,785 
.96,745 
.96,739 
96,840 
96,954 
96,908 
96,938 
96,886 
96,933 
96,823 
96,849 
96,882 
.96,861 
96,744 
96,934 
.96,774 
96,899 
96,756 
96,794 
96,876 
96,760 
96,772 
.96,752 
96,953 
'6,863 

7,941 
96,806 
96,788 
96,773 
96,753 
96,787 
96,763 
.96,803 
96,804 
96,850 
.96,801 
.96,800 
.96,893 
.96,955 
.96,796 
96,865 
96,940 
96,879 
96,809 
96,769 
96,909 
96,822 
.96,888 
96,868 
96,907 
.96,754 
.96,795 
.96,793 
.96,784 
.96,766 
96,891 
.96,948 
.96,902 
96.825 
96,764 
.96,941 
.96,900 
.96,883 
.96,957 
.96,802 
96,740 
96,832 
96,833 
96,913 
96,831 
.96,877 
.96,923 
96,746 
96,919 
96,815 
96,870 
7,938 
.96,838 
96,811 
.96,843 
96,851 
96,770 
96,959 
96,853 
96,845 
96,819 
.96,826 
.96,814 
.96,847 
96,821 
.96,757 
96,820 
96,873 
96,943 
96,790 
96,960 
96,962 
.96.854 
96,895 
.96,894 
.96.805 
96,928 
.96,799 
.96,786 
66,792 
96,798 
.96,958 
.96,844 
.96,945 
.96,827 
96,942 
.96.963 
96,830 



DESIGNS PATENTED, 

! 10,290.— font op Ornamental Printing Ttpe- d.W, 
Bruce, New York oity. 
10,291.— Font of Ornamental Printing Type— Hen- 
I ryBrehmer, Stapleton, S. I., N.Y. 
10,292.— Font of Ornamental Printing Ttpe.— Ju- 

Mechanicai movement, A . S. Todd 196,842 j lius Herriet, New York city. 

Mercury as a motive power, utilizing, T. D. Miller 198,759 : 10,293 to 10,295.— Carpets, etc.— John Hamer, Mattewan, 

Metals, separating, C. Wiegand 198,848 | Dutchess Co., N.Y. 

Milk cooler, C, G. Riggs 198,829 10,296 and' 10,297.— Glassware.— Jenkin Jones, Pitts- 

Millgearing, G. W. Sohreurs 196,835 j burg, Pa. 

Millstone dress, E.D. Speer 196,944 '10.298 to 10,304.- Oil Cloth.— 0. T. Meyer et al„ Ber- 

Millstone driver. J.Planck 196,930 | "gen.N.J. 

Musical instruments, key for, J.P. Lord (r) ..... . 7.935 . 10,305.— Spice Caddies. —Edwin Norton, Chicago, 111. 



Inside Paste, each insertion - - -75 cents a line. 
Back Page* each insertion- - - - $1*00 a line. 

Engravings may head advertisements at the same rate 
per line, by-measurement, as the letter press. Adver- 
tisements must be received at publication office as early 
as Friday morning to appear in next issue. 



Bound Volumes 

OF THE 

Scientific American. 

[ have onhand about lOObound vols, of the Scientific 
American which I will sell at Sl.00.each, to be sent 
by express. JOHN EDVV^AltDS, 

P. O. Box 773, New York. 



STEAM PUMPS. 

FIRST PRIZES, CENTENNIAL, PHILA., VIENNA, 

PARIS, NEW.YORK, BALTIMORE, BOSTON. 

Send for circular of recentpatented improvements, 

THE NOR WALK IRON WORKS CO., 
Prices Reduced. South Norwalk, Conn 



NEXT TO THE BIBLE IN VALUE. 

Higlly RecQiMded Hy tie Scientific American. 

Stronarly Endorsed by the Courier-Journal. 



10,000 COPIES SOLDI! 

Allen's Useful Companion 

AND 

ARTIFICER'S ASSISTANT. 

A work of GREAT VALUE to INVENTORS, MODEL MAKERS, 
MACHINISTS, MECHANICS, ENGINEERS, ARTISANS and 
APPRENTICES. SIZE 3^6 INCHES. Contains 700 PAGES, 
300 ILLUSTRATIONS and DIAGRAMS, and embrace! the molt 
VALUABLE COLLECTION of NEW and RELIABLE RECIPES, 
PROCESSES, TRADE SECRETS, TABLES, 4c, ever published, 
THE NUMBER OF WHICH EXCEEDS 6000. Handsomely 
bound in Clotb, with GILT BACK and SIDES. This book WEIGHS 
Zk POUNDS. WE PAY 21 CENTS POSTAGE on EACH COPY 
SENT BY MAIL. (Anideaofits size can be formed from the above.) 

Agents wanted. In placee where we liave do regular canvassers it 
tanll obtained atthe Bookitott MNGLE COPIES SENT BY MAIL, 
POSTAGE PAID, OH RECEIPT OF »S25. Address the EMPIRE 
STATE PUBLISH ING CO., 33 MURRAY ST., NewYork. 

See "CONDENSED TABLE OF CONTENTS," in paper NOT. 24, 
and wh t the SciBrmpio Ambeican says o/it. 



S25 WILL PURCHASE STATE BIGHTS FOR A 
cheatpopular Toy, Address J. H. L., Room 29, Pike's 
Opera House, Cincinnat , Ohio. 



GUILD & GAERISON'8 BERT PUMPS, 

For every possible duty where a reliable and desirable Steam Pump is required. ' 

SUGAR HOUSE AND BREWERS PUMPS IN PERFECTION. 
Hundreds of testimonials from those having them in use. We manufacture the Best Fire Pump, also Boiler 
Feeders and Duplex Air Pumps. Send for " New Price" List. Address 

GUILD & GARRISON, 34 First Street, Brooklyn, N. Y. 



STEAM EXGIXES. 

We build the best Portable or Farm Engines in the 
world. More power with less water and fuel than any 
others. Low prices. We have the largest line of Engine 
Patterns in the U. S. Foreign correspondence solicited. 
TAYLOK M'F'G CO., Westminster, Md.. Successors to 
IJtica Steam Engine Co., formerly Wood & Mann, of 
Utica, N. Y. Good, responsible Agents wanted in terri- 
tory not taken. 



FOR FLY WHEELS AND PULLEYS, ALL KINDS 
and sizes, apply to 

WATTS, CAMPBELL & CO., Newark, N. J, 



THE SUN. 



1878. 



NEW YORK. 



1878. 



As the time approaches for the renewal of subscrip- 
tion, THE SUN would remind its friends and well wish- 
ers everywhere, that it is again a candidate for their 
consideration andsupport. Upon its record for the past 
ten years it relies for a continuance of the hearty sym- 
pathy and generous co-operation which have hitherto 
been extended to it from every quarter of the Union. 

The Daily Sun is a four-page sheet of 28 columns; 
price by mail, postpaid, 55 cents a month, or $6.50 
per year. 

TheSundayeditionof THESuNisaneieht-page sheet 
of 56 columns. While giving the news of the day, it also 
contains a large amount of literary and miscellaneous 
matter specially prepared forit. The Sunday Sus has 
met with great success. Postpaid $1.20 a year. 
The Weekly Sun. 

Who does not know The WeeKLT Sun? Itcirculates 
throughout the United States, the Canadas, and be- 
yond. Ninety thousand families greet its welcome 
pages weekly, and regard it in the light of guide, coun- 
sellor, and friend. Its news, editorial, agricultural, and 
literary departments make it essentiallj* a journal for 
the family and the fireside. Terms: OneJDoliarayear, 
postpaid. This price, quality considered, makes it the 
cheapest newspaper published. For clubs of ten, with 
$10 cash, we will send an extra copy free. Address 

PUBLISHER OF THE SUN, New York city. 




NILES ENGINE 

SUITABLE FOB 

COTTON GINS, CORN MILLS, 
CRAIN ELEVATORS, 

PRINTING OFFICES, 

HOTELS, 

i=£And forany purpose requiring an 
"~ engine from 2 to la horse-power. 

address NILES TOOL WORKS, 

Hamilton, Ohio. 




SELDOM 

FAIL TO 
MAKE 

. . . MONEY 

When their advertising is properly ula ced. 

For list of best mediums, address 
* * * " ------- ADVERTISING 

AGENCY, 
174 ELM STREET, CINCINNATI, O. 
tallest rata m the best pcPers.^jgQ 
Send for catalogue. Estimates and information free. 



-c ui juBb oi oeai mediums, . 

EDWIN ALDEN'S 



inFINE JET BlACKevcry varietyofturned 



y si -k ENAMELED JET GOODS, in wood ormetaLmade to order 
BMERICAN ENAMELCO.ri WARREN STPROViOENce, R. I. 



$2500 



ayear. Agents wanted everywhere. Bus- 
iness strictly legitimate,Particulars free 
Address J.WObth a Co., St, Louis, Mo. 



DIP DA V ^° A Kents selling my 10 new articles. 
Klli wf fl ¥ . Chromos, Watches, Jewelry, etc. Send 
LMU I n I for catalogue. R, Morris, Chicago, Dl. 




We have the best Imitation Gold Watch in the Market for Trading Purposes. The 
metal is a composition of other metals, so closely resembling guid that the 
bestjudges find it difficult to detect the difference, ex. 
ceptby a chemical test, and it is '.hebestsubstitute for 
goldknown. AMERICAN MOVEMENT. EXPANSION- 
BALANCE. BEAUTIFULLY ENGRAVED OR ENGINE 
TURNED HUNTING CASES, andequal in appearance 

to acOLD WATCH THAT COSTS from 

50 to $200. It sells and trades readily, for 
from $60 to $100, and i f you wish a watch for your own 
use or to make money on, try this. Owing to our large 
sales, we are enabled to reduce the price of vhem to 

$12 each with an elegant Chain attach- 
ed* They are used on Bailroads, Steamers, and in 



Manufactories, and other places where accurate timo 
is required, and gives general satisfaction. We send them ' 
by Mail or Express, on receipt of $12, to any part of the 
Country, or it, will be sent C.O.D. when the customer deoires 
and remits $3 on account. These Elegant CHAINS weigh 
about Fifty Pennyweights, and the same pattern la pure 
gold wouU costtioo. Weeell these Chains"! $3 each But 
we sell the Watch and Chain for $12, sent by Mali in a 
Registered Package, post-paid, to any Post Oflice in the 
United States. 

We Sell tlie Watch Without the Chain fop S10. 

J. BRIDE & CO., 

CLINTON PLACE, & NO. 11 EIGHTH STREET. NEW YOBK. 



Jarvis Gas-Consul! Furnace, 

For Setting Steam Boilers. Will burn screenings with 
small mixture of soft coal without blower. Address 
A. F. UPTON, General Agent,'No. 239 Congress Street, 
Boston, Mass. 



Improved Slide Yalve for Steam Engines. 

Fuel saved, power gained. May be adapted to any 
engine at small cost. Thoroughly tested for seven 
years. In one case saved 1300 monthly .in fuel. Circu- 
lars free. J. F. TALLANT, Burlington, Iowa. 



Locomotives on Street Tramways*. 

The undersigned, being largely interested as e'ngineer 
to tramway companies in Europe, would be glad to cor- 
respond with makers of engines suitable for p assenger 
tramways. JOSEPH KINCA1D, Civil Engineer , 

11 Great George St., Westminster, London. 



PHOTOGRAPHIC APPARATPS, latest inven- 

. tion. Anvboiy can operate it with perfect suc- 

' cess. Complete outfits from $5 to $af_L Cbromo 

Photography outfits $3 ; Heliograph $2.50. Send 

stamp for full information to E. SACKMANN 

& CO., Manufacturers, 278 Pearl St., N. Y. 

WANTED-METAL PATTERNMAKER ACCUSTOM- 
ED to making patterns for malleable iron castings, at 
the S r. LOUIS MALLEABLE IRON CO., St. Louis, Mo. 



TO INVENTORS 
AND MANUFACTURERS 



FOLLOWS & BATE, Manchester, England, Hardware 
and Machinery Merch nts, are prepared to buy Ameri- 
can Goods f orCash, and toact as Sole Wholesale Agents. 



GOLD 



WATCH and CHAIN only $20 

Cheapest in the World ! Sample 

WATCH and CHAIN FREE to 

Agents. C. M. LININGTON, 4T Jackson St., Chicago. 



Nail machine, cut, J. A. Bidwell 196,889 

.Napkin ring and holder . J. Heberling 196,898 

Nippers, car ticket , J . Thomas 196,841 

Overalls, L. Aronson , ...396,856 



10,806 and 10,307.— Carpets.— Thomas J.Stearns, Boston, 

Mass. 
19,808.— Singes.— E. J. Steele, New Britain, Conn. 
19,309.— HAT RACK .— L. B. Fish , Cincinnati, O. ' 



\OTICE. 

We hereby notify the public that we are the owners of 
two letters patent of the United States, dated respect- 
ively July 4, 1876, and June 12, 1877, for lumber driers. 
Said patents cover the use of plates adapted to be heated 
and having grooves in the faces between which the 
lufnber is held, or having the faces plain with a grooved 
and perforated lining interposed between the plain 
faces, for the escape of vapor from the lumber. Either 
making, selling or using said lumber driers withoutright 
from us, is an infringement -of said patents, and any 
person guilty of the same will be prosecuted to the 
fullest extent of the law. Further information can be 
ha.d on application to the undersigned 

GEORGE W. READ & CO., 

200 Lewis St., New York city. 



The Most Popular Scientific Paper in the World* 

THIRTY-SECOND YEAR. 

Only $3.20 a Year including Postage. Weekly. 
52 Numbers a Year* 

This widely circulated and splendidly illustrated 
paper is published weekly. Every number contains six- 
teen pages of useful information, and a large number of 
original engravings of new inventions and discoveries, 
representing Engineering Works, steam Machinery. 
New Inventions, Novelties in Mechanics, Manufactures, 
Chemistry, Electricity, Telegraphy, Photography, Archi- 
tecture, Agriculture, Horticulture', Natural History, etc, 

All Classes of Readers find in The Scientific 
American a popular reswme of the best scientific in- 
formation of the day ; and it is the aim of the publishers 
to present it in an attractive form, avoiding as much as 
possible abstruse terms. To every intelligent mind, 
this journal affords a constant supply of instructive 
reading. It is promotive of knowledge and progress in 
every community where it circulates. 

Terms of Subscription.— One copy of The Scien- 
tific American will be sent for ont, year-b2 numbers- 
postage prepaid, to any subscriber in the United States 
or Canada, on receipt of three dollars and twenty 
cents by the publishers; six months, $1.60 j three 
months, $1.00. 

Clubs.— One extra copy of The Scientific Ameri- 
can will be supplied gratis/or every club of five subscribers 
at $350 each , additional copies at same proportionate 
rate. Postage prepaid. 

One copy of The Sciextific American and one copy 
of The Scientific Amf-rican Supplement will be sent 
for one year, postage prepaid, to any subscriber in the 
United States or Canada, on receipt of seven ityllors by 
the publishers. 

The safest way to remit is by Postal Order, Draft, or 
Express. Money carefully placed inside of envelopes, 
securely sealed, and correctly addressed, seldom goes 
astray but is at the sender's risk. Address all letters, 
and make allorders, drafts, etc., payable to 

MUNN & CO., 
37 Park Row New York. 



© 1877 SCIENTIFIC AMERICAN, INC 



December 15, 1S77.] 
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TESTIMONIALS. 

Pbshtigo, Wis., Oct. S3, 1876. 
Messrs. Cuktis & Co.: 

Gents — You are at liberty to use our name in refer- 
ence to the Slotted Saw, as we will endorse anything 
you say about it, as they have given the fullest satisfac- 
tion. Very truly yours. THE PESHTIGO CO., 

Per W. A. Ellis.' 



CURTIS AND COMPANY, 

Manufacturers of every Description of Saws. 



TESTIMONIALS. 

LTTDiNOToy, Mich., March 6, 1876. 



ESTABLISHED 1854. 



Vioksbusq, Miss., Oct. 19, 1876, 
Messrs. Cuktxs & Co., St Louis, Mo.: 

Gents— Yours of the 14th inst. received and contents 
noted. In reply we say you are at perfect liberty to 
refer to us in any way as regards the Slotted Saw, as 
we consider it the best saw we have ever seen in every 
respect. Yours very truly, H. FRENCH & CO. 



Toledo, A exander Co., 111., Oct. 25, 1876. 
C btis & Co., St. Louis, Mo.: 

Gents— As to the Slotted Saw, you may use my name 
.n any way you wish. I have been foreman in a mill 
for sixteen yea s, and have never found any saw to 
equal it~ for running light and straight and with the 
least set. I do say that it is the best saw now in use for 
hard or soft timber. Yours truly, B. F. DUNCAN. 



Necedah, Wis., Nov. 2, 1876. 
Messrs. Curtis & Co., St. Louis, Mo.: 

Gents— After having used four of Lockwood's Patent 
Slotted Circular Saws purchased from you the whole of 
the past season, we take pleasure in recommending to 
all who are interested in getting good, saws as the best 
and most perfect working saws we have ever used. If 
you can do yourselves any further good by referring to 
us you may do so at any time. 

Yours respectfully, T. WESTON & CO. 



MnxviEW, Fla., Oct. 20, 1876. 
Messrs. Cuktis & Co., St. Louis, Mo.: 

Gentlemen— Your favor of the 14th inst. athandand 
contents noted; also your inquiry in regajd to the merits 
of your Patent Slotted Saw. I take pleasure in saying 
that I regard them as being the very best circular saw 
made, and shall at any and at all times take pleasure in 
so recommending them. 

Respectfully yours, GEO. W. ROBINSON. 



Norfolk, Va., Nov. 2, 1876- 
Messrs. Cuhtib & Co., St. Louis, Mo.: 

Gents— In reply to your letter of inquiry regarding 
the 60-inch, nine gauge, Slotted Saw of the Lockwood 
Patent, which we purchased of you during the early 
part of the present year, we are happy to state that ft 
does its work well, givingus entire satisfaction. Weare 
running it 700 revolutions and carrying ^-inch feed, in 
Virginia green pine, which during the largest part of the 
year comes to the log-yard with more or less mud nd 
grit. Yours truly, - : BATCHELDER & COLLINS. 




Messrs. C. & Co.: 

Gents. — In reply to your inquiry as to the working of 
the Lockwood Slotted Saw, weare happy to state that it 
has given us the most perfect satisfaction. We used 
the saw alternately with a solid saw, and we found from 
actual test that during every tour of the Slotted Saw 
(and it run equal time with the solid) we cut from 3 M 
to 5 M feet more lumber than we did with the solid saw. 
The lumber was smoother and better, and during the 
whole season the Slotted required no hammering and 
never dodged from a perfect line. We filed the Slotted 
to run into the log and forced the saw with the guide to 
its true position; out it made as good lumber as before, 
and no heating affected its work. We can do with a 
Slotted everything that we can do with a solid saw, and 
we can make good lumber with a Slotted Saw, when, 
nnder like conditions, a solid saw could not make a cut. 
We have given this saw a thoorugh practical test, and 
are fully satisfied that it is the most successful working 
saw ever made. We care to use no other in our mills, 
and shall take pleasure in showing its work to all who 
are interested in gelting good saws. 

Very truly yours, DELOS L. FILER, 

Pres't Pere Marquette Lumber Co. 



Mb. H. B. Hoffman: 

Dear Sib — I am very glad to tell you that the 60-inch 
Lockwood Patent Slotted Saw I ordered from you, man- 
ufactured by Curtis & Co., St. Louis, has been put to 
the severest test, and we are perfectly satisfied that the 
Slotting is a great improvement over the ordinary saw, 
and it gives ns perfect satisfaction. I have just re- 
ceived asecond saw and so far find it to fill the bill per- 
fectly. A.MARTIN. 

New Orleans, March 13, 1876. 



Mill Springs, Mo., March 27, 1876, 
Messrs. Cubtis & Co.: 

Gentlemen— Your favor a t hand. I n reply, allow m e 
to congratulate you upon the success of your Lockwood 
Patent Slotted Saw. I have been using the saw for six 
months, and I can frankly say in my entire sawmill ex- 
perience of fifteen years I have seen no improvement of 
any nature in a sawmill that combines so many good 
qualities— no waver, no heating, etc.; and I am able to 
run it with such little set that Imake no more sawdust 
than I can conveniently burn, while before I was com- 
pelled to employ an extra man to wheel a''*v the surplus 
dust. I have known my sawyer, Samuel Be. field, after 
hammer swedging the teeth, to run from 6 A. M. to 12 
noon, without pointing up. 

Yours respectfully, R. CUTLER. 



"We desire to call the attention of those interested in using good Saws, to the 
merits of Lockwood 9 8 Patent Slotted Circular Saw* We do so with confidence, in 
view of the extraordinary success it has met with during the past five years, in hundreds of 
mills in almost every State and Territory in the United States. These Saws are made of 
Jessop's best English steel, and fully warranted. 

The principle is, that the slots running from the eye outward, completely neutralize the 
expansion and contraction of the saw; thus, if a saw be heated at or near the eye, the slots 
close up as much as the metal expands, thus leaving the edge of the saw entirely unaffected. 

It has stood the test, both in the different kinds of pine and hard wood lumber with 
best possible results, demonstrating that a slotted saw can be run with at least one gauge 
less set. Will make much truer and smoother lumber, and, being unaffected by heating, retains 
its stiffness and will never require re-hammering, as the case with solid saws. 

It is evident that the saving thus affected renders it the most economical saw that 
can be used. 

Send for Price-List and Discounts. 

CURTIS & CO., 
Sole Manufacturers for the United States, 

811 and 813 NORTH SECOND ST., 

SAINT LOUIS, MO. 



Messrs. Cubtis & Co., St. Louis, Mo.: 

Gents — Yours of the 14th inst., asking our opinion 
of the Lockwood Patent Slotted Circular Saw, is re- 
ceived. We hasten t« say that we have run it the past 
seasonj sawinfi' old, dry, condemned hewn timber into 
sawn timber, Qie most severe test we think that could 
be made, and one which no other saw which we have 
nsed has withstood and have not cut a crooked line. 
We shall want another just as soon as this business 
starts. No runner for other make of saws stops to 
bother us after seeing our saw and its work. It is a 
complete success. Yours very truly, 

THOMAS F. BURGESS, Manager. 

Island Mills, Pensacola, Fla., Oct. 21, 1876. 



Cubtis & Co.: 

Gents — Yours of the 14th inst., to hand, and in reply 
will say I have been in the saw-mill business twenty- 
years and have never run a line with any other but a 
circular saw, and have run the following brands: Hoe; 
Diston; Welch& Griffith; Brancj,Crookes & Co.; Tur- 
ner & Son; Spear & Jackson; Curtis & Co. : but I 
think the Slotted Saw I got from you last spring is the 
simplest cutting saw of any I ever controlled- I run 
on a 2% iuchfeed through any common timber, with 80 
lbs. steam and a 10 x 20 Blandy Portable. 



Yours respectfully, 



W. J, JACKSON. 



of the firm of Manny & Jackson. 
Murfreesboro, Tenn., Oct. 19, 1876. 



$100 



Per Month and ExpenbbsV C A D I V 
or Commission to a few good I CHllLI 

mm to sell our TEAS to DEAtERS. C ft n+r»r>t- 

no peddling, c. a. long u ««niraci 

CO.. N«. «* 6F0IW Block. DoitonuStrMl.CUcato.UL 



Old. 43ook a Wanted at American Book Exchange, 
56 Beetahan St., N. F. for New Books or Cash. 

Books loaned to all parts of the United States. Local 
Agents wanted. Say where you saw this. 



WIRF-DR4WING MACHINERY 

complete, from rods to No. 40 wire, is manufactured by 

S. HEALD & SONS, 
Send for prices, etc. Barre, Mass. 



Brainerd MILLING MACHINES,: 



all sty lea 

., _ _ ^. and sizas. 

Universal "index," Gear Cutting", "and" PlalnT 'Screw Ma- 
chines and Vises. Address, for illustrated circ lar and 
prices, B. M. M. CO.,131Milk St.,Boeton, Mass. 



AT NEW STOCK EXCHANGE. 

John Hick ling, 6*2 Broadway and *<J1 New St. 

You can deal in 5, 1 Of), 25, 50. or 100 shares of Stock on 
1 per cent, margin and no further liability . 

1-16 commissions 1-16 
on 25, 50, or 100 shares. 
Visitor to Wall St. can deal with a responsible house 
by calling on 

JOHN HICKLING,21New8t.,NewTork. 



„ ^ IRON 

Beams & Girders 



^^HE UNION IRON MILLS, Pittsburgh, Pa., Manu- 
facturers of improved wrought iron Beams and 
Girders (patented). 

The great fall wnich has taken place in the prices of 
Iron, and especially in Beams used in the construction 
of FIRE PROOF BUILDINGS, induces us to call the spe- 
cial attention of Engineers, Architects, and Builders to 
the undoubted advantages of now erecting Fire Proof 
structures; andby referencetopages52&54 of our Book 
of Sections— which will be sent on application to those 
contemplating the ere ction of fire proof buildings— THE 
COST CAN BE ACCUKATELY CALCULATED, the 
cost of Insurance avoided,and theserious losses andin- 
t'efruption to business caused by fire; these andlikecon- 
siderations fully justify any additional first cost. It is 
believed, that were owners fully aware of the small 
difference which now exists between the use of Wood 
and Iron, that in many cases thelatter would be adopted. 
We shall be pleasedto furnish estimatesf or all the Beams 
complete, for any speciflo structure, so that tbo difference 
in cost may at once be ascertained. Address 

CARNEGIE, BROS. & CO., Pittsburgh, Pa. 



SPARE THE CROTON AND SATE THE COST. 

Driven or Tube Wells 

furnished to large consumers of Croton and Ridgewood 
Water. WM. D. ANDREWS & BRO., iU Water St., N.Y. 
who control the patent f orGreen'sAmerlcan Driven Well 



d»£/» a Week in your own town. Terms and |5 outfit 
(BOO free. H.HALLETT & CO.. Portland Maine. 



Wright's Automatic Cut-off Engine. 

Superior in economy, simplicity, and durability to all 
other engines in market. Engines. Boilers and Machin- 
ery, new and second-hand; bend for circular. 

GEO. M. CLAPP, 208 Broadway, N. Y. 



PATENT MINERAL WOOL. 

Incombustible. The best non-conduotor. Cheap eno gh 
for lining frame houses. Send for circular. 

A. D. ELBERS, 
P. O. Box 4461. 7&U Broadway, N.Y. 



Lathes, Planers, Shapers 

Brills, Bolt and Gear Cutters. Milling Machines. Special 
Machinery. M. GODED & BBERHARDT, N«wark, N. J. 



T iTITFO can make $5 a day in their own city or town 
liADIfcD Address EILIS MAN'F'G CO., Waltham, Mass. 



JENNINGS' WATEE CLOSETS ££5L 



50 



LARGE MIXED CARDS, with name, 18c. 
40 in case lSc. 25 styles Acquaintance Cards 10c. 
Ag'ts outfit 10c. DOWD & CO., Bristol, Conn. 



4ft 



SOLD riATEDWATCBES. Cheapen 

in the known world. Sampl* Watch Free to 
'Agents. Address, A. Coultss & Co., Chicago. 



A WELL-KNOWN FIRM IN THE IRON 
and Machinery Trade at Berlin (Germany), haying the 
very best references, wishes to obtain thegeneral agency 
and consignments or a large and responsible manufac- 
ture. Please address I. D., 6616, care Rudolf Mosse, 
Berlin, S. W. (Germany). 



MADE TO ORDER. 

Milling Cutters, Special Machinery, and Tools. A. A. 
P001& Co., 65 B. B. Ave,, Market St. Sta., Newark, N. J- 



Second-Hand Microscopes. 

Beck's, Crouch's, Ross', Nachet's Hartnack's, zent- 

mayer's and other makers, from 25 to 50 per cent . 

below the catalogue prices. 

Gl ass slips and thin glass covers for mounting objects, 

at reduce d price. Send for the list. 

JAMES W. QUEEN & CO., OPTICIANS, 

924 Chestnut St., Philadelphia. 



A P^MTQ WANTED. 

iiVJlJli ±kj For particulars address 

WILSON SEWINU MACHINE CO., 

Si£9 Broadway, New York city, 

New Orleans, La. Chicago, 111. 

Or Isan Francisco* Cal. 



Pond's Tools, 

Engine Lathes, Planer*, Drills, Ac. 

Send for Catalogue. DAVID W. POND, Successor to 
LUCIUS W. POND. W orcester, Mass. 



NOTICE TO INVENTORS. 

All who have natentsto dispose of address EUROPEAN AND UNITED STATES PATENT EXCHANGE, 
P. O. Box 2801. 200 Broadway, N. Y. 



WORK FOR ALL 

In their own loca ifcies. canvassing for the Fireside 
Visitor, (enlarged) Weekly and Monthly. "Largest 
Paper in the World, with Mammoth Chromos Free. 
Big Commissions to Agents. Terms and Outfit Free. 
Address P. O. VICKERV, Augusta, Maine* 
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MIXED CARDS, with name, 10c. and stamp. 
Agent's Outfit. 10c L. C. COL & CO., Bristol, Ct. 



$12 



a da y at home. Agents wanted. Outfit and 
terms free. TRUE & CO., Augusta, Maine. 



e HOADLEV 
PORTABLE STEAM ENGINE. 
WITH AUTOMATICAL CUT-OFF REGULATOR! 

AMD B ALANCED VALVE. 

THE BEST ,>? MOST ECONOMICAL ENGINE MAOE 

SC/VG FOR C/GCtfLAK. 

TheJ.C.HOADLEYCO. LAWRENCE. MASS. 



Wood-Working Machinery, 

Such as Woodworth Planing, Tongueing, and Grooving 
Machines, Daniel's Planers, Richardson's Patent Im- 
proved Tenon Machines, Mortising, Moulding, and 
Re-Saw Machines, and Wood-Working Machinery gene- 
rally. Manufactured hy 

W1THERBY. RTJGG & RICHARDSON 

26 Salisbury Street, Worcester, Mass. 
(Shop formerly occupied by R. BALL & CO.) 



A*H _1J_„ opportunity. Every Agent 
VrOlUGII in the country should sub- 
scribe at once for the Agents' Journal. A handsomely 
bound 24 page Journal devoted to their interest. A 
knowledge of what it contains will render it indispens- 
able to you ; it is brim full of Spicy and Interesting 
reading, and is Just What Agents Need. Sample Copy 
w th termssent free. Address Agents' Journal, N. Y. 



A Superior Quality of 
SCREW BOLTS, 

Lag Screws, Tap Bolts, 

Set Screws, Bolt Ends, Turn Buckles, etc. 

Manufactured by 

SAMUEL HALL'S SON, 

Established 1839. 229 W. 10th Street, N. Y. 



Baker Rotary Pressure Blower. 




(FOBCID BLAST ) 

Warranted superior to- any 
other. 

WILBEAHAM BEOS, 

3318 Frankfort Ave. 

Philadelphia. 



, Iianndry Machinery and the Nonpareil Wash- 
'"S.,Machine, manufactured by Oakley & Keating, 40 
Cortlandt St., N.Y. Specifications, Plans and Estimates 
for Laundries furnished. Correspondence Invited. 



The Nationsil Petroleum (Jns Co. 

Havethe only processthat will produce pure fixed Gas 
from petroleum. Uniform and reliable as the best Coal 
Gas. and much more brilliant, at half coat. Will furnish 
works for Cities, Town a Man ufacturtng Corporations; 
also, Portable WorksforHotels and Private Dwellings, 
of any size required. Send for circular. GEO. M. 
CLAPP.GeneralAgentfor States of New York and New 
Jersey, 206 Broadway, New York. 



$*) tO $20 °-- r da £--- b° m e. Samples worth *5 



free. Stinson & Co.. Portland, Me. 



SALES WANTED^^AJIARLY^SJ^ABY 

Urn IM fl C ,0 DEALERS. S.mple, FREE.-^^""? 

MEN *140§:™xiK p co'..crx;:ro.0GARS 



PATENTS AT 

AUCTION. 



. Regular Monthly Sales the first week of each month, 
by George W. Keeler, Auctioneer, at his salesrooms, 
63 Liberty Street, N.Y. For terms, etc., address The 
New Vork Patent Exchange, Boom 11, 55 Liberty Street. 



THE DRIVEN WELL. 

Town and County privileges for making Driven 
Wells and selling Licenses under the established 
American Driven Well Patent, leased by the year 
to responsible parties, by 

WM. D. ANDREWS & BRO., 

NEW YORK. 



The George Place Machinery Agency 

Machinery of Every Description. 

121 Chambers and 108 Reade 8treets, New York. 



MACHINISTS' PATTERN LETTERS In great variety 
VANDERBURGH, wells & CO., Printers' Warehouse, 
W Dutch Street, New York, corner Pulton. (Up-stairs . ) 



$1200 



Salary. Salesmen wasted to Bel! oar 
St-aplt; Goods to dealers. No peddling. 
Expanses paid. Fermanentem ploy- 
mmi. address S. A. GRANT & CO, 
-3.4, *» * ti Home St., Ctucumttf, O. 



EAGLE FOOT LATHES, 




Improvement in style. Reduction in 

§ rices April 20th. Small Engine Lathes, 
lide Rests, Tools, etc. Also Scroll and 
Circular Saw Attachments, Hand Plan- 
ers, etc. Send for Catalogue of outfits 
for Amateurs or Artisans. 

WM. L. CHASE & CO., 
95 & 97 Liberty St- New York. 



IMPORTANT FOR ALL CORPORATIONS AND 
I MANF'9 CONCERNS.-Buerk'B Watch- 
ma n<s lime Detector, capable of accurately con- 
tfnlltiig the motion of a watchman or patrolman at the 
different stations of his beat. Send for circular. 
J.E. BU !5KK,P.O. Box979, Boston. ITIa«n 
N. B .—The suit against Imhaeuser & Co., of New York, 
was decided in my favor, June 10, 1874. A fine was 
assessed against them Nov. 11,1876, for selling contrary 
to the order of the court. Persons buying or using 
clocks infring ng on my patent will be dealt with ac- 
cording to law. 



LIGHT PACTIMPC t0 order Promptly. 

GRAY IRON LAO I INbO S 1 a Tv n anl r e°d n . Zed '° r 

"We make a mecialty of light work. 
LIVINGSTON & CO., Iron Founders, Pittsburgh, Pa. 



H. R. WOHTHINGTON, 
239 BROADWAY, NEW YORK. 

Hydraulic Works, Van Brunt Street, Brooklyn, 
Manufactures Pumping Engines for Water Works In 
daily use at 100 stations. Also Steam Pumps, Water 
Motors and Water Meters. See Scientific American 
Supplement, January 27th, 1877. Prices largely reduced 
July 1st, 1877. 



JOHAN KOOPMANS & CO. , OF AMSTER- 
DAM (Netherlands), begto inform the public in general, 
and American manufacturers in particular, that they 
have established a wholesale business for American 
articles, both for their own account and as the repre- 
sentatives of several manufacturing concerns in the 
United States. Manufacturers desirous of making their 

Eroducts known in Holland and its colonies, will find it 
o their advantage to address th em with catalogues and 
price current, giving them full information about their 
goods. Reference, J. Agostini. 20 Beaver St., N. Y. 



I MM! No Planing i 

50 PER CENT. OF WOOD SAVED. 

The lumber, as manufactured bypur recently paten ted 
Cutting Machines and Seasoning Presses, is fully equal, 
if not superior, to that sawed and planed We have 
in stock, or will cut to order, as desired, Walnut, Ma- 
hogany, Spanish Cedar, Whitewood, etc., of any thick- 
ness, from 1-16 to H inch, at prices that cannot be ap- 
proached outside of our establishment. It needs but 
one trial of our lumber to remove all prejudice against 
Cut wood, as the boards, as manufactured by us, have all 
the merits we claim for them, being fully equal to sawed 
wood. GEO. W. READ & CO., l8eto200I*evrtsSt.vN.y. 
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Inside Page, each insertion - - - 75 ceuta v a line. 
Back Page, each insertion -- -Si. 00 a line. 

Engravings may head advertisements at the sa-me rate 
per line, by measurement, us the letter press. Adver- 
tisements must be received at publication office as early 
as Friday morning to appear in next issue, 

THE ACME FOOT LATHE. BACK 

Geared, Screw Cutting. Cuts from four to sixty-four 
threads. Price Eighty Dollars. Send for circular. 

POST & CO., Cincinnati, Ohio. 



DUC'S PATENTS 



DUC'S IMPROVED ELEVATOR BUCKET. 

jFor use in Flour Mills, Grain 
/ Elevators, Sugar Refineries, 
' Malt Houses, Breweries, White 
Lead Works, &c, &c. These 
buckets are made of Charcoal 
Iron, and are very strong and 
durable. No corners to catch, 
require less power to operate, 
and cost about the same as the old style bucket. Many 
thousands already sold. T. F. Rowland, Sole Manuf'r, 
Send for circular. Brooklyn, N. T. 



AGENTS WANTED. Package of Goods free to 
every applicant. Star Novelty Co., Charlotte, Mich. 



25 Fun Cards, 10c 20 Comic Devil Cards, 13c. 20 
transparent, 13c. Outfit 10c. Seavy Bros., Northf ord, Ct. 



I AGENT'S profits per week. Will 
J prove it or forfeit $500. New articles, 
t*fV# 1 Wiust" patented. Samples sent free to 
aH. Address, W. H. CHICHESTER, 218 Fulton St., N. Y. 




EUREKA SAFETY POWER! 

Practically impossible to ex- 
plode. Tested to 800 lbs. pressure 
per square inch. 2-Horse Power, 
S15Q, 3 to iH P.,S230. Also, 
StationaryEngines and boilers, and 
Spark Arresting: Portable En- 
gines for plantation use. Sendfor 
our circular. Discount to the trade. 

B. W. PAYNE & SONS, 

Corning, N. Y. . 

"The Speaking Wonder." 

THE TELEPHONE. 

An account of the Phenomena of Electri ity . Magnetism, 
and Sound, as involved hi its Action; with Directions 
for Making a Speaking Telephone. By Prof. A. E. 
Dolbear, its inventor. Small 4to. . Cloth. Illus- 
trated. 75 cents. 

This is a subject of much interest at present, and Prof. 
Dolbear's exposition of it will be welcomed. The author 
elucidates the phenomena of electricity, magnatism and 
sound, as involved in the action of the telephone; de- 
scribes the workings of the speaking telephone, and 
gives directions for making one. The author is specially 
qualified to write on the subject, as he is tbeinventor of 
the telephone which he describes. His descriptions are 

Slain, and are nelped out by a dozen or more engrav- 
igs — [Boston Journal. 

IiEE & SHEPARD, Boston, Mass. 




MJlMA/S/lF£&SCM£CO. 

265 BROADWAY. Af.Y.~ 



Harrison's System of Grinding ! 

Illustrated Catalogue Now Ready. 
NEW STA.yDAB.Ti FLOURING MILLS. 

Old Theories, Horizontal Grinders, Slow Runners, 
Fully Exploded. Fine Flour, High Speed, and Econo- 
mical Milting Fully Established. 

A NEW Copy For AH. 
Millers and Editors please address 

EDWARD HARRISON, 
No. 13d Howard Ave. New Haven, Conn. 



>K Fashionable Cards, no two alike with name, 10c. 
•iO postpaid. Geo. I. Eeed & Co., Nassau, pi. Y. 



Calculating Machines. G. B. Grant, Beverly St., Boston. 



THE TANITE CO., 

STROUDSBURG, PA. 

EMERY WHEELS AND GRINDERS. 

GEO. PLACE, 121 Chambers St.. New York Agent. 

Steel Castings, 

From H to 10,000 lbs. weight, true to pattern. An invalu- 
able substitute for forgings, or for malleable iron cast- 
ings requiring great strength* Send for circular and 
price list to CHESTER STEEL CASTING COMPA Y, 
EVELINA ST11EET, PHILADELPHIA, PA. 

FIREPROOF DWELLINGS OF CHiSAP 

Construction. A valuable and important paper, contain- 
I ing Plans and Descriptions of Model Fireproof Dwellings 

01 cheap construction lately erected in Chicago. By 
!. A . J. Smith, rchitect. With 9 Illustrations. Plan No. 1 
! exhibits the construction of comfortable one-story, 16 ft. 
1 front dwellings, of brick and concrete, finished complete 
, at a cost of $1,200. Plan No . 2 exhibits the construction 
j of a comfortable 23 ft. front, two-story dwelling, of brick 

EaiA IMCCDC U# A AM T" M? W\ and concrete, finished comple e, with, cellar, for $1,700. 
y§ Vl lllkbKu W AH I k U Several of these dwellings on both plans, have been 

built at the prices stated. This valuable paper also con- 
tains the Report of the City Authorities of Chicago, 
I certifying to the fireproof nature of these buildings, with 
I other useful particulars- Contained in Scientieio 
I American Supplement No. 91. Price 10 cts. To be 
had at this office and of all newsdealers. 



• HARTFORD 

STEAM BOILER 

Insoection & Insurance 

COMPANY. 

W. B, FRAMLIH, ?. Pres't. I. M. ALLEN, Pres't. 
J. B. PIERCE, Sec'y. 



Pyrometers, 



For showing heat of 

■ - v — * Ovens, Hot Blast Hpes, 

Boiler Flues, Super-Heated Steam, Oil Stills, Ac. 
HENRY W. BULKJiEY, Sole Manufacturer, 

149 Broadway, N. Y. 



In all tow s in Eastern, extreme Western and Southern 
States as agents to sell the best two piaton rod packings 
made. Liberal terms given good men. 

FOREST CITY PACKING CO., Cleveland, Ohio 



ROCK DRILLING MACHINES 
AIR COMPRESSORS. 

MANUFACTURED BY BuRIE , C hRoCkDrIU C . 
SfND FOR PAMPHLET. FITCHBURG WA.SS. 



BOILER COVERINGS 

SAVE 10 TO 90 PER CENT. 
THE CHALMERS SPENCE CO., Foot East 9th St., New York. 



gtjahdiola'S 

COFFEE & SUGAR MACHINERY 

Coffee, Malt. Corn, Cocoa, and Grain* 
Drying Machine. Coffee-Hulling and 
Polishing Machine*. Coffee-Washing 
machine. Helix Sugar Evaporator. 

Messrs. C. ADOLPHE LOW & CO., 42 Cedar 
Street, Messrs. MUNOZ & ESPRIELLA, 52Pine 

Street, New York, are Mr. Guardiola's Agents, and they 
will give prompt attention to all orders for any of the 
above machines. 



•: Established law. 

JOSEPH C. TODD, 

(Formerly of Todd & Rafferty ), Engineer and Machin- 
ist. Flax, Hemp, Jute, Rope, Oakum, and Bagging 
Machinery, Steam Engines, Boilers, etc. Also Agent for 
the celebrated and improved Rawson & Rittinger Hoist- 
ing Engine, I will furnish specifications and estimates for 
all kinds of machinery. Send for descriptive circular 
and price Address 

J. C. TODD, 

10 Barclay St.. New Tork, or Paterson, N. J. 
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CAVEATS, COPYRIGHTS, TRADE 
MARKS, ETC. 

Messrs. Munn & Co., in connection with the publica- 
tion of the Scientific American, continue to examine 
Improvements, and to act as Solicitors of Patents for 
Inventors, 

In this line of business they have aad over thirty 
Years' ExfSBiENCE, and now have unequtled facilities 
for the preparation of Patent Drawings, Specifications,, 
and the Prosecution of Applications for Patents in the 
United States, Canada, and Foreign Countries. Messrs. 
Munn & Co. also attend to the preparation of Caveats, 
Trade Mark Regulations, Copyrights for Books, Labels 
Reissues, Assignments, and Reports on Infringements 
of Patents. All business intrusted to them is done 
with special care and promptness, on very moderate 
terms. 

We send free of charge, on application, a pamphlet 
containing further information abont Patents and how 
to procure them; directions concerning Trade Marks, 
Copyrights, Designs, Patents, Appeals, Reissues, In- 
fringements, Assignments, Rejected Cases, Hints on 
the Sale of Patents, etc. 

Foreign Patents* — We also send, free of charge, a 
Synopsis of Foreign Patent Laws, showing the cost .and 
method of securing patents in all the principal coun- 
tries of the world. American inventors should bear in 
mind that, as a general rule, any invention that is valu- 
able to the patentee in this country is worth equally as 
much in England and some other foreign countries. 
Five patents— embracing Canadian, English, German, 
French, and Belgian— will secure to an inventor the ex- 
clusive monopoly to his discovery among about one 
hundred and fifty millions of the most intelligent 
people in the world. The facilities of business and 
steam communication are such that patents can be ob- 
tained abroad by our citizens almost as easily as at 
home. The expense to apply for an English patent is 
$75; German, $100; French, $100; Belgian, $100; Cana- 
dian, $50. 

Copies of Patents*— Persons desiring any patent 
issued from 1836 to November 26. 1867, can be supplied 
with official copies at reasonable cost, the price de- 
pending upon the extent of drawings and length of 
specifications. 

Any patent issued since November 27, 1867, at which 
time the Patent Office commenced printing the draw- 
ings and specifications, may be" had by remitting to 
this office $1. 

A copy of the claims of any patent issued since 1836 
will be furnished for $1. 

When ordering copies, please to remit for the same 
as above, and state name of patentee, title of inven- 
tion, and date of patent. 

A pamphlet, containing full directions for obtaining 
United States patents, sent free. A handsomely bound 
Reference Book, gilt edges, contains 140 pages and 
many engravings and tables important to every pat-, 
entee and mechanic, and is a useful hand book of refer- 
ence for everybody. Price 25 cents, mailed free. 
Address 

HTOTO ft CO., 

Publishers SCIENTIFIC AMERICAN. 

37 Park Row, N. Y. 

BHANCB OFFICE— Corner of F and 1th Streets, 
Washington, D. C. 



Address JOHN A. ROEBUNG'S SONS, Manufactur- 
ers, Trenton, N. J., or 117 Liberty Street, New York. 

wheels and Rope for conveying power long distances. 
Send for circular. ... 



MillStones and Corn Mills. 

We make Burr Millstones, Portable Mills, Smut Ma- 
chines, Paokers, Mill Picks, water Wheels, Pulleys and 
Gearing, specially adapted to Flour Mills. Send for 
catalogue. 

J. T. NOYE & SON, Buffalo, N.-Y. 

KREIDER, CAMPBELL & CO , 1030 GEC 

mantpwn Ave., Phila Millwrights, Steam Engine 
Builders, and Mill Stone Manufacturers. 

Contractors for the Building of 
Paper, Flour,. Malt, and Saw, 
Mills. Breweries, Paint. Drug, 
and Chemical works. Portable 
Mills. Hoisting Machines, and 
Patent Mill for GrindingBones, 
Fertilizers, etc.. Patent Paint 
Mills, Smut Machines, Mill 
J Bushes Proof Staffs, Straight 
Edges, Bolting Cloth, Convey- 
ors, Mill Furnishers. All orders 
for Jobbing promptly attended 
to. Trimmer's Patent Smutter, 
Grain and Scouring Machines. 



35 per cent. Discount on Price List of 

Superior Wood-Working Machinery 




allowed for the present. Also 

for Smith's Chilled-Bean 

Vises; effective, heavy, strong, 

durable, and economical. For 

full particulars, address 

H. B. SMITH, 

Smithville, Burlington Co., 

N. J., U. S. A. 



Working Models 

And Experimental Machinery, Metal or Wood, made to 
order by J. F. WERNER, 62 Centre St., N. T. 



TORPEDO VESSELS. By Mr. DONALD 
SON. A valuable paper, lately read before the United 
Service Institute. Being a full exposition of the Tor- 
pedo-boat system, from tne.earliest efforts to the present 
time. Giving dimensions and performances of the 

I several sizes built by Thornycr'of t Bros, tor the various 

: governments, highly interesting trials of these boats, 
and experiences in, war, and a description of the torpe- 

I does used. 1 illustration. Contained in Scientific 
ameican-Supplement No. 79. Price 10 cents. To 

I be had at this office and of all newsdealers. 




KNOW 
THYSELF 



A new Medical Treatise, " The' 
ScIence of Life, oh ' Self-Pres- 
ervation," a book for" everybody. 
Price $1, sent by mail. Fifty 
original prescriptions, eithe one 
of which is worth ten times the 

price of the book. Gold Medal awarded the author. The 

Boston Herald says: "The Science of Life is, beyond 

all comparison, the most extra 

ordinary work on Physiology 

ever published." An Illustrated 

Pamphlet sent free. Address 

DR. W. H. PARKER, No. 4 

Bulflnch Street, Boston, Mass. 



h.w.johns 1 patent. 

>, Materials": *•* 



HEAL 
THYSELF 



ROOTS' FORCE BLAST BLOWER. 

FIRST PREMIUM 
AWARDED 

A.T 

PARIS AND VIENNA, 

SPEED ONLY 100 TO 250 REV. PER M. SAVES 

HALF THE POWER REQUIRED FOR FAN. 

PH. & F. M. ROOTS, Manuf rs, CONNERSVILLE, IND. 

S. S. T0WNSEND. Gen'l Ag't, 6 Cortlandt St, NEW YORK. 

DON'T SUBSCRIBE 

magazine, no matter wher or by whom published, til 
you write to M. 'J'. HICHARDSOSr, Pld/Msner and Sub- 
scription Aqent. 397 Broadway, New Tork. Particulars 
Free. Mention Ihte paper. 




"Indispensable to (he Library, Clergyman, 
Lawyer, Physician, • Editor, Teacher, Student, 
and aU of any calling in life who desire knowl- 

fflCYCLOPlDIABRITAMICA, 

Ninth Eilltion.-American Eeprint, 

This great work is beyond comparison superior in its 
elaborate and exhaustive character to all similar works. 

The contributors are the moat distinguished and orig- 
inal thinkers and writers of the p esent and of the 
past. 

This issue is the Ninth revision in a space of over one 
hundred years since its inception, and this reprint, a 
copy in every particular of the British Edition now in 
course of publication, is the best and cheapest work 
ever offered to the American people. 

The articles are written in a most attrac ive style, 
and the quantity of matterin each volume is one- 
third greater per volume thflai in any other Cvclop»dia 
sold at the same rates. 

The work contains thousand s of Engravings on Steel 
and Wood, and is printed from entirely new type made 
expressly for it. 

It will be comprised in twenty-one Imperial octavo 
volumes, six of which are now ready, and the succeed- 
ing volumes will be issued at the rate of three a year. 

Price per vol.. extra cloth binding $5.00. 

In half Turkey Morocco, extra #7.00. 

Sold only by subscription. 

A' neat Tamphlet, giving specimens of pages, cuts, 
fnll-page illustrations, list of contributors, etc., will be 
mailed gratis to applicants. 

J. M. STODOART At CO., Publishers, 

723 Chestnut Street, Philadelphia. 

H. H. KEY, Publisher, 

Room No. 8, 120 Broadway, N. Y. 



PTTV CHTTTfl- Drop Hammers and Dies, for work- 

* uiiviiiiiu . Metals, &c. THE STILES & 

tj-DPOopc PABKEB PRESS CO., Mlddletown, 

JrlvXiQQXiO. Conn. 



FOUNDRY AND MACHINE SHOP FOR 
Sale or Rent. We offer at a bargain, our old works, 
consisting of three substantial brick buildings sheds, 
ample water power and facilities for conducting an iron 
or wood working business. Coal, iron, hard and soft 
lumber close at hand. Three railroads. Address 
SOUTH BEND IRON WORKS, South Bend, nd. 



Tube Cleaners ^bef'^E 80 ^ 

tional Steel Ttibe Cleaner Co., 814 E. 0th St., N. Y. 



jV)B ALL KINI>&OF MACHINERY— Apply to 

1 8. C. HILLS, 78 Chambers St., New York. 



Liquid Paints— all shades, finest in the world. 
Fire Proof Paint, for Wood work, Ac. 
Roof Pnint. for Tin Roofs, Iron Work, &c. 
Roofing, .with white Fire Proof Coating . 
R. not" Coat ing, for restoring and preserving old roofs. 
Ceinents,.'for : Retort8, Furnaces, Leaky Roofs, &c- 
Steam Pipe and Boiler Coverings. 
Steam Packing, Asbestos Boards, Fire Proof 
Coatings, Sheathings and Rooting Felts, &c. 

Plie_ _ 
Lists, &c. 

H.W. JOHNS MANUFACTURING COMPANY, 

8? Maiden Xane, New York. 

PHILADBLPBIA BEANCH, 40B Arch 8t. 

DOWNIE, TRAINER & CO., Boston. 

S. W. HEMPSTED & CO., Columbus, Ohio. 

M. M. BUCK & CO., St. Louis. 

C. A. PABKBB.& CO., New Orleans. 

THOMPSON & UPSON, San Fra Cisco. 



UoatlnfifS, hheathingrs and Hoofing; F«lts, *fcc. 

These articles are ready for use, and can be easily ap- 

>lied by any one. Send for Samples, Pamphlets, priee 



- Also 

for 

sale by 



1872, 1874, 1875, 

SCIENCE RECORD. 

A few copies of these splendid books are offered at 
the following very low- prices. 

Among the subjects, the following are the most note- 
worthy, exhibiting in- a condensed form a general ac- 
count of the Progress of the World : 

CHEMISTRY AND METAliURGY, 

MECHANICS AMD ENGINEERING, 

ELECTRICITY, LIGHT, HEAT, SOUND, 

TECHNOLOGY .THE USEFUL ARTS, 

BOTANY AND HORTICULTURE, 

AGRICULTURE, 

RURAL AND HOUSEHOLD ECONOMY, 

MATERIA MEDICA, THERAPEUTICS, HYGIENE, 

NATURAL, HISTORY AND ZOOLOGY, 

METEOROLOGY, TERRESTRIAL PHYSICS, 

GEOGRAPHY, 

GEOLOGY AND'M NERALOGY, " 

ASTRONOMY.' 

BIOGRAPHY AND NECROLOGY. 

Each yearly volume contains about .600 octavo pages, 
including a large number of handsome engravings. 
They are bound in substantial and handsome bindings, 
and will be mailed on receipt of H.25 each. Address 

MUNN & CO., Publishers, 

37 Park Bow, New York city. 



<£/ , m frft>T IRE AR M 

/h-tv/trr w Hi,' World, LeNffth :}'>> ///.-/V.*'. ! 
U'riffht *t()t(iicrs. Forde.svri.pliw rn-rtilars, 
AUD/?£SS,AlL RIGHT F!RE ARM Co-.f-AWRENCE, MASS.: 



S. K LOVEWELL & (SO. , Manuf actukeks 

of the Eclipse Band Saw and Gear Variety Moulding 
Machines, old and new styles. Improved Saw Arbors, 
and Wood-Working Machinery in general. 

31 and S3 Broadway, Chelsea, Mass. 



SIXTY-SIX 

Inclose 10 cts . v 



SampleCopies of our beautiful Oil 
„ Chromos sent free to agents. 
_._. withj'our applications, to pay postage. 
Address STBIGELSlAN & CO., Cincinnati, O. 



DROP 



FORGINGS and 

SPECIAL. MACHINERY, 

THE HULL & BELDEN CO., 

Danbury, Conn. 



25 



EXTRA NEW YEAR CARDS, with 20 cts. 
Samples 3c. J. B. HUSTED, NASSAt/, N. Y. 



DAMPER DPCT AND WEIGHTED 

REGULATORS O Hi O X GAUGE' COCKS. 
MURHILL & KEIZER, 44 HOLLIDAY St., BALTIMORE. 



TOUNDEY MOULDING MACHINE. 

Simple, strong, and practical. The best machine made, 
at reduced prices. T. F. HAMMER, Patentee and 
Manufacturer, Branford, Conn. 



PERFECT 

NEWSPAPER FILE 

The Koch Patent File, for preserving newspapers, 
magazines, and pamphlets, has been recently improved 
and: price reduced. Subscribers to the Scientific Am- 
erican and Scientific American Supplement can be 
supplied for the low price of $1.50 by mail, or $1.25 at the 
office of this paper. Heavy board sides; inscription 
"SCIENTIFIC AMERICAN," in gilt. Necessary for 
every one who wishes to preserve the paper. 

Address 

MTTNN & CO., 

Publishers Scienttj'ic American . J 



, CODY' PAT. SHAFT OILERS. M 
,A OIL FEEDER & ? «> 

"% j\dr CINCINNATI BRASS WORKS ;> 



Machinists' Tools. 

New and Imphoved Patterns, 
Send for new iilustrated catalogue. 

Lathes, Planers, Drills, &c. 

NEW HAVEN MANUFACTURING CO., 

Sew Haven, Conn. 



THE " Scientific American" is printed with CHA6. 
ENEU JOHNSON & CO.'S INK. Tenth and Lorn; 
bard Sts., Philadelphia, and 59 Gold St., New York. 
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